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COATINGS FOR THE PROTECTION OF
REFRACTORY METALS FROM OXIDATION

SUMMARY

This report summarizes the current state of the art of coatings to protect refrac-
tory metals from oxidation. This field of technology is of vital importance. Itic a
ficld of much complexity, and it will require continued :-.search and development if
the substantial effort which has been and is being expended on developing strv :tural
alloys of the rafractory metals is to reach its, expected, desired, and required payoff.

Considerable progress has »een made in the prevention of the oxidation of the
refractory metals by the use of protective coatings. Coatings for molybdenum are the
most advanced, followed by those for columbium alloys. Significant progress has been
made on coatings for tantalum alloys. Tuungsten has received some attention, but the
temperature range for its use, >3000 F, precludes any easy solutions. No coatings are
available for vanadium alloys., Res>-rch and development programs currently are
. . progress on coatings for these {ive metale and their alloys. '

Silicide. aliriinide, and oxide-huse matcrials have shown the most promise as
coatings for cccompliehing current objectives. Silicide-base coatings have been of
most importance for molybdenum and tungsten. Both the aluminide and silicide-base
coatings have heen of genuine value for the protection of columbium and tantalum alloys.

P-..k ctmentation techniques are being used predominantly in producing silicide
coatin, . Pack cementation, hot dipping, and paint (slurry dip, spray, brush) and
diffused techniques are being used to prepare aluminide-base coatings. Much interest
has Lo .. exhibited recently in the latter technique.

inaL of the effort being devoted to the numerous problems associated with coating
syster = ic Government sponsored, At the present time most of the cffert in this field
of tcchnoie y i8 oriented toward space-vehicle applications.

The prasent state of the art auggoests that a few current coatings w:ll permit use
of rerractn' , metals for some space-vehizle applications in the not-tc 3~dis‘ant future.
How-2ve., reliability of production~coating systeme his baen and r~oflares (0 be a
m: jor prc’ :m, although progress is peing made in this area,
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INTRODUCTION

This report reviews the current status of tae art and science of cv. *ings for
protecting refractory metals from oxidation. In preparing this report an attempt has
been made to: (1) identify the major individual problems which make the over-all
protection problem so complex (2) present information and references to major sources
of information on materials and methsds for producing coating systems, and (3) indicate
areas where additional research and development on protective coatings is needed.

In addition to a review of the available literature and research reports, .nforma-
tion was obtained from numercus discussions with: (1) research workers dealing with
protective-coating problems, (2) coating vendors, (3) engineers who use protected
refractv:-r-metal hardware, (4) organizations which have an interest in entering the
field of protective coatings, and (5) persons responsidle for planning research and
developn:cnt programs to solve some of the major problems of the present-day
technology.

The Problem

The group of materials called the refractory metals generally includes those
metals with melting points equal to or higher than that of chromium, 3405 F (1875 C),
Cn this basis, therc are a dozen refractory metals with widely varying properties and
availability., These metals are the subject of intensive research and development
because their high-temperature strength properties are required in nuclear-energy
applications, advanced aircraft, and space vehicles. Table 1 lists the refractory metals
in order of decreasing melting point, together with data on their crystai structure and
some of their physical properties, (1)*

Figure 1 shows why the refractory metals are often best suited for structural
applications invulving temperatures above about 1800 F.(2) Although the nickel- and
cobalt-base superalloys have met technological demands very well up to 1800 F, they
usually require special techniques to satisfy the higher temperature requirements of
nuclear-power gereration, tmosphere glide re-entry, rockets, turbojets, and high-
Mach ramjets. Also, there appears to be littie hope of extending the usefulness of the
superalloys into the higher temperature range.

Most high~temperature uses of the refractory metals require operation in an
oxidizing atmosphere. Rhodium, chromium, hafnium, and possibly iridinum are the
only refractory metals which can be termed relatively oxidation resistant. The others
suifer from drastically unsatisfactory oxidation resistance in the temperature ranges
where their strength properties are required, as shown in Figure 2,(3)

For various reasons, the refractory metals of most importance in current a.:.d
anticipated technology are tungsten, tantalum, molybdenum, and columbiumn.{1s4)
Except for rhenium and osmium, these four rmetals as a group are the leas{ oxidation
resistant of the refractory metals,

®References are listcd on page 205.
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TABLE 1. PROPERT:i 3 CF REVRACTORY METALS(1)

Coeffictent

Thermal Electrical Heat of Linear

Melting Cunductivity, Resistivity, Capacity, Expansion,

Pomt _Boiling Point Crystal  Density, cat/iCm?)  microhm-cm cal/(g(C) 10~6perC

Metals C F C F Structure(@) g/C'n3 {Cm)C)(sec) At20C At20C near 20 C
Tungsten 3410 6170 €700 12000 Bece 19,3 0.48 8.5 0.032 4.5
Rhenium 3180 5755 5630 10200 Hep 21,0 3.17 19.3 0.033 6.7
Osmwum 3000 5430 550C 9900 Hep 22,5 - 9.5 0,031 6.6
Tantalum 2096 542 5100 11000 B.c 16,6 0,13 13,5 0,033 6.t
Molybdenum ¢ .10 4730 4800 8600 Bee 10.2 0.35 5.21 0,061 5.4
Iridium 2347 4428  §300 9500 Fec 22.4 0,35 6.3 0,032 6.5
Columbium ,* 5 4380 3300 5900 Bee 8.56 0.125 14.8 0.065 1.1
K-t 2uium 22,9 4080 4900 8800 Hep 12,2 -—- 9.5 0,058 9.6
Hafnium 1975 3585 540¢ 9700 Hep®) 13,36 0,05 30,0 0,035 8.0
Rhodium 1960 3560 4500 8100 Fee 12.4 0,36 4,17 0,069 8.5
Vanadium 1900 3450 3350 6050 Bee 6.11 0.074 24.8 0,119 9.1
Chromium 1875 34056 2165 4476 3ce 1.23 0.18 12.8 0,107 6.2

(a) Bcc designates bedy-centered cubic. Hcp designates hexagonal close packed. Fcc designates face-centered cubic,
(b) Hcp lattice transforms to bee at 12 2 C.

Tensile Strength, 1000 psi

FIGURE 1.
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Linear Weight Change, rag/cm?hr
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The most desirable way of overcoming the disadvantages of poor oxidation
resistance is through alloying. Considerable improvement in the oxidation resistance of
columbium and tantalum has been made by this route. However, those allays which have
satisfactory oxidation resistance do not have satisfactory mechanical and metallurgical
propcrties for mest applications, Therefore, it is generally conceded that coatings are
required to protect structural refractory-metal alloys from oxidation.

The over-all problem may be stated as cne of producing a coating system (coating

plus refractory-metal substrate) which will accomplish a desired realistic mission (of
which thera are several types) with a high degree of reliability.

History of the Problemi5)

No pure metal and no alloy is thermodynamically stable in air even at ambient
teraperature; as the tcmperature is increased, the instability of the metals with respect
to ajr increas2s (25) Most of the metals which are termed oxidation resiscant have this
quality by virtue o{ a thin protective oxide ccating which rapidly forms on the surface
and which prevents or greatly retards the rate of further contact between air and the
metal. The principal refractory meials do not form their own protective oxide coatings,
hence the problem,

about 1900, the electrical equipment companies became concerned with the pro-
tection of tungsten and molybdenum. They provided most of the research effort on the
application and use of protective coatings until it became very obvious, in the late
1940's, that the problem was of major interest in the defense effort, Many cf the coat-
ing materials studiad during the early years of research on protective ccatings are
still under development: noble metals, nickel, chromium, stainless alloys, aluminized
and chromized coatings, silicides, alumina, magnesia, and beryllia. This continuing
development is rot because many of the original problems were not solved, bui rather
that the environmental conditions and applications become increasingly more severe
with time,

Research effort on coatings for columbium and tantalum dic not get under way
until the late 1950's when these metals became available and their potential as struc-
tural materials was recognized.

Today there is a flurry of activity to golve the many problems encountered in
providing reliable protective coatings for tungsten-, tantalum-, molybdenum-, and
columbium-base alloys. By comparison, only relatively minor effort has been expended
on coating vanadium-base alloys which require protection ahove 1200 F. No work is
tnown to be in progress cn coatings for chromium-base allr vs which are not expected
to require prote. .on, except possibly to reduce nitrogen abuorptioca.

Good structural alloys of the principal refractcry matals have beea and are being
produced by a very substantial recearch effort. However, these alloys will not agsume
their prominent role in technology until they c2n be reliably protected from hostile
oxidizing environments.




REFRACTORY-METAL SUBSTRATES FOR COATING SYSTEMS

/
1t is generally agreed that there probably never will be a universal coating which
will protect all refractory-metal alloys under all combinations of environmental factors
encountered in performing different missions. Each coating will probably be tailored
to its substrate to produce a coating system which ir specifically designed to accomplish
a desgired mission.

The first logical step, therefore, in the development or production of a coating
system is to select ' .,ubstrate which must perform the mission,

Curient Alloys and Their Properties

There is considerable research in progress on the development of refractory-
metal alloys, particularly those with a columbium or tantalum base. Thevrefore, alloys
which are available today, and for which coatings are being designed, may not be the
alloys for which protection is desired in the rfuture.

Table 2 lists alloys of molybdenum, columbiwn, tantalum, tungsten, and vana-

dium which are currently in production or in the advanced-experimentai- development
stage. .

Physical and Mechanical Properties

thyrical and mechanical properties of these alloys, where available, have been
adequa:cly presented in DMIC reports and others to which references have been made
in Table 2.

Oxidation Characteristics

General remarks on the oxidation characteristics of the unalloyed refractory
metals were made in the Introductionts this report. Figure 2 shows in general how
the rate of oxidation changes with temperature.

Columbium-~ ana Tarnialwa-Base Allcys., Extensive studies have been made of
the oxidaticn behavior ¢{ columbium- ard t>ntalum-base alloys. Rcsulte of the various
research programs have been summarized by Klopo{14) and Schmidt{ 10) for columbium
and tantalum, rzspectively. Alloys of these metals which have satisfactory oxidation
resistance are unsatisiactory as structural materials because of inadequate strength,
very poor fabricability, low recrystallization tempe~ature, or other undesirable
characteristics,

Mclybdenum, Most oxidation studies on metals and alloys have been carried out
in static or slowly moving air at atmospheric pressure at temperatures up to about
2200 F. Results from these studies frequently are inadequate for extrapolation to

e ———— e




TABLE 2. ALLOYS OF MOLYBDENUM, COLUMB'UM, TANTALUM, TUNGSTEN AND VANADIUM(?)

Alloy

Nominal Alloy Composition, weight per ceat (Balance Refractory-Metal Base)

Mo Ta Cb Hf Ti Zr v

(o

Other

Mo-0.5Ti
TZM

TZC

Mod. TZC
Mo-0.052Z¢t
Mo 0.5Zt
Mo-1.5Cb
Mo-25W
Mo-0.5T10y

F-48

F-50

Cb-17
Cb-16
Cb-65
Cb-74
FS-80
FS-82
D-31
D-41
15-20
2G-20
Cb-Ta-W-Zr
C-103
Cb-Mo-Hf
Cb-W-Zr
Cb-Ti
Ch-v-Al

Ta-10W
Ta-10Hf-5W
Ta-30Cb-17.5v

W-iTh
W-2ThOg
W-10Mo
W-15Mo
W-25Mo
W-0.38 TaC

V-50Cb
V-20Cb-5Ti

25

15
15

20

19

20
15
20

10

10

10

Molybdenurn-Base Alloys(s-"

.08
15

.5

.8

.25
27

-0 O

.

. os(l

LI~ I~ I I =]
2
©

Columbium-Base Alloys($)

[T}
o

-3
(=4
[+

o O W

W
(&)

10 10

20
20
24 1

10

3
<
o

Tantalum-Base Alloys(id)

10
30 7.3

Tungsten-Base Alloystl)

10
15

Vanadium-Base Alloys("2.13)

§¢
20 s

_OO
[~
[

0.075
0.03

0,06

0.5 TiOg

0.11 0, 0.92 N
0.120, 0.02 N

34l

1 ThOg
2 ThOg

0.38 TaC

Jreen)
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higher t mperatures. Also, in many proposed applications, pressures appreciaoly
less than atmospheric wili be encountered. For example, in a hypothetical glide re~
entry trajectory from 400,000 feet, the temperature at the stagnation point on leading-
edge surfaces may range from 2200 to 4500 F al pressures of 0. 01 to 500 mm Hg.
Under these conditions, and with variable mass flows, changes can occur in the oxida-
tion behavior of the refractory metals, particularly those with volatile oxides such as

molybdenum and tungsten.

Modisette and Schryer(ls) made a theoretical analysis of the oxidation of a metai
forming a volatile oxide which took into consideration gaseous diffusion of oxygen to
the surface and an activated reaction at the surface. The result was a rate equation
which expressed oxidation rate as a function of temperature, gas properties, flow
conditions, and the activation energy at temperatures at which the oxide is gaseous. The
oxidation rate of molybdenuin subsequently was measured in flowing streams of air and
helium-oxygen wmixtures at temperatures of 1485 ta 2500 i* and flow velocities of 1.2 to
6.5 feet per second. The oxidation cate was found to increase with increasing tempera-
ture, flow velocity, and diffusivity, in agreement with the results of the analysis.

Wilks(16) investigated the effects of temperature, pressure, and mass flow on
the oxidation of molybdenun.. Figuce 3 shows the effect of temperature on the rate of
oxidation at selected mass flows and pressures; several other graghical correlaticns
were given by Wilks in his paper. Surface-recession-rate equations were derived; but,
accoraing to Wilks, they are applicable only for the particular boundary-layer conditions
obtained on the test specimens. Fundamental considerations of the oxygen diffusion
across the boundary layer, such as was done by Modisetie andSchryer(15); arenecessary
to solve the general problem analyticzlly,

Tungsten. Barth{! ') has prepared a summary report on the oxidation of tungsten

and tungsten-base alloys.

Perkins and Crooks(48) recently reported results on the low-pressure {1 to
40 mm Hg), high-temperature [1300 to 3000 C (2370 to 5430 F)] oxidation of tungsten
which could have a significant bearing on the requirements for protective coatings for
this metal. Conclusions reached by these investigators, based mainly on the basis of
information presented in Figures 4 through 6, were as follows:

(1) Tungsten oxide volatilizes as fast as it forms in air at
temperatures above 2190 F (1200 C) and pressures of 1 to
40 :nm Hg; surfaces remain clean and oxidation obeys a
lLinear rate law.

{2) The rate of oxidation from 2370 F (1300 C)to 3180 F (1750 C)
in air at pressures of 1 to 40 mm Hg can be calculated from

the following relation:
31,500

K=14.5¢ RT p0° 62, g/cm?/min .

{3) The dissociation of tungsten oxide is important in the oxidation
behavior of tungsten at about 3180 F {1/50 C) in air at low
pressure; the net rate of metal loss by oxidation decreases with
increaring temperature above 3180 F, due to oxide dissociation.

— .
o i 3 A
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FIGURE 3, EFFECT OF TEMPERATURE ON THE RATE OF OXIDATION OF
MOLVBDENUM AT SELECTED MASS FLOWS AND PRESSURES(16)
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Weight Loss, gm/cm® min
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{4) Unalloyed tungsten can be heated in air at pressures below 1,0 mm
Hg at all temperatures to itc melting point for 1 Lo 2 hours without
excessive suriace recession by oxidation.

(5) Oxidation behavior of refractory inetals should be analyzed in
terms of the specific environment anticipated for a given
application; poor resistance tc oxildation in rormal atmospheres
does not preclude consideration for use at high temperatures
and reduced pressures.

Vanadium. Rapid scaling of vanadium and vanadium-base alloys in air above

1100 F and the formation of liquid vanadium pentoxide at 1275 F make these materials
unsatisfactory for service in air at higher tenmperatures unless they are protected.

Klicker and Bomberger(l9) studied alloys containing elements whose oxides
formed high-melting complexes with vanadium oxides to determine whether alloys
could be obtained which would form their own protective oxide surface films. Vanadium
alloys containing titanium, aluminum, and nickel gave the most refractory scales; and
oxide melting points as high as 1950 F were observed. Some of the most promisiag
compositions could be hot worked by rolling and extrusion. Although no alloy was
found which had good oxidation resistance in the 1809 to 2100 F temperature range, it
was thought that good protection may be possible through natural oxide films from
special alloying. However, much additional research and develepment work is con~
sidered necessary before any useful alloys with satisfactory oxidation resistance can
be developed.

Other work along this line was reported by Rostoker, McPherson, and
Hansen(55),

Impcrtance of Substrate Composition

Much of the current researca effort on protective coatings is directed toward
coatings formed by diffusion of one or more eclements into the surface of the substrate.
Cbviously the chemical composition of the coating which is obtained by this method
depends on the chemical composition of the substrate. The oxidation resistance of the
coating, per se, depends on the chemical composition of the coating, and therefore on
the composition of the substrate. The oxidation resistance of the coating system
(coating plus substrate) dcpends on the chemical, diffusional, and structural com-
patibility of the coating and substrate in service, which in turn depend on the chemical
composition of the two materials., Therefore, for diffusion-type coatings, it is im-
portant that research and development programs be conducted on structural alloys.
This is particularly true when columbium-, tantalum-, and vanadium-base alloys are
under consideration because, 2s.Table 2 shows, these materials have major alloying
additions.

Nondiffusion types of coatings do not depend on the substrate chemistry for their
inherent oxidation resistance, and therefore the selection of substrate is less critical
from this stardpoint. Hewever, the performance of the coating system still depends
on the compatibility factors between the coating and substrate, and thus selection of a
realistic sub~trate remains important.
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Impourtance of Substrate Preparation

At least some preparation of the surface of the substrate prior to the application
of a coating 1s usually required to achieve maximum reiiability of the coating system.
The type of preparation used depends on the substrate (composition and geometry), the
coating material, the process of applying the coating, and the service requirements
under which the coating system must perform. Usually it is mandatory (1) to rouad
corners and cdges to avoid critical stress concent>dations and to obtain uniform coverage,
and (2) to degrease the substrate.

Much of the information on substrate preparation procedures is proprietary. How-
ever, there is quite gene.al agreement that the reliability of the coating system criti-
cally depends upon the adequacy of the preparation of the substrate surface. Outlines of
procedures which have been used by three different organizations in producing
diffusion-type coatings ar~ given below.

Chance Voughtt2C}

Vought coatings on moiybdenum, colunis.um, and tantalum alloys

(1) Specimen preparation. Deburr and radius all edges
and corners Follow by vapor honing.

{2) opecimen cieaming. Degrease, vapoer blast, wash in
running water, and dry at 25 ¥ for 10 (ninutes in an
vven. Clean white gloves to be usad for all handling
after degreasing.

(3) Specirren storage. Specimens shzil be positioned and
packed in the retc -t (in which the costing is formed)
immediately upon removal from the drying oven.

Chromalloy Gorporation{21)
W-2 [silicide-base(22)] coating on Mu-0. 5Ti

{1} Round corners and edges by grinding, and finish
surfaces on silicon carbide paper

(2) Etch with 1-1 HNO3 for 1. 5 minutes
(3) Wash thoroughly with water
(4) Liquid hone
{5) Wash with hot water
(6) Wash with acetoae.
General Electric Co. ~-McDennell Airc:aft Corp. (23)

LB-2 (akk minide-base) coating on Cb alloys F-48 and FS-82

——— ——
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(1) Al sheet and plate material which is to be coatea
shall have smoothly rounded edges and corners.
Radius of edges shall be half of the sheet thickness.
A 1/8-inch radius shall be maintained on all corners,

(a) Edge preparation shall be performed prior
to pickling.

(b) Surtaces prior to pickling shall be free
of visible burrs, nicks, and scratches.

(c} Surface finish after pickling and honing shall
be 65 rms * 30 rms,

(d) Liquid hcning shall be used only to remove
oxide scale. Parts having no scale shall
not be liquid honed. Discoloration of the
surface shall be considereqd as scale.

(2) Vapor degrease as necessary to remove oil and grease.

(3) Al paint, crayon, and similar markings must be re-
moved with acetone prior to pickling.

(4) Rinse thoroughly and dry.
(5) Immerse in pickling solution for twe minutes.
(a) Compnsition

Nitric acid (Conc 42° Be )  20% by volume

Hydrofluoric acid (70%) 20
Water 60
(b) Temperature 70 to 100 F,

(6) Rinse thoroughly in cc!? running water.
(7) Acetone wash and air dry,

(8) Parts shall be handled only with clean white gloves aftcr
processing.

(9) Package in polyethylene bags and seal.
Frequently the proper rounding of corners and edges has been a hand operation

for lack of a better method, and consequently quality control has been difficult to
achieve. Mathauser(24) recently reported that Langley Field, NASA, had been having

poor reliability from a silicide coating on Mo-0,5Ti. This was attributed to inzdequate

hand rounding of corners and edges of the laboratory specimens. The problem was
largely overcome by putung the specimens into a rotating drum containing silicon

-
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carhide abrasive and soft copper bolts for agitation, The technique was reported to
vroduce very good and uniform rounding of corners ard edges with very little degrada-
tion of the flat surfaces.
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COATING MATERIALS AND THEIR PROPERTIES

Obviously, materials selected for coatings to protect the refractory metals must
be oxidation resistant themselves. (This is a neces.ary but not a sufficient cordition. )
All nonoxidic materials are inherently unstable in an oxidizing atmosphere; and, there-
fore, all coatings will have at least a film ov layer of oside on their exposed surfaces.
It is the characteristics of this film of oxide which make materials resistant to gross
oxidation. The theory for this type of protection has been reasonably well worked vut
and has beer presented adequately elsewhere. (¢5-27,115)

General Material Surveys

Extensive coinpilations of information on refractory materials in general can be
found in Reiercnces 3, 28, 29, 31-40, 53 and 54. Figure 7 shows the melting points
of specific materials within several general classes of r {ractory materials,

Borides, carbides, mtrides, and sulfides generally have exhibited poor oxidation
resistance. There are some notable exceptions however. Silicon nitride and silicon
carbide form protective films of 5i02. As a result, SiC 1s reported to have good
oxidation resistance to about 2900 F, and Si3N4 is r2ported to be oxidation resistant
to 2550 F, Also, Shaffer(30) reported that a 90 mole per cent ZrB; - 10 mole per cent
MoSi; solid-solution material resists serious degradation from oxidation for periods
of 4hours at 3540 F, or for shorter periods at higher temperatures. Lewis(67) investi-
gared the deterioration characteristics of 22 raaterials at a stagnation temperature of
3800 F in a Mach 2 air jet. Materials which showed the best resistance toward deterior-
ation in these tests, as measured by oxidation characteristics, were: silicon carbide-
silicon, chromium-~-28 per cent alumina cermet, and titanium boride~5 per cent boron
carbide. Investigations of a similar nature were reported by Trout{237) and
Molella(196),

Oxidation resistance with respect to protective coat'ngs for the refractory metals
is a completely relative term. Depending on the applica. on, protection may be
desired for periods from hundreds of hours to periods of minutes or seconds; the
service temperatures involved may range from about 1100 ¥ to 450C F., Also, an
abundance of other environmental factors must be considered in assessing the merits
of a material for a protective coating. Therefore, selection of materials for pro:active
coatings should be made with reference to the specific mission swhich must be
accomplished.

Coating-Mater’ .l Surveys for Specific Refractory-Metzl-Base Substratcs

Most research programs on protective coatings have at least cursorily surveyed
available materials before experiments were carried out to try to produce a good
coating system (coating plus substrate). Recent and current surveys will be cited;
undoubtedly other rather complete surveys have been made but not published.

PP
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Molvbdenum-Base Substrates

Jaffee's review(4!) of protective coating systems for molybdenum and th: DMIC .
report on the subject by Bartlett, Ogden, and Jaffee{42) indicate the variety of ma-
teriale which have been investigated as coatings fo1 molybdenum; many of these ma-
terials probably resulted from susveys conducted over a period of years. -
Levinstein(43), in reporting the "GE Molybdenum Buckc! Story", indicated that approxi-
mately 50 coating systems were cvaluated, Materials based on chromium, silicon,
nickel, precious metals, glasses, and refractory oxides were reported as being fcre~
most among those that had been investigated as coatings for molybdenum. (42)

Columbium~Base Substrates

Klopp(M) and Wlodek(44) cited the variety of materials which had been investi-
gated for columbium-base substrates. Many of these were previously investigated
ior molybdenun,

Tantalum-Base Substrates

The first phase of a current program(45) on the development of protective cou.ings
for tantalum~base alioys was a survey to identify those materials and compositions
which appeared to h=ve the most potential for service to at least 2500 F for a minimum
of 6 hours. Available mechanical, physical, metallurgical, and oxidation properties
were reviewed for various high-melting-point elements, intermetallic compounds, and
oxides. Silicide, aluminide, beryllide, and oxide-base materials were identified as
being most attractive for investigation,

Tungsten-Base Substrates

Surveys of potential coating materials for the protection of tungsten from oxida-
tion in the temrerature range of 3000 to 3500 F were made at the be%innin of the now
completed programs which were carried out at New York University 46,47) and the

Rhodium with intermediate subcoats of chromium, silicon, and rhenium was
selected for investigation as a protective system at 3000 F by the NYU group(46). In
a subsequent phase of this program, tungsten disilicide was selected as the most
promising material to investigate as a coat.ng for protection at 3360 ¥,

Research effort at the Universitv of Illinois was directed primarily toward the
use of glassy materials for protection .the temperature range of 2000 to 3500 F.

Two current programs probably will produce add’tional surveys of potential
coating materials for tungsten. The General Telephone and Electrorics Co, kas a
program(590) on "Research Investigation of the Factors Predicating Effectiveness of i
Protective Systems for Tungeten'. The objective of this program is to define and ‘
evaluate those variables which are the determining factors in protecting tungsten from j
atmosphere conditions above 3000 F. Thompson Ramo Wooldridge Inc. has a program(51) *f

|
|
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on ""Coatings for Protection of Tungsten From Oxidation". The «., 6 .tive of this pro-
gram 1s the development and evaluation of coatings fcr the protection of tungsten from
oxidation at temperatures in cxcess of 3300 F. The class of materials of primary
interest iz complex oxides.

Vanadium-Base Substrates

Klicker and Bomherger(19), 1 their survey of coating materials for th« protection
of vanadium-base alloys, were interested primarily in oxides and their reactions with
vanadium oxides to fcrm high-melting complex oxides, The characteristics of 24C oxide
mixtures were studied to identify the most refractory combinations. Melting points of
these mixtures ranged from 1225 to above 2500 F. The most refractory mixtures con-
tained one or more of the following oxides: Al;03;, Cb;0g, CrO3, NiO, TiO;, ¥,0,,
and ZrO,. Twenty-eight of the more refractory oxide mixtares were applied to
vaaadium sheet, but they appeared to offer little preotection as coatings.

A survey of potential coating materials perhaps will emerge from a recently
established program b+ the Bureau of Naval Weapons «t the Armour Research Founda-
tion on the ""Development of High-Temperature Oxidation-Resistant Protective Coalings
for Vanadium-~Base Alloys"'. (238)

Materials of Major Current Interest for Protective Coat:ngs

Classes of materials which have emerged from research and development pro-
grams on proteciive coatings as being of major interest are the oxides (including glasses
and combvlex oxides), intermetallics, platinum-group metals, and cermets

Oxides

Oxidic materiale will always be of much importance ia the field of protective
coatings because, as pointed out earlier, they are the only materials which are
inherently stable with respect to the oxidizing environments in which protection must
be achieved. Cousequently, they must be considered as a component of every operable
coating system e:ther (1) in the capacity of the coating itself; (2) as a very thun,
adherent, stable oxide film over the major coating {e. g. intermetallics); or (3) as
volatile products from the major coating (e.g. platinum-group metals).

Considerable information exists for oxides and, to a lesser extent, oxidic ma~
terials in general. Kubaschewski and Hopkins{25)} have tabulated melting and decompo-~
sition or boiling points, structure, stability, heat of decomposition, and molar volume
of oxides. Livey 52) reviewed the high-temperature stability of oxides on the basis of
their standard free energies of formation. Runck(28) and Kingery(zg) presented exten-
sive compilations of information on oxides for high-temperature applications. Phase
diagrams for oxidic materials have been compiled under the auspices of the American
Ceramic Society(54). Table 3 contains some general properties of pure, single,
refractory oxides; Table 4 has melting points and densities of complex refractory
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TABLE 3. PROPERTIES CT PURE, SINGLE, P"FRACTORY OXIDES(3)

Had-
Molec- Melting Boiling 5ess,
ular Point, Point, Denslty, Mohs*
Material Formula Weight C C g/em3  Scale Other oxides
Aluninum oxide (corundum) AlyOq 101,92 2015 2980 3.97 9 AlgOg (2Al-3A1303)
Barium oxide (baria) BaO 18§3.37 1917 2200 §.72 3.3 BaOy
Beryllium oxide (beryliia, Lromel- BeO 25.02 2550 4260 3.03 9 BeUg
lite)
Calcium oxide (calcia, lime) Ca0 56,08 2600 2350 3.32 4.5 CaOy
Cerium oxide (cerfa) CeOg 172,13 >2600 -- 713 6 Ceg03
Chromic oxide Crp03  152.02 2265 >3000  5.21 --  CrO, {10y, Ci0g
Cobalt oxide CoO 74.94 1805 -- 6.41 -- Co304, Cog03
Columbium oude CbyO3 233.82 1772 -- -- 6.5  CbO (Cby0y), CbOy (CbyOy),
CbyOs
Galhum oxide GagOz .3T.44 1740 -- 5.88 <. Gag0
Hafnium oxide (hafnia) HfO,  210.6 2771 -- 9.68(0) .- .-
Lanthanum oxide (lanthana) Lag03  325.84 2305 4200  €.51 -- -,
Magrcsium oxide (magnesia, peri- MgO 40,32 2800 2825 3.58 6 MgGo
clase)
Manganese oxide (manganosite) ~ MnO 50.93 1780 4050(°) 5.40 5-6  MngO4, Mngty, MaOg, MnOg,
N:ckel oxide (bunsenite) NiO 74.69 1950 - 6.8 5.5  NigO4, NigOg, NiOg
Stlicon oxide (cnstobalite) §10y 60,06 1728 2950 2,320 6-7 si0
Strontium oxide (strontia) S0 103.63 2415 3000 4.7 3.5 SrOy
Tantalum oxide Tag0; 441.76 1890 -- 8,02 == Ta0p .Tag0y)
Thorium oxide (thoria, thonianite) ThOg 264.12 3300 4400 9.69 6.5 ThoOq
Tin cxlde (cassiterite) SnOy 150.70  >1800 1529(d) 7.00 6-7 SnO
Tatanium oxide (runle) TIO;  79.90 1840  2227¢) 4.240®) 5.5-6 Tig03, TigOs (TigOs T10g), TIO
Uranium oxide UOy  270.07 2280 4100 10.96 --  UgOg, UO,
Vanadurs oxide Vo0  i43.90 1977 3000  4.87 - V;0, (VO), V504 (VO,). VoOg
Yutrium oxide (yttria) Y903  225.84 2410 4300  4.84 -- --
Zinc oxide (zincite) zno 81.38 1975  1950(%) 5.66 4-4.5 ZnO,
Zirconium oxide {zirconia) ziop  123.22 2677 4300 5.560) 6.5 2103

(3) Complied by Runck(28)

(b} Density depends on crystalline form,

510, (low quanz) 2.65 g/erm®
(low tridymite) 2.46
(low cristobalite) 2.32
(vitreous) 2.20

(¢) Deccomposes.
(d) Sublimes.

TIOy (brockite)  4.17 g/cmd Gay0g3 (monoclinic or thombic) 5.88 g/cm3

(rutile) 4.24 (hexagonal) 6.4
(anataseI) 3.84 HfOy (monoclinic) 9.68 g/cnd
Z10g (thombie,  6.27 g/cm® (tetragonal) 10.01

cubic or trigonal)
(tetragonsl) 6.19
(monoclinicy 5.56
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TABLE 4. PROPERTIES OF SOME COMPLEX REFRAC i“.?RY OXIDES@®)

Meltng Point, Density,
Matenal rormula c g/emt

Aluminum silicate (mullite} 3A1303- 25109 1830(b) 3.16
Aluminum dtanate AlyO3° TiOg 1855 -
Alumipun, titanate Alg03-2Ti0g 1895 -
Barium aluminate BaO- A1903(c) 2000 3.99
Berium aluminate Ba0:6A1903 1860 3.64
Barium silicate (orthosilicate) 28a0: 5109 >1755 5.2
Barfuin z{rconate Ba0* Z10g 2700 6.26
Beryilium aluminate (chrysoberyl) BeO» Aly04(©) 1870 3.76
Beryllium sliicate ymetasilicate) BeO-5i0g >1758 2.35
Seryilium ¢ilicate (phenacite) 28e0*510p »1750(0) 2,99
Beryllium utanate 3Be0- TiO9 1800 -
Beryllium 2zirconate 3Be0- 22109 2635 --
Calcium chromate Ca0-Ct03 2160 3,22
Calcium chromite €a0.Cro04(®) 2170 4.8
Calcium phosphate (orthophosphate) 3Ca0+P;0g 1730 3.14
Caicium silicate 3Ca0-$i0g 1900(H) 2.91
Calcium silicate (orthosilicate) 2Ca0+S$i0y 2120 3.28
Calcium silicon phosphate 5Ca0*Si02¢ P05 1760 3.01
Calcium titanate (perovskirz) €a0.TiOy 1975 4,10
Calcium titanate 2Ca0* TiCy 1800 .-
Calcium ttanate 3Ca0+TiOy 2135 --
Calcium zirconate Cad.Zt0g 2345 4.78
Cobalt aluminate (cobalt blue) Co0- Alp03() 1955 4,37
Magnesfuns aiuminate (spinel) MgO- Alp0q'S) 2135 3.58
Maguesfum chromite Mg0* Crg04(¢) 2000 4.39
Magpasium ferrite (magnesioferrite) MgOuFezo:;(c) 1760 4,48
Magnesium lanthanate MgG.La203(°) 2030 --
Magnesium silicate (forsterite) 2MgO- §i0y 1885 3.22
Magnesium utanate 2MgO* TiOg 1835 3.52
Magnesium zirconate MgO+Z10g 2120 --
Magnesium zlsconiuin silicate MgO- Z10Og- 5109 1183 .-
Nickel aluminate NiO. Alp05(¢) 2015 4.45
potassium aluminum silicate (kaliophilite) KO- Alg0g3° 28100 1800 -
Strontium aluminate $10+ Al045(°) 2010 --
Strontwm phosphate (orthophasphate) 3510 Po0g 117617 4.83
strontium zirconate [S{el¥A e/} >2700 5,48
Thorium zitconate ThO2- 2102 >2800 -~
Zinc aluminate (gahnite) Zn0* Alg03(®) 1550 4,58
Zinc zirconfum siiicate Zn0+Z10y° 510, 2318 -

irconfum silicate (zircon) 2109+ 5109 2420 4,6

(a) Compiled by Ruzck(Z8),
(b) Incongruent melung.
(c) 3pinel-type materials.
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oxides; Table 5 gives liquidus temperatures for various oxide combinations; and
rigures 8 and 9 show approximate fusion temperatures for several binary oxidle

TABLE 5. LIQUIDUS TEMPERATURE (C) FOR VARIC ™IS OXME COMBINATIONS(3)

AlyO3 BeO Ca0 CeOy Mgo $i0g ThO, TiO, 210p
Alg04 2050 1900 1400 1750 1930 1645 1750 1720 1700
BeO 1906 2530 1450 1950 1800 1670 2150 1700 £600
Ca0 1400 1450 2570 2000 9300 1440 2300 1420 2200
CeOy 1750 1950 2000 2600 2200 1700 (ca) 2600 1500 2400
Mgo 1930 1800 2300 2200 2800 1540 2100 1600 1590
si0p 1545 1670 1440 1700 (ca) 1540 1710 1700 (ca) 1540 1675
ThOq 1750 2150 2300 2600 2160 1700 (ca} 3050 1630 2680
T10s 1720 1700 1420 1500 1600 1540 1630 1830 1750
210, 1706 2000 2200 2400 1500 1615 2680 1750 2700

(a) Compiled by Kingery(29).

combinations based on Cby0Og and vV, Og, respectively. Table 6 presents melting peiats
of various columbates. Goldschmidt{87) studied binary constitutions of CbyQg with the
oxides of nickel, cobalt, iron, chromium, vanadium, titanium, zirconium, molyb-
denum, tungsten, magnesium, calcium, strontium, barium, cerium, aluminum, and
silicor in varying compositions and in a high~ and low-temperature condition. King,
Schulzz. Durbin, and Duckworth(57) studied four two-component oxide systems involving
Tap0s with Na0O, MgO, Al203, or ZrOp.

Reactions normally occur between pure oxide refractories at temperatures well
below the melting point of either constituent with the development of eutectic liquids,
Generally, in dealing with ceramic bodies, combinations between basic oxides such as
CaO or MgO and acidic oxides such as 5102 particularly are to be avoided. However,
in protective coating systems, a small amount of softening and promotion of glass
formation could be desirable,

Glass formation on the surface of silicide coatings on molybdenum, tungsten,
and tantalum has been found to be important for improved oxidation resistance. Glass
has been used as an integral part of the coating for columbium(61) and tungsten(48,49),
Reference 62 coutains much informution on glasses and glass-ceramics.

Siliciae, aluminide, and beryllide-base materials are of much prominence in the
current technology of protective coatings. Therefore, silica, alumina, and beryllia

are oxides of particular interest. Melting points of these three oxides are as follows:

Melting Fcint

CUxide F C

5i0, 3130 1720
Al;0, 3705 2040
BeO 4620 2550

Other properties of silica(28,63), alumina(28:63)64), and beryllia(28,63,62,66) haye
been summarized elsewhere.
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Mole Ratio, Fusion Temperoture, C
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TABLE 6. MELTING POINTS OF VARIOUS COLUMBATES(59)

Compound or Approximate Melting Points

Solid Solution F C Color
CboOg 2626 1440 White to yellow
MgO-CbgOg 2670 1480 Pink to orange
2MgO0-CbgOp 2750 1510 Pink to orange
3Mg0.Cby05 2305 1549 Pink to orange
4MgO+CbgO5 2805 1540 Pink to orange
Al,04+Cb,0; 2150 1510 White
Z109+3Cby0p (eutectic) 2625 1440 Cream to gray-white
62100+ Cbo05 3045 1675 Cream to gray-white
Ti0g.CbgOg 2715 1490 Yellow to green
TiOg* 3Cby05 2700 1480 Yellow to green
Be0-4Cb205 2490 1365 --
BeO+3CboO5 2490 1365 --
BeO*2CbyOs 2635 1445 --
BeO-CbgOs 2635 1445 .-
CbyO5+ V505 2055 1125 Gray
CbgO5. V904 3290 1810 Black
LIChO4(® 1875 1024 White
NaCbo,(8) 2200 1205 Cream
NayCb,0,,(3) 2250 1232 Cream
KCbO4(2) 2000 1094 White
KoCby0y; @) 2200 1205 Cream
BaCbOg 2400 1315 Gray-blue
BaCbyOq 2450 1344 Gray-white
S1Cb0g 2600 1427 Gray
StChoOn 2500 1370 Gray
CaCbOg 2500 1372 Gray
CaCbgoO7 2500 1372 Gray
2Zn0+Cby05 2100 1149 Tan
3Cd0* ChoOs 2450 1344 --
2Cd0-Cby05H) 2640 1450 Tan

() Known to be hygroscopic.
(b) Sublimes above 1200 C.
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Special mention should be made of beryllia. This oxide Lhas great thermal
stchility, unusually high thermal conductivity, very low electrical conductivity, a
moderate and uniform thermal expansion, and is very resistant to thermal shock. It
is relatively weak at low temperatures, but its mechanical properties remain fairly
constant with temperature to about 2900 F, and at this temperature, it is one of the
strongest oxides in compression. Beryliia has two major drawbacks, however.
First, it is vulnerable to attack by water vapor. The reaction

BeO(s) + HpO(g) -~ BeO. Hp0(g)

becomes quite a serious problem above 2280 F if the dew point of the surrounding air
becomes high. Secondly, beryllium and its compounds are toxic. Contact with the skin
and inhaiation of dust or fumes should be avoided. Permissible tolerance levels of
beryllia dust in the atmosphere and precautions for handling beryllia in a plant or
laboratory should be established by ccmpetent medical authority and observed
rigorously. (

Compilations of thermodynamic data for oxides and oxidic materials can be
found in References 52 and 68-73 Methods for estimating thermodynamic data are
given in References 74 and 75,

As temperature requirements for oxidic materials go higher and higher, dissocia-
tion and volatility of even the refractory oxides become important. References 29, 52,
72, 73, 76-82, and 204 give summaries and compilations of data on this aspect.
Cr-Cr,03 and 5i-5i0; are of importance in current coating systems. Volatility of
Crp03 has been studied by Wang{83} ct 2l and Grimley{84) et al, Kaiser and Breslin{85)
and Wagner(86) studied equilibria in the silicon-oxygen system.

Inteimetallics

Surveys of intermetallics are presented in References 28, 29, 32-34, 36, and
262, Property data are continuing to be generated by Paine et al. (37,38)

Paine, Stunchouse, and Beaver(36) presented » comprehensive literature survey
of binary intermetallic systems which were believed to hold the greatest promise of
containing high-melting intermetallic compounds. A total of 798 binary systems were
included in the literature survey. Data tabulated for all compounds melting above
2550 F included, where available, physical properties (such as crystal structure,
melting point, hardness, strength, and impact resistance) and oxiaation resistance. In
general, very few data aside from melting points were contained in the literature.

Intermetallic compounds from 35 binary metallic systems subsequently were pre-
pared, fabricated into oxidation-test specimenz, and tested for oxidation resistance in
ry air at 2300 F. Compounds stud:ed were aluminides, beryllides, silicides, ge=-
manides, zirconides, and numerous miscellaneous compcunds. Data for promising
compounds for high-temperature applications, as compiled by Paine et al., are given in
Table 7. A few compounds were tested at 2500 F, results from these tests are given in
Table 8.




TABLE 7. PROMISING COMPOUNDS FOR VERY-HIGH-TEMPERATURE APPLICATIONS

Oxidation Resistance After 120 Hours at 2300 F

Melung Point, Density(a). Sample Density, Weight Gan, Calculated Penetration,
Compound F g/emd per cent of absolute m;;/cm2 mils
CbAl, >2550 4,57 (X) 90 2.8 0.4
TaAlg 22730 6.92 (X) 92 7.1 0.9
CiBe, 3340 4.34 (X) 96 2.4 0.3
MoBejo ~ 3100 3,03 (X) H 2.6 0.2
ChyBeyq 53000 3.28 (P) % 2.6 c.3
CbBejo >2800 3.04 (SP) 95 1.7 0.2
TaBe, ~ 3350 9.79 (P} 90 4.1 0.4
TaBey, >3000 4,18 (X) 90 18.0 2.1()
TiBey ~ 2600 3.21 (5P) g€ 5.2 0.6
TBe;y >2600 2.26 (X) % 3.0 0.4
"WBeg" ~3250 6.21 (SP) 6B 8.1 0.6
ZroBe17 2790 3.15 (SP) 96 9.1 1.0
ZiBeg 2910 2.72 (X) o3 1.8 1.0
CraSi 3190 6.46 (X) 91 7.3 0.8
TISSIS 3870 4.32 (X) 91 2.3 0.2
"Tisi” 3200 ~4,25 (5F) £ 3.4 0.3
Tisiy ~2700 4,12 (X) 96 2.2 0.2
TaCrg 3540 11,23 (X) 82 46.3 5.1

(a) Density reported is that considered most reliable for the matenal tested.
(X) = X-ray density of compound.
(F) = Pycncmerric density of compound preparation.
(SP) ® Pycnometric density of fabricated material after powdering.
(b} This sample showed a weight gain of 17.0 mg/era? aficr 5 hours at 2300 F, corresponding to a calculated penetiation of
2.0 muls,

TABLE 8. OXIDATION RESISTANCE OF INTERMETALLIC COMPOUNDS IN DRY AIR AT 2500 F (160-HHOUR TEST)

Sample Density, Weight Gain, Calculated Penettation,
Compound per cent of absolute(2) mg/em?® muls
CrBegy 93 (X) 24.9 2.8
MoBe, o 94 (X) 4.5 0.4
CbBe;c 95 (SP) 17.1 2.1
TaBeyp a0 (X) 12,17 1.5
TiBejo 90 {X) 8.3 1.2
TigSis 91 (X) 10.1 1.0

(a) (X) =Based on X--ay density of compound.
(SP) = Based on pycnomettic density of fabricatec specimen after powdenng.
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Conclusions troin the work were as follows*:

(1) Th2 tollowing compounds have good oxidation resistance in dry air
at a temperature of 2300 F (based upon 100-hour tests):

CbAl3 TiBe,

TaAlj TiBej-»

CrBeZ "WBes”
}VIOBGIZ Zl‘zBel-]
CbZBe17 ZrBe13

ChBe Crssi

"ReBeg'" and "ReBejg" TisSi3
IITaBeZII llTisiIl
TazBe;7 TiSi

TaBe12 TaCr,-Ta3Cr;

(2) The following compounds are considered to be the most worthy of
further study:

CbAl3 ""TaBe)'"
TaAl3 Ta,Be;q
CrBe, TaBej
MoBelZ iI‘iBelZ
CbZBe17 LI‘BE'I3
CbBe12 C'1'3S'1
T15513

(3) Compounds which were tested but lacked the necessary oxidation
resistance or stability at 2300 F are:

Mo3Al CbBe3 "CrsSi"
"MoAljz" PdBe LaSi;
Cb3Al PdBesj TbgSi3
""CbpAl" {single phase PtBe CbSi,

not tested) PtBes TaSiZ
7ZrAl3 (and other Mo;Ge Z2rCr;

Zr-Al compounds) CbgGes ZrMo; {free Mo
CeBe) 3 Cb,Ge present)
CrBej, (fair resistance TagGes "ZrNij"

but low mp) ZrgGe3 "ZrNig"
LaBe;3 ZrGe "ZrySa"

MoBe;, CeSip Cb2Cr3-CbCr;
CbBe, "CrgSig" ChiFeg-CbsFeq

TF\3F85'T&3F87

Miscellaneous olLse:vations and comments of interest, made by the personnel of
Brush Beryllium Co., were as follows:

{1) NiAl 2nd Ni3Al have shown excellent oxidation rcsistance and
streagtn at temperaturcs up to 2010 IF, but above this tempera-~
ture, oxidation becomes appreciable,

*Because of the large amount of work which already has been done on molybdenum silicides, Paine, et al., did not include these
compounds in their studies. However, MoSig should be included as being worthy for definitc constderation.
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The compound TiAl has a Reckwell A hardness of 75 and shows

a transverse rupture strength of 100,000 psi at 1830 F. The oxi-
dation resistance is good ai 1830 F, but is not satisfactory in the
2300 to 2500 F range.

A specimen of TaAl3 which had been oxidized at 2300 F, had a
tough sintered scale which was very tenacious. his compound
shows excellent promise, based on oxidation resistance, for
applications at very high temperatures.

CbAl3 has a tetragonal structure with a = 5,427 A and ¢ = 8. 585 A.
Density is 4. 54 g/cm3. It was observed that tungsten carbide-
tipped tooling could not be used to machine CbAl3, and a silicon
carbide cutoff wheel cut extremely slowly. A specimen of CbAlj
which had been oxidized at 2300 F had a very thir, tough oxide scale,
which appeared sint2red and could not be easily removed.

In general, "line" compounds with a narrow reage of homogeneity
could be expected to be more brittle, while those compounds with a
wide range of homogeneity could be expected to be able to withstand
more deformation without fracture. Those compounds with a large
amount of one element, such as the MBe}, compounds, could z2lso
be more liable to withstand deformation without fracture. In this
regard, it is interesting to note that CbpBe) 7 is structurally very
similar to CbBe}2. In oneinstance, a CbBe9 composition gave the
CbBe)2 structure, indicating that there may be a fairly wide field of
homogeneity in the MBe]2-type compounds.

Cb2Clr3 and TaCrj3 are reported with a wide range of homogeneity.
The oxide formed at 2300 F on CbaCr3 was fairly loose and powdery,
and apparently not protective at 2300 F. The oxide on Ta,Cr3 was

not sintered appreciably, and, for the most part, was nonadherent and
flaked easily. However, optimum test specimens of Ta,Crj3 were not
obtained, and the fact that oxidation resistance was fairly good even
though the oxide scale did not appear to be protective suggests that
additional study of this material should be made.

The comyound TiSi was not tested as such, but only as a
mixture of several titanium silizides. However, all compo-
sitions and mixtures of titanium silicides showed good oxidation
resistance.

MoSi, has been reperted as being resistant to oxidation at tem-
peratures up to about 3100 ¥ (3 micrograms weight loss/cm2/hr
at 2850 F in air). It has been reported, however, that at lower
temperatures the oxidation resistance is considerably less than

at the higher temperatures. All of the silicide Acompounds of
molybdenum are quite brittle at room temperature. The disilicide
has shown good strength at elevated temperatures {100-hour
stress-rupture value of 8,500 psi at 2000 F). Its primary draw-
Sack is creep at temperatures exceeding about 1800 F,
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Kieifer reported that all silicides of columbium {and vanadiumn)

are brittle and lack oxidation resistance. Paine et al, obtained the

following oxidation data for CbSi2 (93 per cent of theoretical deasity) -
which might have contained some carbide:

—
)
~

Time at Weight Cain, .
2300 F, hr mg/cm
25 1.7
100 141 (completely
oxidized)

{10} Ia arriving at a fair estimate of the resistance of a particular
compound, it was necessary for Paine et al. to take into account
the degree of porosity present in the actual test speciinen, be-
cause weight~gain figures do not represent the true oxidation
resistance of a meaterial in the presence of such porosity. The
nature of the weight gain-versus-time curve is believed to be
quite important in this respect, in that initial'y high weight gains
may be observed, but after a time at temperature, the further
weight gain may be quite low, indicating that surface porosity has
becorne filled with oxide and thai a truly protective coat has been
established on the sample. This was shown markedly in the case
on the TaBe)2 specimen which contained 10 per cent porosity.
The sample gained 17. 0 mg/cm? the first 5 hours at 2300 F and
only au additional 1.0 mg/cm? the last 95 hours. A similar change
in rate was noted in a 2500 F test.

The objective of the above work by Brush Beryllium was the development of -
intermetallic-compound materials with useful properties in the temperature range of
2300 to 3000 F and a service life as determined by oxidation resistance of 100 hours.
In pursuing this objective, experimental work was concentrated ocn MoBe )2, CbBe),
TaBejp, TiBe);, and ZrBe]3. Properties of these materials are summarized in
Table 9.

A new objective evolved for the continuation of the Brush program, namely, to
provide materials for use where very high temperatures are encountered for relatively
short periods of time (up to 10 hours). Studies pursuant to this objective showed
that TaBe},, TayBejn, Hf;Bey), HipBejq, MoSiy, TaSip, and WSi; posscssed sufficient
oxidation resistance at 2900 F to be given more advanced evaluations. {37, 38)

Aluminides. Paine er al. (36) reviewed aluminides as indicated above. The only
aluminides considered to have merit for the 2300 to 3000 F, 100-hou~ objective were
CbAi3 and TaAl3. Considerable work has Leen and is being done on utilizing aluminide-
base coatings for the protection of columbium and tantalum-%ase alloys from oxidation.

Low-temperature {~1000 to 1500 F) "pest' failure has been observed in unmodified
aluminide coated columbium and tantalum similar to the ''disilicide pest' described in
the next section of this report. (209)
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TABLE 9. SUMMARY OF INTERMETALLIC-COMPOUND PROPERTIES(37)
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Compound:
Melting point, F
X-ray Density, g/em®

Max., 100-Hour Service
Temp 1n Dry Air, F

Modulus of Rupture, psl
2300 F
2500 F
2750 F

Young's Modulus, 106 psi

2300 F
2500 F
2150 F

Theumal Conductivity,
Btu el {72 frF
1800 F
2600 F

Specific Heat, Btu/(1bXF)

1600 F
2600 F

Theunal Expansion,
68 - 2600 F,
in. /in. F

ZiBeyg
3500
2.72

2900

36,000
36,000
95,000

0.41
0,46

9.8 x 1076

CbBeyp

3070

39,000
39,000
18,000

25
15
10

17.9
19,0

0.40
0.43

2,2 x 10~6

iLasejn

3360
Y18

2800

56,000
43,000
26,000

24
14
10

11,0
10.5

0.28
0.30

8.3x 1076

MoBeyg

~ 5000

3.03

2700

42,000
30,000
13,000

15
12

TiBejo
>2910
2.26

2600
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Beryllides. These materials have been studied systematically and extensively
by Paine et al, (36-38) Lewis(88) recently reviewed the beryllides. He concluded that
the intermetallic ccinpounds formed between beryllium and the transition~metal elements
are Lard, toxic, low-density materials with good-to-excellent oxidation resistance and
attractive nuclear properties. Theyare, without knov.n exception, quite brittle, even at
temperatures approaching 2000 F. Several beryllides exist with mclting poinis above
3000 F, although none are known which melt above 3700 F. They retain their
mechaniczl strength to rather high temperatures — Zr;Be|7 has a rupture modulus of
24,000 psi at 2750 F. Because the protective oxide which forms upon expcsure tc air
is BeO, the beryllides probably will have to be protected against attack by the water
vapor in air.

Beryllides have been investigated as protective coatings, particuiarly with respect
to columbium and tantalum-base substrates. The high thermal expansior of beryllides,
relative to the refractory metals, and 1apid interdiffusion can be sources of difficulties
depending upon the system and the parameters of the test or service environment.

Silicides. A very large amount of research and dvvelopment effort has been
expended on silicide-base materials as protective coatings for the refractory metals.
Much of the effort on silicide-base coatings for columbium, tantalum, and tungsten
has been an offshoot from work with silicide-base coatings for molybdenura.

Reviews and compilations of data on silicides in general can be found
References 28, 29, 33, 36, and 89-92. Additional information on the molybuenum-,
tungsten-, and tantalum-silicon systems is given in References 37, 47, 82, and 93-96
for molybdenum, References 37, 47, and 96 for tungsten, and Reference 37 for
tantalum.

The molybdenum-silicon system, and molybdenum disilicide in particular, has
been under investigation for a considerable period of time, both in bulk form and as
protective coatings. Yet, bulk MoSi2 is not well understood and is the subject of con-
tinuing research. (82,96) Neither the rate nor detailed mechanism of oxidation is well
established.

it is believed that the excellent oxidation resistance of MoSij, WSiy, SiC, and
SizNg4 is derived from the formation of nearly pure silica as the only condensed~phase
oxidation nroduct.(92) In each reaction, more than encugh silica is produced to occupy
the volume of the silicide that has reacted. Diffusion of oxygen and metal ions in purc
silica is slow. Hence, excellem oxidation r&sislaa.. Toowlis.

A phenomenon called the "disilicide pest" has been observed for both MoSi2 and
WS12.(47,48,92,96) poor oxidation resistance is exhibited in the temperature range
where the pest occurs. Although the phenomenon is not well understood, it has been
suggested that it is caused by contamination of the glassy 5i02 scale formed during
oxidation, by MoOg3 in the case of MoSi) or by WO3 in th~ case of WS13. In the tempera-
ture rcgicn of the pest occurrence, the vapor pressure of the volatile oxide is con-
sidered to be insufficiently high to allow its rapid removal from the SiG;; thus con-
tamination results. It is interesting to note that the temperature range for MoSiy pest
has been reported as exteunding from 600 to 930 F up to 1300 to 1800 F. Tentatively,
the temperature range for WSiz pest begins at 1200 F and ends at about 2280 F. The
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difference in the upper limit in the two cases correlates with the difference in vapor
pressure of the two oxides, MoO3 and WO3; the vapor pressure of WO3 is appreciably
lower than that of MoO3 at any given temperature. The upper temperature limit for
pest formation is roughly the same as the temperature at which the oxides “ave a
vapor pressure of 10~3 atm, namely 1440 aud 2350 F tor MoQ3 and WOj3, recspectively.
Additicnal evidence for the contamination theory comes via silicon carbide and silicon
nitride. Both compounds yield silica as the only condensew-phase oxid: tion product,
and both have excellent oxidation resistance.

On the other hand, Searcy(92) cited several lines of evidence to suggest that the
oxide product layer on MoSi is not simply silica. Also, it has been reported informally
that pure MoSi2 (free of other eiements and stoichiometrically exact) does not exhibit
the pest.

Silicon carbide might also be called carbon silicide. A comprehensive review of
this material was made by Brown(97), Jorgensen, Wadsworth, and Cutler(98-100)
carried out detailed oxidation studies on silicon carbide, and Davis, Anthrop, and
Searcy(101) studied its dissociation.

The development of hexaboren silicide (B¢Si) and tetraboron silicide (B4Si) for
use at high temperatures was recently announced, {102} These inaterials form an
amorphous phase, probably a silicon-borun-oxygen glass, during initial oxidation which
gives them an oxidation-resistant protective coating for at least as long as 65 hours at
2500 F, Thermal-shock resistance was reported as being exceptionally good, No
cracking was observed after 50 cycles between 2000 F and room temperature in air.
Also, no cracks occurred when the materials were heated to 2000 F and queached in
water. Tetiaboron silicide disproportionates to hexaboron silicide and silicon at high
temperatures.

Platinum-Group Metals

As part ot a brocd research program on the high-temperature properties and
alloying behavior of the rcfractory platinum-group metals, Douglass, Holden, and
Jaffee(103) prepared a comprehensive literature survey in 1959. Results of the suzvey
and subsequently obtained experimental results were summarized by Jaffee, Maykuth,
and Douglass in 1960, (104) A final report will suramarize all of the informaticn gener-~
ated in the 1esearch program.

Recent studies have been made of the vapor pressure of platinum(107),
palladxum(mf’: 107), iridium(sl’sz), and rhodium(81,82), The behavior of the platinum-

group metals in high-temperature oxidizing atmospheres also has been under investiga-
tion recently. (104,105, 108-114,265)

Platinum, palladium, iridium, and rhedinm have been and are being considered
in protective-coating systems. Potential difficulties, dep>nding upon the coating and
substrate compositions and the intended service, could arise from thermal-expansion
mismat:h, formation of brittle intermetallics at the interface, and oxidation of the
subsirate by diffusion of oxygen through the coating.
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Cermets

Considerable research and development has been conducted on cermets for use
as singular solid bodies. Much of this effort was cor. entrated on making hardware.
The state of the art of cermets is well presented in References 28, 115-122, and 263,

Relative to other *ypes of materials, the cermets have received very little
attention as protective coatings. There 1s current interest in this area of application,
particularly for service conditions involving ultrahigh temperatures and severe
erosion for short periods of time.

Properties for Consideration in Selecting Materials for Coatings

A protective coating generally must maintain protecltion from oxidation through
one or more of the following conditions: thermal cycling, thermal shock, tension,
compression, creep, bending, shear, alternating mechaaical stresses, impact,
erosion, hypersonic air flow, acoustical vibrations, ultrahigh vacuum, and radiation
of various kinds and intensities. Some of these environmental factors are not well
defined at the present time.

For many materials of interest as protective coatings, complete property evalua-
tions on bulk materials are not available. Even where such data are available, it may
.10t be possible to extrapolate the bulk dnta to (or interpret for) performance of a thin
layer of the material bonded to a refractory-metal substrate. The problem is
compounded because most of the materials of interest as protective coatings for
realistic missions are brittie.

For these reasons many materials have been selected as candidates for protective
coatings solely on the basis of meliling point and static oxidation resistance. At the
present time there is an increasing realization that the protection of the refractory
metals frorn oxidation is a primary materials problem. Consequently increasing atten-
tion is being given to the design of coating systems and the criteria to be used in select~
ing materials for the coatings.

Some o1 ‘he properties being considered in selecting potential coating materials
are: oxidation resistance in s.atic and rapidly tlowing air and under thermal cycling
conditions, thermal-expansion characteristics, elastic modulus, thermal conductivity,
tensile or fracture strength, stability toward chemical reaction and interdiffasion with
the substrate, thermal-shock resistance, and gaseous transport characteristics.
Other properties of interest in selecting matercials for coatings, especially for space
applications. are emittance and mater.al stability to nltrahigh vacuums and to electro-
magnetic and particulate radiations.

Previously cited references on materials contain excellent compilations of data
on several of thesc properties. Experimental methods for property determinations at
the high temperatures of interest are reviewed in References 28, 63, and 123, which
also contzin much information on materials. KReviews of mechanicai-property data,
particularly with respect to brittle materials, are given in References 3, 28, 29, 31,
32, 39, 124, 125, and 2062.
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Thermal Expansion

Close matching of the thermal-expansion characterictics of a coating with those
of the substrate to be protected is considered to be a highly desirable feature (or a
successful coating system. ‘The numerous reference. given previously for the various
materials discussed contain many thermal-expansion data.

The Lawrence Radiation Laboratory has been compiling thermal~expansion data
for pure dense materials melting above 1000 C. A preliminary tabulation of these
data, as reported by Kr‘ -orian(126), is presented in Table 10,

A comprehensive investigation of the theoretical and practical aspects of the
thermal expansion of ceramic materials has been in progress at the Cornell Aeronau-
tical Laboratory. The literature was surveyed during the first phase of this prcgram,
and data and references were compiled on the reversible thermal expansion of
crystalline ceramics, rocks and minerals, glasses, cermets, intermetallic compounds,
salts, cements, glazes, enamels, and ceramics, combined with other types oi ma-
terials. (137) Several investigators have noted that crystals having rather "open'
structures tend to have low thermal-expansion characte~istics, With the aim of using
this as a possible prediction method, openness ratios (the fraction of the lattice volu nc
not occupied by ions) were calculated for about 1400 phases(lzsﬁ 129), Subsequently,

a comparison was made between the thermal expansion and openness ratio of approxi-
mately 200 pure phases, and it was found tkat a high openness ratio 1s not alone a
sufficient criterion for the prediction of low thermal expansion. {13C) Considerable
additionai research has been done in this program, and many thermal-expansion data
have been generated. (131)

References 132 and 133 also present thermal-expansion data for several high-
temperature materials of interest as protective coatings,

Thermal-Shock Resistance(28,32,53,63,117,119,134-140)

The term ''thermal shock" designates a condition brought about by sudden and
severc changes in the temperature at the surface of a solad body. These temperature
changes produce transient temperature gradients which in turn cause various parts of
the body to expand different amounts. Free expansion of each sinall unit of volume
cannot take place, if the material remains intact, and thermal stresses result. When
these stresses exceed the material strengths, fracture and disintegration oi the ma~
terial can result.

Ductile materials react in considera®ly different manners to thermal stress than
do brittle materials. Brittie materials can andergo only a small amount of strain
before rupture; whereas, ductile materials can undergo appreciable strain without
rupture. Temperature gradients which can build up, and the resulting stresses in
metallic materials are generally not so severe as in brittle nonnmetallic materials.

The magnitude of thermal-shock stresses depends on the details of the thermal
environment and the thermal and mechanical properties of the material. Thermal-
shock resistance has been discussed in several reviews, (28,63,134,135) gingery(63)
has presented an excellent discussion of the subject and has compiled a list of important




38

TABLE 10. THERMAL EXPANSION CF HIGH-TEMPERATURE M.-TERIALS(126)

|

Per Cent Expansion From 25 C (77 F) to Indicated Temperauwie

500 C 1000 C 1500 C 2000 C 280 C
Material (930 F) (1330 F) (130 F) £3C30 F) (4530 F)
Eseinents:
Be 0,75 1.80
B 0.39 0.81
Nd 0.36 0.79 (800 C)
Gd 0.32 0.9
Th 0.45 1.14
Dy 0.49 1.20
Er 0.50 1.25
U(a) 0.85 1.27 (662 C)
U 1.57 (662 C) 1.77 (7170 C)
U (y 1.70 (7170 C) 2,25
Ti (a) 0.50 0.51 (882 C)
Zr(e) 0.33 0.62 (870 C)
Zt(B) 0.40 (870 C) 0.52 0.82 (1200 C)
Hf 0.28 0.58
Th (a) 0.60 1.22 1.72 (1408 C)
Th(B) 1.69 (1400 C)
v 0,46 1.04
Cb 0.38 0.81 1.28 1,78
Ta 0.31 0.69 1.10 1.5 2.05
Cr 0.42 1.07 2.02 2.18 (180D C)
Mo 0.28 0,56 0.96 1.47 1.98
w 0.215 0,465 0.75 1.07 1.45
Mn (a) 1,70 2.53 (127C)
Mn (f) 3.83(127C) 4,4 5.34 (1101 C)
Mn (y) £.66 (1101 C) 5.81 (1137 C)
Mn (6) 6.17 (1137 C) 6.61 (1244 C)
Re 0.32 0,67 1.04 1.44
Fe (a) 0.68 1.32 (900 C)
Fe (¥) 0,96 (900 C) 1.17 2.09 (1390 C)
Fe () 2.27 (1390 C) 2.54
R1 0.37 0,46 (600 C)
(o]} 0.26 0.32 (600 C)
Co(p 0.63 1.80
Rh 0.45 1,05 1,79
I 6,54 0,77 1.27 1,80
i U, 75 1.87
pd 0,61 1,36
Pt 0.46 1,02 1.67 2.04 (1770 C)
Cu 0.88 2.10 2.35 (1083 C)
Au 0.73 1.65 1.80 (1063 C)
C (diamond) 0.122 0.34 9.647
st 0.168 0,383
Bondes:
sm6 0.2¢ ¢,08
C‘”-’G 0,24 0,567
BaBg 0.28 0.63
LaBg 0.23 0.56
CeB6 0,30 0.65
SmBg 0,28 0.63
Z1y 0.27 0.64 1.03
HifBy 0,20 0.34
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TABLE 10. (Continued)

Per Cent Expansion Fiom 26 C (77 F) to Indicated Temperaturc

500 C i000C 1500 € 2000 C 2500 C
Material (930 F) (1830 F) (27.)F) (3630 ) (4530 7)
Carbides:
BeoC 0.48
B4C 0.23 0,54 .89 1.29 1.5
sic 0.22 0,50 0.81 1.14 1.47
TiC 0.34 0.75 1.20 1.74 2.40
2:C 0.29 0.64 1.04 1.51
HfC 0.3¢ 0,61
«C 0,31 0.69 1.10
TaC 0,30 0.65 1,05 1.5 2.08
CrsCy 0,33 9.97
MooC (B 0.26 0.60
WoC 0,17 0.37 0,59 (.84 1,17
wC 0,21 0.48 0.79 1.15
uc 0.44 1.04 1.% 2,58
UyCy 0.36 0.89 1,58 2.02 (1800 C)
UCy 0,30 0,92 1.86 2.60 (180¢C 7)
Silicides:
Crgst 6.47 1.08
CrSiy 0,57 0.87 (700 C)
MogSi 6.21 .68
Mosig 0.37 9.83
WSig 0.37 0.81
Nitnides:
BN 0.58 1.30
AIN 0.23 0.54
SlgNg (W) 0.10 0.28 0.54
SizNg (B) 0,07 0.22 0.46
UN 0.38 0.84
Oxides:
80 9,28 $.88 1,52 2.19
MgO 0.61 1.33 2.23 2.82 (1800 C)
Ca0 0.56 1.28 2.25
S10 0.59 1,32 1.64 (1200 C)
TiO 0.43 1.20
FeOy 0.56 1.42
Zno 0.28 0,66 0.82 (1200 C)
Si0g (a-quartz) 0.92 1.22 (575 C)
510, (8-quantz) 1.53 (515 C) 1.42
$i09 (a-trid.) 0.17 (117C)
$10g (B, ~trid.) 0.23 (117C) 0,38 (163 C)
$100 (Bo-trid.) 0.44 (163 C) 0.92 (500 C) 1,02 (1000 C}
5109 (vitreous) 0.028 0.065
TiOg 0,39 .86 1.40
Z1Cqy (monocl. ) 0.31 0.74 0.179 (1050 C)

Z:09 (tetr.)

- 2,24 (1050 C)

-1.64

- 1.50 (1600 C)




40

1 ABLE 10, (Conunued)

per Cent Fxpansion From 25 € (77 F) to Indicated Temperature

500 C 1000 C 1500 C 2090 C 2500 C
Matetial (930 F) (1930 F) (2" F) (3630 F) (4530 F)
HfOp (inonocl, ) 0.26 0.57 0,93 1.08 (1700 C)
HfOg (cetr.) 0.22 (1700 ¢ ) 0.60
CeOy 0.39 0.81
ThOg 0,43 0.92 1.50 1.15 (1109 C)
UOo 0.45 1.09 1.43 (1200 C)
SnOg 0.16 0.41
AlgOq 0.36 0.83 1.37
SmoOg (B form) 0.43 1.02
EugO3 (B form) 0,45 1.08
Gdo03 (C form) 0.43 1,02
Dyg03 (C form) 0.36 0,95
Crg04 0.40 0.84 1.30
Feg03 (u) 0,54 1.20
Cey04 0.55 4.172 (635 C)
CdoOg 0,44 1.02

WO3 (monocl.)
WOg (orthoth.)
7 O3 (tetr,)
MgAl204
MnAloOy
FeAly04
ZnAlpOy
MgCro04
FeCrg0y4
ZnCrp04
MgFe,0,
ZnFegO4
Lig0.5A1505
LigO- A1203
BeO+ Alg03
3Cao- 5A1203
Ba0+AlgOg
28903 9Al203
2Ce0y-3A1904
2Th02' 3AL203
Cog03° Alg03
Be0:Crg0q
28¢0*5{0g
2Mg0- 510z
2Ca0 Sl02 w}
MgO-5i0,
Ca0: 8109 (a)
Ca0-: 510y (B)
£re0-8i0y
22n0°5i0g
3Al2030 25102
210945109
H{02.+ 5109

0.4 (330 C)

0.42 (330 C) 0.58 (500 C) 0.86 (730 C)
0.81 (130 C) 1.32

.31 0.82 1.35

0.31 0.70

0.38 0.84

0.3% 0.83

0.27 0.82

0.38 0.85 1.05 (1200 C)
0,34 0.11

0.41 0.91

0.39 0.81 1.10 (1200 C)
0.39 0.85 0.96 (1200 C)
0.49 1.18

0.43 0.96

0.34 0.81

0.55 1.21

0.35 0,18
(2.99) (0.22) 0.49 (1200 C)
0.32 0.73

0.18 0.41

0.42 0.93

0.31 0.83

0,31 0.83

0.34 0.75

0.32 0.73

0.21 0.62

0.49 1.14

0.63 1.40

0,50 1.05 1.60

0,47 1.09

0.21 0.40 (700 C)

0.45 0,97

0.14 0.31

0.22 0.50 0,89

s.18 0.45 0,78

0.14 0.32 0,44 (1300 C)
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TABLE 10, (Continuedj

Per Cent Expansion From 25 C (77 F) to Indicated Temperatute

500C 1000 C 1500 C 2000 C 2500 C
Matertal (930 F) (1820 F) (27120 F) (3630 F) (4530 F)
2MgO- T10g 0.48 1.07
MgO-TiOg 0.34 6.77
Mg0-2Ti0y 0.39 0.88
Ca0-TiOg c.e2 167
$r0-Ti0g 0.41 0.92
AlgOy-TiOg 0.41 0.93
210, TiO, 0.35 0.7 1.03 (1200 C)
MgO-Z10y 0.49 .17 1.98
Ca0-Zt0g 0.43 1,02 1.31 (1200 C)
$10-210, 0.42 0.94
BaO+Z10g 0.3 0.8
CT2°3'Z!02 0.23 0.55
Ca0+HfOg 0.29 0,71
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references. The theoretical approach to thermal-shock resistance is complex, and
analytical solutions to the precblem have been found only for simple geometries.

In general, the maximum temperature difference, ATpax, to which a bedy can be
subjected before cracking or fracturing occurs is proportional to R = ﬁ—i and/or R' =

!;-f: = kR, where R and R' are called the first and sccord thermal-stress-resistance
factors, respectively, o is fracture strength, E = modulus ..f elasticity, o = linear-
thermal-expansion coefficient, and k = thermal conductivity. In some situations,

A Tmax may be inversely proportional to the thickness of the material. Therefore,
from the standpoint of thermal-shock resistance, materials should be chosen on the
basis of maximum strength and tl.ermal conductivity, and minimum modulus of elastic-
ity, thermal expansion coefficient, and thickness. Buessem(28) and Kingery(b:” have
compiled values of R and R' f{or various high-temperature materials. It has been
found experimentally that the thermal-shock~-resistance factors have reasonably good

validity for the ranking of materials in order of merit.

Lauchner and Bennett(””, from their studies of cobalt-bear.ng ground-coat
type of ceramic coatings on iron, concluded:

(1) Thermal-shock resistance is inversely related to the thermal-
expansion characteristics of the coating.

(2) Increased thermal-shock resistance is gained by decreased
coatiny thickness

(3) Residual compressive stress in a coating is a major factor
in improved thermal-shock resistance.

Emittance

The temperature which a protective coating itself must withstand, and consequently
the temperature at which the substrate must be protected from oxidation, depends,
in many anticipated applications, on the aerodynamic-heat input and the emittance of
the coaled system. Therefore, the emittance of the system during operation in an
oxidizing environment can be an important consideration.

Many emittance data, and other thermal-property data, available through 1957
have been reported by the Armour Research Foundation{34). Due to the increased and
particuiar interest in radiant-heat transfer and thermal-radiation properties of ma-
terials, the Defense Metals Information Center has been preparing a series of
memoranda in the gencral field of radiant-heat transfer, with each memorandum being
directed toward a particular area of interest. (141-146,176)

The rate of radiation from nonblackbodies, and therefore the emittance, depends
upon the material, surface condition, and temperature. It has been found that emittance
values for coating systems reported by one investigator may vary considerably [rom
those for the same coating material and even the same coating system reported by
another. The main reasons for such variances, assuming reasonable care in oblaining
data, are differences ir the surface condition, thickness of the coating, and substrate.
Differenccs in surface condition result from differences in the methods of coating
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application to the substrate and from name~sus .nethods of bunding, curing, aad
finishing.

An innate property of most ceramic materials is their varying degree of trans-
parency to radiation at different temperatures and different wavelengths. Because
niost protective coatings are kept as thin as possible due to considerations of weight,
expansion mismatch, and thermal-shock resistance, the emittance of the substrate
may, and usually does, have considerable effect on the measured emittance of the
coating system. (145)

Another factor is that most of the currently promising coating systems have a
continuously changing chemistry when in service due to controlled oxidation and
interdiffusion.

Materials employed in space vehicles may be exposed to pressurec of less than
16-10 mm Hg at a wide variety of temperatures. Under these conditions, especially
for extended periods of time, evaporation could occur, resulting in a roughening of the
surface as a consequence of the variation in free energy for various crystal planes.
Surface roughening woula be expected to alter the emitiance.

Therefore, emittance data for bulk materials considered as candidates for protec-

tive coatings can be translated to coating systems in service only with a good deal of
reservation.

Stability Toward Radiation(147,148)

Although stability of thin materials to various kinds of radiation generally has not
been considered in selecting oxidation-resistance coating materials, deleterious effects
may be produced in a coating system of a space vehicle by radiation existing in space or
possibly from a nuclear reactor.

Some inorganic solids are susceptible to damage by ultraviolet radiation. For
exampie alkali halides, quartz, glass, and MgO are subject to discoloration. The
formation cf color centers by radiation can result in increased brittleness and hardness.
Changes in density and thermal conductivity may also occur.

Loss of coating rmaterial might also occur by sputtering caused by impact with
sular~wind ions and neutral atoms.

Modification of Materials to Achieve Desired Properties

It is probably not possible to obtain all of the properties desired in a protective
coating on a particular substrate for a specific mission from a single compound.
Therefore, modification of materials by forming mixtures and solid solutions and the
use of duplexed matlerials appears to be very mu -h in order. Some work has been and
is being done along this line; much more will be required before major problems
associated with protection of the refractory metals from oxidation can be considered
solved,
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Obviously, the oxidation resistance of the material, per se, desired for a coating
is of prime importance. The effect of making major andminor additions to existing
promising coating-material bases needs further research. The long history of the
development of nonrefractory oxidation-resistant alloys shows that, in some cases,
very smali additions can make major changes in the oxidation resistance. (25,26, 149, 150)
For examnple, Pfeiffer(150) reported that 9, 2 per cent cerium increased the cyclic
oxidatior life of an Fe-27Cr-5Al alloy at 2200 F from 30 to 150 hours; 0. 005 per cent
calcium in this alloy increased the cyclic life to 300 hours. The addition of fluxing
agents to silicide-base materials to aid in forming a protective oxide layer har bzen
fourd tc have merit. Sound detailed research to cxplore and extend these concepts in
the area of coating materials for the refractory metals might be of much benefit.

Incorporation of a material into a coating base or duplexing of a material which
would have or would oxidize to give a high emittance and increascd erosion, impact.
and thermal-shock resistance may be a possibility. Adjustment of thermal expansion
and thermal conductivity would be of considerable value. And quite clearly, modifica-
tions of materials to increase ductility would lessen the severity of several problems
encountered in coating systems.

A unlversally desired, vitally needed, but rarely achieved property of a coatiig
material is the ability to tolerate defects. Although integrity is sought in any coating
system, defects in the coating inevitably result from failures in application or cracking
during service. The coating material or its reaction products with air and/or the sub-
strate, therefore, should have the ability to tolerate a defect; this frequently is
referred to as @ self-hecaling quality. If a coating systcin had good defect tolerance,
the coating-preparation process would be less critical and could be operated with
greater flexibility. Also, thermal-expansicn mismatch problems would be decreased,
the coating would be less susceptible to damage during handling and assembly of hard-
ware, and desirable mechanical, impact, erosion, thermal-shock, and thermal-~
cvcling characteristics could be more easily achieved.
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COMPATIBILITY

Chemical and Diffusional Compatibility of
Coating Materials and Substrates

Selection of materials for coatings should always be made with reference to the
substrate to be protected and the mission to be accomplished, Although this is an
important ru e to be borne in mind throughout the multiple avenues of research and
development work on protective coatings, it is of utmest importance when chemical and
diffusional compatibility of coating materials and substrates are considered.,

Generally speaking, the higher the temperature, the greater the potential is for
different materials to react and interdiffuse; and the higher the temperature and the
longer the time, the greater s the extent to which reaction and diffusion occur. Chemi-
cal reaction and interdiffusion between coating and substrate can substantially reduce the
thickness of the subsirate, alter the mechanical proper..es on which the design of the
structure was based, produce undesirable interface phases, and destroy the protecti--e
characteristics of the coating by changing the composition and the various properties
originally designed into the coating.

What actually occurs in a coating system under a given set of time-temperature-
pressure conditions depends on the thermodynamics of the system (where is the system
headed) and the kinetics {how fast can the system proceed}. Thermodynamics frequently
is of help in determining the direction in which a system has the potential to go; however,
lack of reliable thermodynamic data and insufficient knowledge regarding solubility
limits and intermediate phases at the high temperatures of interest for coating system~
oiten preclude the making of reliable predictions. Kinetic theory has not evolved to the
point where good predictions can be made for interaction rates between the materials of
interest in coating systems and at the temperatures of concern. Conse%uentl "rules of
thumb" and the experimental approach are usually heavily relied upon. 5,15 f

Chemical Reaction

Extensive compilations of thermodynamic data have been presented in readily
available sources {References 6, 25, 28, 68~80, and 123). Compilations of pertinent
phase diagrams are given in References 54, 90, 151, and 152, General thermodynamic
stability relationships of refractory oxides are shown in Figure 10; and Tabie il gives
values for the heats of formation of metal silicides, as compiled by Seaicy(92}.

At sufficiently high temperatures, all refractory metals will react with oxide
materials. This is particularly true in vacuo where many vapor species containing re-
duced oxygen content are formed, as pointed ou by I{ingery(29). Some reaction tempera-
tures between refractory oxides and tungsten and molybdenum involving gross changes
observed by Johason{154) are given in Table i2.




TABLE 11. HEATS OF FORMATION OF METAL SILICIDES(92)

Heat of Formaticn,

Negative of

Negative of
Heat of Formation,

Silicide kcal/g-atom cf silicon Silicide kcal/g-atom of silicon
ZxSip 25 + 0.05 526 CbSig, 55 £ 0, 05 21+ 10
Zr,Si 50 % 6 CbgSi3 (tetr,) 2110
Zr5S13 46 % 4 Mo3 3 21%5
Zr3S51, 46 £ 6 ThS1, 215
TigSi3 46 £ 3 ZrSi, 19 %4
ZrSio_ 83 % 0, 05 41 = 4 CeSiy <17
ZrSi 37+ 4 T1Siy 16 + :
V,Si 375 WSis (tetr. ) L
TaSig 25 4 0. 05 324 CbSip
Ta,Si 314 MoS1; ,

TiSi 31+ 4 TaSi, 133
TagSi3 (tetr.) 29 £ 4 ReSio. 540, 1 13+ 4
CeSiz 25 19 ReS: 104 4
MoSig, 65 & 0. 05 22 %3 ReSi, 8+ 4
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FIGURE 10,

N 64966

STABILITY RELATIONSHIPS OF REFRACTORY OXIDES
Solid lines are lines of constant standard free energy of
formation from the elements, The darkly shadowed area

is the region of greatest stability.

[Kingeryl{29}]
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TABLE 12. REACTION TEMPERATURES (C) FOR REFRACTORY
COMBINATIONS IN vacuo(154;

w Mo Al703 BeO Mg- 5i0, ThO? Zx0,
w -- 2300 >2000 2100 2000 1600 2360 2100
Mo 2300 - 2000 1900 1800 1500 2200 2150

Information on reaction between several oxides and metals, as reported by
Economos(155),is given in Table 13. For these experiments the oxices and metals were
fabricated into disks, polished, and then assembled into a reaction couple by placing the
metals on top of the oxides. The desired teraperature was attained by heating above
300 C (570 F) at the rate of 20 C {36 F') per minute until the temperature was reached,
This temperature was held for 15 minutes in the helium atmosphere.

Reactions between tungsten and AipO3 at temperatl ‘res between about 2700 and
3600 F have been under investigation recently in studies of heater-cathode breakdown
phenomena. ’

Resnick and Steinitz{177) recently reported that, in general, the combination of
tungsten and refractory oxides, MgO excepted, are inert at temperatures exceeding t
melting points of the oxides. Combinations of tungstez. and various carbides and nitric
were reported as being quite reactive at temperatures well below 5400 F. Experimentzi
results from this work are presented in Table 14,

Bergeron, Tennery, and Friedberg(158) studied zircon-glass coated tungsten in
air at 3000 F for times up to 10 hours. They attributed the formation of tungsten oxides
to gradual migration of oxygen through the coating to the tungsten substrate.

Diffusion

Intimately ussociated with chemical reaction phenomena is the subject of solid-
state diffusion w..ich provides the mechanism for reaction to occur. (153,159)

Pcterson{159; recently reviewed and evaluated data in the open literature on
diffusion in tungsten, tantalum, molybdenum, columbium, hafnium, zirconium, vanadium,
chromium, and titanium. Information was cornpiled on 95 binary systems and 13 ternary
or higher-order systems. Subsequent work on this program has as its goal the determi-
nation of the interdiffusion coefficients, as functions of composition and temperature, of
the systems W-Rh, W-Pt, W-Ir, and W-Ru, (160)

Barriers to be used between protective coatings and refractory~metal substrates
are being investigated by Passmore et al, {161,162)" If the dissolution of the coating or the
formation of undesirable constituents by intevdiffusion can be prevented by use of a
barrier, it is thought that the problem of finding suitable oxidation-resistant coatings
may be made easier.
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TABLE 14, RESULTS OF REACTIONS BETWEEN TUNGSTEN FOILS AND REFRACTORY COMPCUNDS

Thne, Phases Detected by
System Temperature, F minutes Metallographic Obsesvations X-tay Analyses
W+ ThOg 5070 1 Particles sintered to foil. No other reacion. W, ThOg
5430 1 Djtto
5430 3 Ditto
W+ 2102 4530 1 Particles sintered to foil. No other reaction,
5C70 1 Z102 pastially molten. W, ZrOg lines prominent
Adhered to the foil.
No evidence of other reaction
5130 1 2102 compleiely molten.
Adhered well to vhe foil,
No indication of other reaction,
W+ MgO 4000 1 Some slight sint>ring, Interface W
stightly irregular.
4530 b Interface severely eroded. All of the
MgO reacted.
5430 1 Same as above.
W+ AlOj 4000 1 AlbO3 molten, No reaction, Oxide did not W, AlbO3
adhere to e foil-
4530 5 Aiz03 molten. Wet and adhered to foif,
Interface is very sharp.
No reaction,
5430 1 Same as above. AlpO3 vaporizing fafrly
1apidly.
W+ YoO3 4000 2 Particles sintered to foil, W, Y203
No other reaction,
4536 1 Y203 molten, No other reaction,
5430 Y903 molten, No other reaction.
W + HfO2 5240 2 HfO2 molten, wets tungsten, Slight reaction W, HfOo
in the form of interdiffusion,
No new phases distinguishable,
5430 1 Same as above.
W+ [iN 5070 ] No significant reaction. W, TiN
5240 2 TiN molten. Slight reaction at the
interface.
W4+ ZIN 5070 1 Interface is slightly irregular, W+ ZIN + WoZr
Z1N sinters to the W.
5240 2 About the same as above,
5430 1 Severe irregularities at the interface,
A metallic like phase is dispersed in the
ZIN. New phase also cppears at the
interface.
W+ TaC 4880 1 Sintering of TaC to tungsten fofl, W, TaC. and (W, Ta)sC
4880 A Similar to abeve,
5160 1 Eutectdc composition forms and melts,
‘v + HfC 2800 2 A eutectic forms which melis at about W, HfC 2nd b.c.c, Hf
this temperature,
W+ ZiC 4890 1 A eutectic forms which melts Selow 4890. W, ZrC

.
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TABLE 14, (Continucd)

Phases Detzctcd by

| Time,
| Systein Temperatute, F minutes Metallographic Observ-tions X-ray Analyses
W 4890 1 A euisctic forms which meits below 4890, W, ZrC
| (80%7a,
! 20%H0)C
i 5070 2 Diffusion layer much thicker than above, (Ta, HHC, W
1 Considerable erosion of the tungsten is
cvident,
5070 2 About the same as 5070 specimen.

S S
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Irering the first year of work on this prog:am(l"l), 23 substrate-barrie: com-
Linations were som.en + by studying the interdiffusion which occurred by annealing at
17450 C (3040 F). It was concluded that hafnium and iridium were the most promising
barriers for tungsten at this temperature, with vanadium as a third choice. I.:idium
appeared to be the beut choice for tantalum and mclybdenum. No recommendation could
be made for columbium, primarily because of melting at the screening temperature, A
comparison of interdiffusion behavior with substrate-barrier phase relations indicated
no correlation with either solid solubility or presence of intermediate phases. The
melting points of both barrier and substrate appeared to be the most important facto. s
affecting the extent of interdiffusion.

As a result of the findings during the first year of this program on diffusion
barriers, the following couples, which were excluded from investigation iniiially because
of extensive solid solubility, were scheduled for study(léz): W-Cr, Ta=Re, Ta~V,
Mo-Re, Mo~V, Mo-Pt, Cb-Re, Cb-Ru, Cb-Hf, Cb-V, and Cb=-Zr. Also, the major re-
fractory metals themselves were scheduled for investigation for possible use as barriers
for each other. This work is currently in progress.

Birks and Seebold studied the diffusicr of columbiim with stainless steels and
their major constituents {chromium, iron, nickel, molybdenum) at about 1106 C
(2010 F)(163) and diffusion of the followirg binaries, also at 1100 C: Cb-Dt, Cb-Se,
Cb-Zn, Cb-Co, Ta-Ni, and Mo-Fe(164) The objective of this work was to obtain infor-~
mation which possibly would aid in designing better cladding alloys to protect against
oxidation, Intermetallics were forme<d ‘n all of these systems as a result of inter-
diffusion at 1100 C, with the exception o: the Cb-Mo system which has complete
miscibility,

In general, the diffusion of Cb with the components of stzinless steel (iron. nickel,
chromium) led to hard, brittle phases and often to physical voids or cracking;(1 »3)
Cracking vften occurred in the diffusion zone, usually between the intermediate phases
or near the columbium-poor side of the zone but never near the columbium-rich side.

It was judged that poor physical compatibility as a result of intermediate-phase forma-
tion could be the cause of cracking that often occurs in stainless-clad columbium. At
1200 C (2190 F) the diffusion in the Cb-Cr couple was so rapid that columbium diffused
throughout the original 5-mil chromium layer in 24 hours. Cb-Ni couples often melted
near 1100 C (2010 F), approximately 75 C below the reported eutectic temperature,
Table 15 gives the phases identified as having formed in various binary diffusion couples
at 1100 C (2010 F).

Fugardi and Zambrow! 105) investigated materials for diffusion barriers between
Type 310 stainless steel and columbium or molyhdenum sheet. The best barrier mate-
rial found, on the basis of tensile strength, thermal-shock resistance, minimum
diffusion during long time at 1000 C (1830 F), and minimvm formation of intermetallics
at the bonding surfaces, was nickel for molybdenum and iron for cclumbium. Diffus.on-
zone thicknesses produced at 1000 C for various combinations are given in Table 16,

Growth of the diffusion zone between molybdenum and chromium, nickel, and
cobalt with time and temperature is shown in Figures 11 and 12. Interdiffusion of
nickel-base materials with molybdenum has heen observed as a problem in using coatings
of this nature.{41,43) Lcviistein(43) reported that all nickel-base (and boron containing)
coatings investigated at General Electric for turbine buckets reacted with the molybdenum
substrate when heated tc elevated temperatures (1800 to 2000 F) to foim an intermetzllic
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TABLE 15, PHASES FORMED DURING BINARY DIFFUSION AT .
1100 C (2010 F)163,163) ,

Diffusion Couple Phases

Cb-Cr CbCrg, CbCrq, CbC '+ Cb
-Fe Cbleg + Fe
-Ni CbNi + Cb, CbgNi, CbNig
-Pt ChgPt, CbPt, CbPte, CbPt3
-Se CbSe, CbgSe3, CbSeg
-Zn CbZa, CbyZnz, CbZng, CbZng
-Cc¢ Cb3Cosg, CbCog
Ta=-N* TaNig, TaNia, TaNi, TagNig
Mo-Fe Moglkeg

R R LN I R dd

oy

TABLE 16, ZONE THICKNESS PRODUCED BY INTERDIFFUSION AT 1000 C (183" F)(165)

Thickness of Diffusion Zone, {nches x 104. After Indicated Time

B | __
—= :_J

Diffusion Couple 1 Day 2 Days 3 Days 4 Days 1C Days
Fe-Mo 3,672 14, 920(2) (b -- --
N1-Mo 1.975 3. 56V -- - 1.5000
Ti-Mo 4.190 8,790(3) 20, 690%2) - --
Cu-Mo 0,319 1,590 (a) .- (b)

Monel-Mo 4,434 - 6.490 -- --
Pd-Mo 1,296 12, 900 25,016 -- --
Fe-S§ 17,460 19,150 26,700 27.10 217,000
Ni-8§ 16.650 24,210 38,920 .- 40,000
Ti-$s 19,860 68,530 ) - -
Cu-§S 3,240 4,320 6,060 -- -~

Monel-SS 23,280 .- 48,880 -~ .-
Pd-SS 8,426 9.102 14,692 - .-
Ta+§s 2.372 6.480 -~ -- --
Fe~Cb 5.288 8.53R 11,308 -- 15,000
Ni-Cb 17,873 20,006 22,296 (b) .-
Ti-Cb 22,620 (b) (b -- -
Cu-Cb 0,500 0,106 0,100 1.28 )

Monel-Nb () (b) (@) - -
Pd-Cb 2,596 7.170 13,012 - --

(a) Unbonded.,
(b) No zone measurements obtainable,
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layer whaich initiated recrystallization in the molybdenum at the interface. Chcomium,
when used as a barrier betwecen nickel and molybdenum, effectively retards inter-
diffusion. Figure 13 shows the interdiffusion observed by Brenner et al, (245) jn
nickel-chromium plated molybdenum after 600 hours at 1100 C (2010 F). Safranek and
Schaer(166) reported that a gold-chromium barrier reduced the interdiffusion detween
molybdenum and nickel- chromium,

100 % » e
P\
80 P % A
- \
¢ Nicka\ /
o
¥ o \_/ /%
7
3 7
5 a0 797,
& \7
£ Molybdenum 2
20 Z
Chromium
™.
T | e
2 0 8 6 4 2 Orlginal 2 4
chromium
interface
Distonce, mils A-39432
FIGURE 13. INTERDIFFUSION OF COMPONENTS OF A MOLYBDENUM BAR

PLATED WITH NICKEL AND CHROMIUM AFTER 600 HOURS
AT 1100 cl245)

Figure 14 shows the relatively rapid diffusion which was observed by Sama and
Lawthers{210) for beryllide-coated tantalum and Ta-10W, It should be particularly noted
that, after 15 hours at 2500 F, a 3-mil substrate of tantalum waz reduced to abcut 2 mils
by diffusion, whereas the Ta-10W substrate under the same conditions was reduced in
thickness to only about 7 mils,

Although quantitative data are not available, all of the current popular and prom-
ising coatings preparcd by diffusion processes are, by their very nature, subject to deg-
radation during service via interdiffusion between the substrate and coating, The
amount of degradation in all of thcse systems can be expected to increase with tempera-
ture and time,

Coating systems, particularly at the higher temperatures (~3000 F and higher) are
sometimcs evaluated by means of induction heating. Because induction heating has been
reported as giving diffusion rates, during the coating of steel, several hundred times
h:gher than those obtained by furnace heating“m), it would seem that this technique of
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heating fo. evaluation should be .sed with reservation urti' it can be shown that inter-
ditfusion in refractory-metal systems is not being accelerated. Several schools of
thought exist as to why induction heating can cause greatly accelerated diffusion; so far
no uniform theory exists.

Structural Compatibility of Coating
Materials and Substrates

Structural or mechanical compatibility between a coating and a substrate is desir-
able in a coating system. Good compatibility consists of matching the properties of the
coating and substrate so that they do not induce undesirable stresses in each other.

One aspect is the effect of the coating on fatigue life and brittle transition tempera-
ture of the coating system. (5) Because the coating generally will ke more brittle than the
substrate, the coating will be more susceptible to the formation of cracks which can act
as stress risers on the substrate and reduce the low~temperature ductility and iatigue
life.

A very significant degree of incompatibility can occur by thermal-expansion mis-
match between the coating and the substrate, causing stresses which exceed the yield
point of either of the materials. The result can be spalling or cracking of the coating,
distortion of the composite, or failure of the bond.

There is a common misunderstanding that thermal-expansion matching and thermal-
shock resistance refer to the same phenomenon, but in fact, they do not. Thermal shock
involves transient thermal gradients, and, the lower the thermal-expansion coefficient
of a material, the greater is its resistance to thermal shock because the lower are the
stresses produced by the gradients. If the thermal-expansion characteristics of a coating
are severely mismatched to those of the substrate, remarkably large and severely
dainaging stresses can be built up, even under isuthermael concitions. The difference in
the two phenomena brings out a mutually incompatible se¢t of requirements for a coating
system. For maximum thermal-shock resistance of the coating, the lowest possible
thermal-expansion coefficient is desired. Yet, for maximum structural compatibility
with the substrate, the thermal-expansion characteristics of the coating should match
those of the substrate.

Figure 15 shows some theoretical stress relationships reported by Graham, Luft,
and Sayre of the General Electric Co. where this aspect of protective-coalings tcchno-
logy has been under active investigation.(5,61,171} The last column shows that, under
conditions of rapidly changing temperature, serious thermal stresses can occur regard-
less of how well or how poorly matched the thermal expansions of the coating and sub-
strate are.

The thermal-expansion-match theory has not been widely used in studies of pro-
tective coatings for the refractory metals.\3) The electronics and ceramics industries
have been able to overcome gsome fairly serious expansion-mismatch problems in making
glass~to~metal and ceramic-to-metal seals by using specially desiguned alloys and graded
scals, (168-170) Although the materials involved in these applications generally are not
applicable to the high~temperature coatings piublers, some of the principles involved
should be.
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Oxxt172} reported the fcllowing formula for estimating the stress induced in a
coating by thermal change, from ihe temperature of zero stress, of a flat plate coated

on both sides:

EgE
S¢ = ———— AT ba, .,

Eg + 2B 15
8

where

S¢ = coating stress
E¢,Eg = elastic moduli of coating and substrate
Qe s g = linear-thermal-expansion coefficients
testg = thickuesses
AT = temperature change from temperature of zero stress.

As shown in Figure 15, the type of stress resulting from expansioa mismatch depends

on the relative expansion coefficients of the coating anu substrate and the temperature
relative to the temperature of zero stress, which is assumed in Figure 15 to be the
tempecature at which the coating is applied. Because virtually all stable coating systems
are brittle at low temperatures, and because the compressive strength can be expected
to be 5 to 10 times that of the tensile strength of these materials, if expansion mismatch
must exist, it is advantageous to have the coating in compression.

Graham, Luft, and Sayre(5,171) correlated crack magnitude (the product of crack
width and crack frequency) in brittle coatings on molybdenum and columbium with
thermal-expansion mismatch. The higher the thermal~expansion coefficient of the
coating relative to the substrate, the larger was the crack magnitude and the lower was

the protective life of the coating.

Damage can result from expansion mismatch with ductile coatings also. Fugardi
and Zambrow(165), in making butt welds on composite sheets of Type 310 stainless-
molybdenurn and Type 310 stainless~-columbium, found that the difference in thermal ex-
pansion between the stainicss and the refractory metals cavsed stresses and distortion
in the weldments. Levinstein{(43) observed thermal-fatigue cracking due to expansion
mismatch as a predominant mode of failure in cycling molybdenum protected with a
chromium-nickel-NiSiB~-Nichrome coating hard-faced with CoCrwB.

Reid and Ogburn(174) reported that a major factor contributing to the deterioration
of the bond between nickel and chromium when plated on molybdenum is the difference in
the expansion coefficients of the three metals. An equation, used by Lander and
Germert175) to explain spalling, was applied to the problem of edge separation in this

system:

2t
5n=7E (ag - ap) Eg AT,

where
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S, = stress normal io the interface for a cylinder of metal A platzd with
metal B, neglecting plastic flow
t. = coating thickaess
d = diameter of the cylinder

ag,ap = linear-thermal-expansion coefficients
E = elastic modulus
AT = temperature change above room temperatur~.

If a molybdenum surface, with a radius of curvature of 0.3 inch, plated with 8 miis of
nickel over 1 mil of chromium is heated to 800 C (1470 F), the calculated normal stress
is 5200 psi at the Ni-Cr interface and 1009 psi at the Cr-Mo interface. The stress at
the Ni-Cr interface is of the order of the Ni~Cr bond strength in the system, and sepa-
ration would tend to occur. Also, according to the equation, the smaller the radius of
curvature and the thicker the coating, the greater should be the potential for coating
separation. These predictions have been found to be in gualitative agreement with ex-
perimental findings.
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PREPARATION OF COATING SYSTEMS

Coating Application Techniques(41’42l 115,178-180)

Numerous methods and combinations of methods have bz an uged to produce coating
These can be roughly categorized as follows:

(1) Plating f{rom a soluticn or liquid vehicle
Electroplating
Aqueous
Fused salt
Electrophoretic deposition

(2) Chemical~reaction deposition
Vapor plating
Pack cementation
Exo hermic re-.ction

12) Hot spraying
Flame spraying
Detonation or flame plating
Pl.-ma spraying

(4) Other application techniques
Y acuum metallizing

Cladding
Roil and forge bonding
Gas-pressure bonding

Hot Dipping

Paint and sinter or diffuse
Slip casting
Hand troweling.

Processes employing several of these methods involve subsequent treatment steps
such as hydrogen reduction, diffusion annealing, sintering and densification, and irfiltra-
tion of interconnecting pocres. Each of these techniques has advantages and disadvantages,
depending on the coating material, the composition, size, and geometry of the component
to be coated, and the end-use application. Frequently the successful use of these meth-~
ods depends heavily on the know-how and experience of the people using them. Although
general underlying principles of the methods are known, there remaina much art in

several of the metl.ods.

The most widely used technique at the present time appears to be the pack-
cementation method, However, all of the techniques continue to be investigated, 2nd
several of the other methods have been shown to have genuine merit for producing

<oating systems.

-




Plating E _om Sclution or Liquid Vehicle

Electrodeposition techniques in general have advantages of relatively low tempera-
tures of operation, ease of control of coating thickness. ability to coat complex shapes,
facility for applying multilayered coatings, and the zbility to coat finished parts. Dis-
advantages are the mwtiplicity of operations and complexity of procedures, the tendency
to produce porous coatings, and the difficulty in obtaining adequate protection at the point
of electrical contact.

Electroplating. Electroplating techniques have received much attention for applying
coatings, particularly in former years when the major effort was concentrated on the
protection of molybdenum at about 1800 to 2200 F'. However, witii the ever-increasing
service-temperature requirements, there has been a decreasing interest in electroplating
meathods for producing coatings on refractory metals, because the metals and coating
compositions for which methods have been worked out have relatively high diffusion rates
at the temperatures of interest, and the melting points of the metals or interdiffusion
products are relatively low. Also, other methods of producing coating systems have
shown much promise.

General electroplating techniques for the refractory metals and results obtained
have been reviewed by Beach and Gurklis{181), Safranek and Schaer{166), and Faust(115),
The extensive earlier work done on electroplating coatings on molybdenum was summar-
iced by Bartlett, Ogcen, and Jaffee(42}, Aluminum, brass, chromium, gold, iridium,
palladium, platinum, and nickel are the most predominant metals that have been electro-
plated either singly or in complex layers for use in the protection of mclybdenum from
oxidation. Withers(183) recently investigated platinum and rhodium platings on molybde-
num; stress cracks and pinholes in the coatings prevented protection at 2500 F for longer
than 1 hour. In addition, many plating processes were investigated to produce an ad-
herent preplate on columbium over which cermets could be plated; none was found to
work well enough for the purpose. Hirakis(182) also investigated electroplated coatings
on columbium. Early failure generally was experienced; this was believed to be due in
part to blistering caused by entrapment of plating solutions, and in part to diffusion
annealing required to obtain adhesion.

Goctzel, Veunkatesan, and Bunshah{46) attempted to put an electroplated coating ¢f
rhodium cn tungsten, but the protection obtained was only of limited value, The coatings
were reported to be in a highly stressed condition, of a porous and crystalline nature,
and they failed to inhibit passage of oxygen to the substrate, Introduction of intermediate
layers of chromium, silicon, and chromium gave improved performance,

Kutzelnigg(191) recently reviewed the causes of porosity in electrodeposits, classi~
fied the various types of porcsity, and discussed methods of assessing porosity.

Ele.truphoretic Deposition, (179,180,183-185,205,264) This is a process in which
colloidal particles, suspended in a liquid medium, migrate in an electric field and de-
posit on an electrode. Migration occurs because the particles are electrically charged,
either positively or negatively depending on the composition of the system. Lamb and
Reid{184) have listed the following advantages for the method: (1) an electrophoretic
coating is denser than one applied by dipping or spraying, {2) the thickness of the coating
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can be closely controlled, {3) objects of irregular shape acquire a coating that is fairl,
uniform in thickness, because when points and edges have been covered, the inasulating
effect of the coating on these areas diverts the current to recessed areas, and (4) the rate
of deposition is high because the depositing particles ha.e a high ratio of mass to charge.
{Under typical operating conditions, an electrophoretic deposit attains a thickness of 1
mil in about 10 seconds, whereas an electrcdeposit of the sar e thickness may require

30 to 60 minutes.) Although a wide variety of materials can be deposited by electro-
phoresis, the deposits generally have been found to be nonadhereni and to requi.e sud-
sequent processing such as mechanical working, chemical reduction, and sintering.
Stvdies reported by Gebler(179,180) have indicaied that electrophoretic deposition has

potential for producing useful coatings.

Two recently completed investigations“S?’: 185) have indicated that eiectrophoretic
deposition of ceramic particles and electroplating of metals, conducted simultaneously in
the same bath, have merit fcr producing cermet~type coatings for oxidation protection.

Huminik{185), in a program designed to provide rosion and oxidation protection
to tungsten, tantalum, and molybdenum in the hot areas of rocket exhaust gases, made
cermet deposits on all three metals. These deposits consisted of chromium boride,
zirconium boride, zirconium nitride, molybdenum carbide, or titanium boride in a
chromium matrix. The chromium-zirconium boride cermet coating {2 to 5 mils thick)
gave the best over-all performance in oxidizing flame tests (3860 ¥}, furnace oxidation
{1 hour at 2009 F), and thermal-shock tests {( ' ~ 3860 F — cold water quench}. Life
in the ilame test varied from around 20 minutes to greater than 40 minutes.

Withers(183) made cermet deposits of nickel, cht>miun:, platinum, rhodium, ard
cobalt-tungsten with Al;03, ZrO;, SiO3, and MoSiz. A Ni-ZrOj cermet coating {5 mils
thick) protected molybdenum for 468 hours at 2000 F; a Cr-Zr0O) cermet gave protection
for 2-1/3 hours at 2500 F'; and a Ni-SiO2 cermet protected molybdenua for greater than
5 hours at 2500 F.

Chemical Reaction Deposition

Vapor Pla.tim_g_(33’ 186), n the various modifications of the vapor-plating technique,
also called gas plating and vapor deposition, a volatile compound of the material to he
deposited is passed over the substrate which is heated to a teinperature at which the
compound is decomposed or reduced at the surface to form an adherent coating. The
volatile compound can be reduced by hydrogen reduction, thermal decomposition, or
displacement. Any material which meets the following requiremenis can be applied by
vapor plating: {1} the material or its components must form a compcund that can be
vaporized at a relatively low temperature without appreciable decomposition; (2) the
volatile compound must be sufficiently unstable to be capable of decomposition cr
chesmical reduction at a temperature somewhat higher than its vaporization temperature;
and (3) the material must not have an appreciable vapor pressure at the decomposition
temperatare.
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The vapor-plating processes can be used to apply coatings of materials at tem-
perature fa- below their melting points. Most of these processes can be carried out
undzr either reduced or atmospheric pressure to give deposits which are often purer
than coutings obtainabie by any other method.

Detailed thermodynamic and kinetic studies have been carried out for only a few
vapor-plating rea.fions; hence, the scieuce of vapor plating, i contrast to the art, is in
an early stage of development.

If the coating deposition is carried cut 2t a high encugh temperature, diffusion
occurs simultaneously with the deposition, resulting in alloy or intermetallic formation.

The vapor-plating technique is not without its disadvantages. Difficulties are en-
countered in coating iarge or complex-shaped objects. These difficulties arise from
nonuniform temperatures and gas flows.

An excellent compilation of infcrmation on vapor-plating processes is the book by
Powell, Campbell, and Gonser(33),

Pack Cementation, (33,186-188) The term pach cementation, although improperly
used, has become widely accepted as the designaticn for vapor-plating processes con-
ducted in a sealed or semisealed retort. The technique overcomes much of the diffi-
culty encountered in the regular vapor-plating tecunique, although troubles from nonuni-
form temperature and gas flow still can occur under certain conditions.

With some notable exceptions, the majority of the most promising coatings today
are prepared by the pack cemnentation method. It is applicable to large complex shapes
and is being used on a commercial scale. It is by far the coating-application technique
on whick the most research and development effort is being expended for the four princi-

al ref-actory .metals.

Essentially, the method coneists of packing the article to be coated in a powder
mixture con*ained in a retort, heating to the desired reaction temperature, holding at
temperature for a sufficient time to produce the coating, an¢ cooling down from tke
reaction temperature. The powder usually is a mixture of an inert material (e. g.,
Al702), the elements to be deposited, and an "activator'' which generally is a halide salt
which has sufficient vapor pressure to react with the elements tc Le deposited to form
the volatile compound which can transfer the elements to the substrate, Sometimes the
inert rnaterial is not used.

The process involves many variables which can greatly affect the average life and
reliability of the coating system. Much of the information on the effects of the variables
on the coating produced has not bzen published, although some information is becoming
available under Government-sponsored programs.

Figure 16 shows the variation in coating thickness with time, temperature, and
activator in the pack siliconizing of tungsten, as reported by Goetzel and Landler(47).
These investi, ‘ors reported that, if the activator salt melts at the siliconizing tempera-
ture, there is danger of forming a discontinuous coating due to salt or {iller inclusions.
Alumina powders of different grain sizes were investigated as inert filler, but in most
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cases, thege packs were inferior to packs without filler because the resulting coatings
were thinn *r and more discontinuous.

Pranatis, Whitman, and Dickinson(189) subsequently confirmed the preterence
shown by Figure 16 for NaF as the activator in the silico..izing of tungsien, and presented
the following calculated equilibrium pressures of SiX4 for various activating agents:

Activating p (SiXy4) at
Agent 1050 C (1920 F), mm
NaF 0.79
KF 1.3
NaCl 0. 001
XCl1 0. 0004

Klopp, Maykuth, and Ogden(19°) also reported NaF as the preferred activator in
the pack siliconizing of tantalum-base alloys. Using Al203 as a filler, they found a
siight increase in deposition rate by increasing the silicon in the pack from 10 to 50
volume per cent, and no effect when increasing the amouw.t of NaF from 1 to 8 weight
per cent. Significant improvements in the protective life were obtained by application of
the coating in two cycles instead of one, and by emplrying coarser-size Al303 in the
pack which gave an increased coating thicknese (3.5 versus 5 mils),

Exothermic Reaction. Work has been in progress for some time to produce
cermets by thermite-type reactions of the following categories(192):

(1} MOy + M’ = 170y +M

(2) SiO3 + MOy + Al ~ Al203 + MSix + MOy
{3) C 4+ VOx + Al - Al203 + MCx

{4) B203 + MOy + Al + AlpC3 + MBy.

These methods have recently been ccnsidered as possibilities for producing coatings on
refractory metals; however, work has not been extensive enough to evaluate their
potential for this application.

Hot Spraying

There are three processes classified under the hot-spraying technique: flame
spraying. plasma spraying, and detonation or flame plating. Inthese processes the sub-
strate is kept relatively cool, and the coating materials ir either the plastic or molten
state are impacted against the substrate where they are quickly solidified. There has
been a very large upsurge of interest in the hot-spraying techniques dvring the last few
years, particularly in plasma spraying which features the highest temperatures.

In general, the coatings produced by these techniques are line~-of-sight coatings,
and as such the methods have not been applicable to coating complex configurations
which have deep narrow recesses or internally exposed surfaces. In addition, the
coatings tend to be porcus and posttreatments are required (such as the glass im-
pregnation of flame-sprayed Al303 used for the GE System 400(61)). Coverage and
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porosity deficicncies also can bec overcome to a certain extent by increasing the coating
thickness; however, this also has its disadvantagezs.

Although there are recognized limitations on hot-spraying techniques for applying
protective coatings to * : refractory metals, some notakt’e successes have been achieved
by processes embodying these techniques in the cases of molybdenum(42) and
columbium(44,61,268),

Flame Spraymng. This prucess goncrally is conducted under oxidizing conditions,
and is not so suitable for applying coatings to refractory~metal substrates as are systems
involving reducing conditions. Several versions of flame spraying exist, using powders,
rods, or wires which are formed into droplets in an oxyacetylene or oxyhydrogen flame,

The as-sprayed bond is almost entirely mechanical in nature(193), although in
some cases, a chemical bond is believed tc exist., The sprayed particles interlock with
the mechanical projections and indentations in the substrate, the degree of roughness of
which depends on the method used for surface preparation, Most of the sprayed particles
which strike the surface are sufficiently plastic to confo.m to the irregularities of the
surface and hence interlock with them. Almost all as-prepared flame=-sprayed coatiugs
have some porosity; in some cases this may be as great as 10 to 15 per cent of the coated
area,(35) Galli et al.(35) reviewed and critically examined the flame~-spraying process.
Moore et al.{194) studicd the mechanism of coating formation, mechanism of bonding,
and stresses in flame-sprayed coatings.

Plasma Spraying. The theoretical and applied aspects of plasma spraying have
been and are continuing to be under intensive study, and the MAB report(195) on plasma
phenomena gives an excellent review of the varied aspects involved and the larsze number

of groups working on the broad subject.

Plasma spraying caa be used to form a coating from any solid material which will
meit without decomposition., The extremely high temperatures available under neutral
or reducing atmospheres makes the technique of particular interest where especially
refractory materials or oxygen-gensitive materials are i. volved. Also, higher density
and bond strength of the sprayed coatings have been reported as other advantages.(195)
Company uterature on operating procedures, equipment, and materials is available in
considerable abundance,

Plasma spraying i= not a simple tachnique, and the results obtained in a sprayed
coating can depend on many factors. Mash, Weare ., and Walker{197} presented the classi-
fication of process variables given in Table 17, Stetson and Hauck{198) reported on
plasma techniques for spraying toxic and oxidizable materials. krom preliminary
studies it was concluded by Hayes and Johns(199) that it i3 feasible to develop metal-
alloy coatings by spraying mixt-ves of metal powders with a plasma arc; however; much
additional research is necessa . Studies on the effects of plasma spraying on the
properties and stability of nonmetallic materials also have been in progress.(wz'zco)
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An interesting and significant observaticn was recently reported by Kramer,
Levinstein, and Genier(200), As-sprayed zirconia (on graphite} was characterized by
fine cracks and apparently was heavily stressed. However, when zirconium boride was
deposited as a thick dense layer and then submitted to a nigh-temperature oxidizing
environment, it converted smoothly to an adherent nonspalling coating of zirconia which
gave good protection undex the test conditions.

Detonation or Flame Plating, (179,18C,196) This process is based ou the rapid con-
troiled detonation of oxygen and acetylene in a gun chamber which heats the desired
coating material (as a powder in a carrier gas) and then blasts the particles against the
substrate at a very high velocity. The detonation-reaction front, which travels about
9600 feet per second at a pressure of 47 atm and 8000 F, impacts the particles against
the substrate at about 2400 feet per second. During each explosion, of which there are
about four per second, a l-inch~diameter circle can be coated to about i/4~mil

thickness,

Other Application Techniques

This category of coating application, which includes vacuum metallizing, cladding,
dipping, paint and sinter, slip casting, and hand troweling, should not be considered as
a "catchall" category which contains all methods of minor importance. Several of these

a

techniques, or modified versions of them, have been found to produce good coating
systems,

Vacuum Mctallizing, This technique has been widely used for producing extrexnely
thin coat ~2s by the evaporation, and subsequent condensation, of metal vapors produced
by heating of the coating metal as a filament. Until recently, the method has been of
little use for producing prowective coatings for the refractory metals. However, a
currently promising Cr-Ti~Si coz 1g for columbium{201) can be prepared by using the
basic technique of a vacuum and volatilizing the coating elements, but with the modafi-
cation that the substrate is likewise heated with the coating elements so that diffusion
occurs simultaneously with deposition. The process has heen modified further by in-
clusion of an activator (KF) in the vacuum pack to permit lower operating temperatures
and hi “er deposition rates. In essence, the latter version is a pack-cementation method

using a pack which is under vacuum.

Cladding., Cladding techniques have been used for bonding oxidation-resistan~
alloys to refractory-metal substrates, but the method has its lirmiialions as do all others.
Roll and forge cladding involve deformation of the substiates, which is not always
practical or desirable. Edge protection has been a problem which is normally attacked
by welding. Cladding can also be accomplished by hot gas-pressure bonding without
measurable deformation; this process has had extensive development in connection with
AEC activities, (202,203} Although consid=rable work was done on the cladding of s~
lybdenum during earlier investigations of th. coating problem(41-43,250), at the present
*ime, there appears to be only a small amount of interest in the technique for protection
of the refractory metals from oxidation.
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Hot Dipping. The application of coatings by dipping in molten metals hes been
long and widely used in industry for nonrefractory metals, and has been employed in
several cases for the refractory metals. Depending on the coating system being pro=-
duced and the time and temperature conditions used, diffusion to produce the desired
coating compound may or may not take place in the molten metal bath, Frequently,
subsequent heat treatments are employed. High rates of solution of the substrate in
the molten bath and inclusion of dross in the coating to give poor reliability have been
disadvantages in some instances.

Aluminum=silicon alloy co:cings have been applied to molybdenum in a eutectic
{12 per cent silicon) bath at cemperatures of about 1550 F, covered with a cryolite~
AlF 3-NaCl-KCl flux, (42) One process fcr coating molybdenum involves treatment in
a molten copper-silicon bath which produces a silicide-base coatirg on the substrate;
the coating has been reported to have given up to 200 heurs of protection in air at
2900 1:-(20%). Oxx and Coffin{207) used a gold-silicon bath at 2550 F to silicide a previ-
ously prepared molybdenum capillary network on molybdenum and to fill the pores with
the gold-silicon alloy; the coating system had some very attractive performance charac-
teristics. Wlodek and Wulffﬂos? prepared dense, adhe ent, and ductile coatings of
chromium on molybdenum by selectively freezing out the chromium solute from a supei-
saturated copper=- or tin-rich liquid alloy, Under the most favorable combination of
supersaturation, nucleation, and mass transfer, coatings as thickas 4 mils can be
obtained.

Dipping in an aluminide-base bath has been used extensively to screen a wide
variation of compositions for coatings on columbium and tantalumn~base alloys. (209,210)
Carlson{203) used an A1-15Si bath to coat several columbium-base alloys in the tempera~-
ture range of 1500 to 2100 F; optimum coatings were obtained with a 3-minute dip time
at 1690 F, followed by a treatment in vacuum for 1 hour at 1905 F,

Paint and Sinter or Diffuse, The ceramics and enameling industries have been
using the paint and sinter technique for a long time. and in these applications, the art
is well developed., The applicability of the technique for the production of protective
coatings on refractory metals has been investigated at various times witi. varying de~
grees of success, (42)

Major interest in the technique has recently been generated primarily as the result
of work done by the General Electric=-McDonnell Aircraft program on the use of re-
fractory alioys as structural materials in re-entry o. boost glide vehicles, (211~213)

The aluminide~-base coating {designated LB-2) which emerged from this program was
used to protect a complex fin-rudder assembly of F~48 columbium alloy. The application
method involves dipping, painting, or spraying two different slurries, tollowed by a
1-hour diffusion anneal in purified argon. The base-coat slurry, which consists of
Al-10Cr-2Si alloy suspcended in an acetone=-xylene vehicle, is applied and allowed to

air dry for 1 hour., Then the top-coat slurry, consisting of Reynolds aluminum paste
suspended in an acetone-xylene vehicle, is applied and air dried for 2 to 24 hours, after
which the diffusion anneal is carried out. Both slurries require thorough mixing before
and during use to prevent the suspensions from settling out.
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Adherence. Uniformity, and Continuiiy in Coating Systems

Closely allied with the use of the differeat technigues for producing coating systems

are the aspects of adherence, uniformity and continuity. T.ese were subjects of much
concern before refractory metals came into prominence, and they remain problems of
varying degrees of magnitude, depending upon the system under .onsideration, its tech-
nique of being put together, and the mission it musi accomplish, These aspects are
heavily involved inthe reliability of the system.

Achieving ana maintaining a uniform coating frequently depends on close control of
the known process variables, constant alertness to discover unknown and uncontrolled
variables, and a full realization that the systems being produced are extraordirary in
nature and that they require meticuious attention,

Additional research needs to be done to identify the causes of discontinuities in
coatings and to find procedurcs to overcome this constant source of trouble. Why, for
example, under conditions of excellent physical and chen-ical cleanliness and with the
coating process under rigid control, will coating systems fail at randomly located,
localized areas which are not centers of macrcscopic stress concentration? Faust 1)
and others have commented on this situation, pasticularly with respect to electroplates;

it is common in other types of coatings also. It is thought that a major factor involved is

mechanical cleanliness of the substrate surface. According to Faust, when mechanical
operations are performed on the substrate, the surface is distorted, strained, torn, and
smeared, Such a surface has the appearance of a plowed field even for a smoothness of
3 to 5 microinches rms, The lack of specification of mechanical cleanliness causes
many discrepancies in attempts to repeat results reported by others,{115) The effect of
a small but critical amount of disturbed or worked surface metal on the quality obtained
in gas nitriding of stainless steel was recently reported by Coppola. (214?

In a broad sense there are two types of coatings, diffusion and nondiffusion {or
claddings). Diffusion types of coatings have fewer difficulties with adherence or bonding
between the coating and substrate than do nondiffusion coatings because they are grown
from the substrate, Ways and means of promoting better adhe rence in nondiffusion
coatings are always desired,

The coating of metals with ceramic materials is a well-established commeccial
practice, but two reviews by Van Houteu on ceramic~to~metal bonding(ZIS) and the
bonding of cermets to metals(121) indicate that the attainment of good adhesion is still
as much of an art as it is in nondiffused metallic coatings. There is evidence, however,
that a gcience of adkesion is evolving.(216-218)

The work by Moore and Thornton{Z19) on the eifect of oxygen on the bonding of
gold to fused silica is clearly a matter of interest in understanding adhesion and bonding.
Pellets of gold adhered to silica surfaces when heated in a.r or oxygen but not when
heated in vacuum. When bonded specimens were shear tested, fracture occurred in the
silica rather than at the gold-silica bond. This and other circumstantial evidence
suggested that gold might form an oxide which diffused into the silica. More recently
Shishakov(220) hae given rather convincing evidence for the existence of a gold oxide.
These findings fit in well with those of King et al.{216), who found that strong chemical
bonus developed betweeu porcelain enamel and metal only when the namel at the inter-
face was saturated with the ion of the metal in contact with the enamel, Suriace

—_—




roughness was not necessary for excellent adherence, although it was found to improve
the apparent adherence when the bond between the enamel and metal was relatively weak,

In this same channel of thought, it is believed that the GE System 400 coating
(flame sprayed Al203 impregnated with a glass) on colum’ jum has excellent chemical
bonding because of an epitaxial fit of oriented ChO at the interface,(61,268) An annotated
bibliography of epitaxial growth was recently compiied by Abbott. (276)

it wouid appear that attempts to apply this mechanism of adherence to othe. non-
diffusion, nonmetailic coatings on the :cfractory mictals would he in crder, because
manv of these are now said to be bonded nearly totally by mechanical intcrlocking.

Reliabilit

Because the need for highly reiiable coating systems has become so great, es-
tablishment of reliability by the use of sound statistical procedures is rapidly becoming
a vital aspect of the technology of protective coatings fc - the refractory metals. 3Sta-
tistics is being used in designing experimental programs to evaluate different coating
systems and to analyze the results obtained from these programs. Because cf the
number of variables involved in coating processes, there is a strong trend toward using
statistical procedures to optimize these processes and to establish reliability levels for
the coating systems produced.

It is significant that the Air Force has recently sponsored three programs having
major phases to optimize pack-cementation-coating processes and determine reliability
levels by using statistical designs of the experimental programs. (221-223) Two of these
are for molybdenum (Chromalloy W-2 and Pfaudler PFR=-6 coatings) and the third is for
columbium {Vought coatings), Variables collectively considered for study in these pro-
grams are: purity, particle size, and distribution, age, mixing, density. and compcsition
of the pack; soundness and surface preparation of the substrate; composition and sealing
of the retort; pressure in the pack; and processing time and temperature,

There are three points which need to be made regarding programs of{ this nature.

First, with respect to a particular test criterion fcr a coating system (e, g. coating
lif inder a fixed set of conditions), what results is an average numerical value of the
property under consideration and a standard deviation which is a measure of the scatter
in the experimental results. From these two numbers, there ir a temptation to assume
a normal distribution and to quote a tolerance or confidence limit above which some per-
centage of the values obtained from a statis.ical sample can be expected to fall. This
can lead in some cases to 2 large degree of overconfidence because such limits can only
be established properly by first determiniay the type of distribution which the data follow.
Assumption of a normal distribution when the data in fact would follow an extreme-value
distribution, for example, would allow :. higher tolerance limit to be stated than would
be justified. One of the reasons for the assumption of a normal distribution is that a
very large number of data are necdcd to accurately determine the tails of distribution
curves, which are of vital concern when establishing tolerance liznits,

The second point which needs to be made involves a word of caution in the use of
reliability data for design purposes. Such dala are usually derived from a laboratory
type of specimen under laboratory conditions of preparation and testing. Extrapolation
to actual service conditions and actual L.ardware of larger dimensions and more complex
geometry can be very dangerous indeed,
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The third point requiring attention relates to the definition of realistic criteria fo
evaluating coating systems and the proper interpretation of data resulting from evaluation
programs, This subject has been prcsented well by Graham, Luft, and Sayre(3), whose
remarks are so appsopriate that they are quoted below:

"Refractory metal coating development has often been concerned with just the
protection of the refractory metals with insignificant consideraiion for useable statistical
results. A criteria analysis of several limited tests on oxidation resistant, coated
molyhdenum and columbium will be discussed in order to demonstrate apprcaches which
might give design engineers more useful data, Although this work{i71} has barely ca-
plorcd the relationslups of various refractory coatings tests, a discussion of such
approaches is expected to encourage others to pursue such work, and in greater detail,
Figure 17 shows the test results of four commercial coatings for malybdenum that have
been evaluated under combined thermal shock and flexure conditions. Specimens were
cycled by heating to 2200°F, , cooling to 1000°F., and reheating to 2200°F, in two minute
cycles. At this same time, the thermal shock specimens were cyclically flexed at
1,725 cycles per minute by reverse bending to & maximum deflectiocn which produced
10,000 psi outer fiber stress at a temperature of 2200°t, Due to limited funding and
rclative high specimen cost, only two specimens of each coating were evaluated. The
lowestline on each bar indicates the number of thermal shocks before the molybdenum
began to oxidize, as was determined visually, The total bar length represents the maxi~
mum life to specimen fracture., An indication of the consistency of life between two
specimens of each coating is beside each coating bar graph. The cunsistency value was
established by averaging the life of each coating pair and calculating the perceut de siation
from average. It is rccognized that the use of only two specimens limits the statistical
validity of these tests, as is the case in most coating tests to date,

"Slightly different test conditions or criteria can affect the relative merit of one
coating over another, Figure 18 shows the results of another test on some of the same
coatings reviewed above. The tests{256), made ai che Naval Air Material Center,
Philadelphia Navy Yard, were made on 3" long specimens stressed to 45,000 psi tension
in a 4 inch hot zone at 1800°F. The specimens were quenched by cold air every 35
minutes which cooled them to 150~200°F, in 1-1/2 minutes. The tests were terminated
at failure, or at about 500 cycles.

"In these tests, a different interpretation results from the test program. It is ob-
served that any coated specimen that met the 500 cycle test did meet the criteria. The
several coatings had different capabilities of mesting the established criteria, Of the
five coatinge tested, only pack deposited melybdenum disilicide coating exhibited 100%
reliability in that all four of the specimens successfully resisted failure, The plated
chromium with alumina coating, which had the longest life and Lest consistency in the
previously discussed test, had a 75% reliability factor, in that of four tested specimens,
only three met the test criteria. The multilayered, electroplated Cx-Ni coating had a 25%
reliability factor, while a thinner, electroplated Cr-Ni coating had a zero reliability
factor. The flame~sprayed and diffused Al-Cr-5i coating alsc had a zero reliability
factor. .

“If the criteria had been 100 cycles, 2ll coatings would have met a 100% reliability
factor. If the criteria had been 1,000 cycies, (it is possible that) none of the tested i
coatings may have met usable reliability standards. "(5)

P
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Another aspect in comparative-evaluation programs js that indicated by Seelig(””.
It is important, when comparing coatings under specific test conditions, that all tested
coatings be specifically developed for the particular thermal exposure to which they will
be subjected, It is known that such 1actors as coating thi kness, diffusion temmperature,
and preheat treatment for bonding can all be effcctive in changing the relative order of
merit when the test criteria are changed. A coating system wi*h fixed physical properties
could be designed to be superior in one thermal environment, but it also could be de-
signed, by modifying process conditions slightly, to be inferior in the same theimal
environment, {171}
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EVALUATION PROCEDURES FOR COATING SYSTEMS

Procedures and techniques for evaluating coating systems are about as plentiful as
the numbex of organizations working on the problem of p- otecting rcfractory metais,
There are no standardized tests to which coating systems are subjected; conscquently,
comparison of resuls from different organizations is sometim 's impossible, always
difficult, and frequently dancerous and misleading,

There has been a continuing awarencss of this gituation on the part of workers in
the field, and many discussions have becn held concerning it. A subgroup of the Refrac-
tory Composites Working Group has been continuing to study the problem, There are
indications that some progress is being made; although, due to the comploxity of coating
systems and diversity of types of hardware to be protected and missions to be accom-
plished, the progress is expectedly slow.(179’180’224)

The Air Force has recently initiated a program - develop s*andardized test tech-
niques for the meaningful evaluation of coated refracte~y-smactsl alloys, The techniques
which will evolve from this program arc intended for ccatings which are ready for pro-
duction application. The effort is being conducted in three phases: (1) information, cest
techniques rcview, and establishment of environments to be simulated in tests; (2) estab-
lishment of laboratory-type test techniques to simulate important end-use-conditior
parameters, and (3) conduct tests on existing coatings for refractory-metal alloys and
statistically evaluate the data in terms of categorizing various coatings for aerospace
applications.

The surface has hardly been scratched as far as any standardization of <esting
techniques for research and development programs is concerned. In the past, most of
these programs have followed a familiar testing pattern, using small coupon or rod
specimens except where special shapes are needed (e.g. tensile specimens):

{1) Static oxidation

(2} Cyclic oxidation

(3} Thermal shock

(4) Bendirg

(5) Oxidaticn under stress

(6) Erosion

{(7) Impact

(8) Combinations of tests to simulale service conditions
(3) Evaluaie in service,

A very large number of experimental coating systems are discarded by the time Step (3)
is completed,

Major references to receutly used or developed techniques for evaluating properties
and performance of coating systems are summarized in Table 18, There are many
paraineters in most of these tests, and in general each group of workers chooses those
values of the parameters which seem best-oriented toward the end objective of the par-
ticular program at hand and/or which are convenient,

Aves(261) recently presented the following outl nes for screening tests, proof tests,
and nondestructive tests for coating systems:
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Screening Tests Used to Evaluate Higa-Temperature Cementation-Type uvoatings

on the Refractory Metals(2f1)

Te:

Thermal cycling static oxidztion
in air

Thermal cycling susiaiacd ioad

X-Ray diffraction

Plasma arc or o..yacetylene
torch

Bend

Tensile

Metallographic observation

Microhardness traverse

Electron-microscope
inspection

Fatigue

o e e

Tactors Evaludated

Oxidation resistance
Thern.al shock resistance

Sffect of coating on ductility of subst.ate

Effect of specimen creep on the coating
integrity

Thermal-shock resistance

Oxidationa resistance

Coating structural analysis

Coating emissivity
Thermal-snock resistance
Oxidaiion resistance
Melting point

Coating adhesion
Ductilaty

Effect of coating or processing on substrate
strength

Ductility

Elongation

Substra:e structure
Coating structure
Coating thickness
Bond characteristics
Detection of inclusions

Cross-sectional hardness of coating and
substrate
Effect of processing on subsirate ductility

Detection of injurious inclusions in
substrate »r coating

Effect of coating or coating process on
substrate fatigue properties
Fatique strength of coated-metal systein




-

80

FProof " ests Used To Evaluate Coated Structures Under Simulated

Test

Ram jet

Blow pipe

Quartz lamps

Plasma arc

Rocket blast

_Operational Conditions(261)

Factors Evaluated

Thermal shock resistance, vibration resistance, erosion
resistance, oxidation resistance, and structural integrity
evaluatea simultaneously over a representative time-
ternperature profile (i.e., glide re.entry profile)

Samc as for ram jet excapt for some variations

Simulates the effects of aerodynamic heating on 2 desired
configuration

Carn be programmed to follow a de* .ec \ime-temperature
profile determining variations of the factors evaluated
in *he ram-jet test, vibratious and erosion excluded

Evaluation of coating under exceptionally severe thermal-
skock conditions (air temp to 4000 F in 1 second)
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Nondestru-tive Test Techniques For Use In Testing Cementation-Type
Coating Integrity Before Servicelol)

Test Peliability = Versatility Purpose of Test
High-temperature Good Exceilent To deterrmine coating flaws
controlled oxidation by observation of throngh-
followed by magrified coating oxidation
visual observation To determine weakness existent
furnace equipment in bond strength due to thermal
shock
Evaporgraph Under investigation To indicate coating discontinuities

on flat- panel svrfaces
Unsuitable for decermining edge
or corner d:fects

Electromagnetic Under investigation To detect porosity, cracks, and
inspection pits
TInsuitable for determining corner
or edge flaws

Ultrasonic Poor Poor To detect surface and svbsurface
inspection flaws
Unsuitable for use on thin skins
or 1r determining corner or
cdge defects

Fluorescent Under Gocd To detect surface cracks, pits,
particle inspection investigation and similar coating defects

Red dye Under Good To detect surface flaws in
penetrant investigation coating

Radicgraphic Poor Poor Sensitivity difficult to control for
inspection detecting smnall coating flaws in

assembled structures

Visual Poor Good Not as suitable or reliable as
magnifying when performed after an
glass expogure test
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Aside from the problem of standardization of evaluation procedurcs, there are
other proble ns of considerable importance. One of these is defining the service require-
ments; in saveral cases these are not now well understood. Assuming krown service
requirements, how can they be simulated in *he laboratory sc that meaningful and trans-
latable evaluation data can be obtained A5)

One of the probleimns along this liae is that of obtaining the. high test temperatures
required for evaluating coating systems, especially those involving tungsten, Self-
resistance heating or induction heating is usually resorted to, hut there can be adangers
involved in uging thes: techniques, In service, moest of the applications invelve cx-
terior heating, and the stress-distribution pattern in the application can thus be different
from ‘hat evaluated in the laboratory, Differences in performance have been observed
for coated tantalum, for example, evaluated using self-resistance heating and radian
heating, (209) The possibility of increased diffusion resulting irom induction heating
was mentioned earlier in discussing diffusional compatibility, Some investigators ha. .
taken precautions against this possibility by using a susceptor, which simultancously
supplies the necessary heat by radiation. Quartz pencil lamps are finding increa .d use
for temperatures below 3000 F, Oxyacetylene torch te-ting has beenused frequently as
a cenveonient technigae for reaching Ligh temperatures and simultanecusly having a blast
of hot gas hitting specimens, Depending on the particular experimental arrargement,
results obtained can be misleading because the torch can be centered on a flat surface
which generally has longer life than an edge.

In summary, 1t not only is a difficult problem to produce a good coating system,
but it can also be difficult to evaluate it properly and be able to assess its virtues and
shortcomings relative to the c-..rent state of the art and, more importantly, relative to
the requirements for accomplishing the intended mission.
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PROTECTIVE-COATINGS RESEARCH AND DEVELOPMENT

References to recent and current major survcys of protective-coating systems of
the refractory metals are tabulated below,

General _I\_{I_o _(EE_ T_a. l L
5 41 14 45 47 238
239 42 201 240 48
173 211 243 50
211 223 51
240 240 240
241 243
242
243

Because of the large research and development activity at the presen. time, all surveys
and reviews, including this one, become at least slightly -ut of date by the time they are
disseminated,

Master Compilations of Information on Protective Coatings

Tables 19 and 20 are master compilations of information on protective roatings
prepared from completed questionnaires returned to the Materials Advisory Board
Subpanel on Refractory Metal Protective Coatings, The Nat' nal Academy of Sciences ~
National Research Council, through the Materials Advisory Board, sent out these ques-
tionnaires in July of 1960 to about 100 individuals or organizations known to be concerned
witn the problem of protecting the refraclory metals from oxidation, Replies were
received through February of 1961, To the information contained in the replies, additions
and revisions have been made as warranted by later documents submitted to the Drfense
Metals Information Center from various organizations having active programs. Refer-
ences to published documents or currenily active coniracts have been made where possi-
ble. For some of the coating systems inore extensive inforrcation is available than is
given in the compilations. Some of this information is presentad in later scctions.

Tahle 19 contains general informatijon on the reported status of coatings,
method of preparation of the coating systems, importance of substrate preparation, as-
applied coating composition and thickness, maximum reported temperature and time for
protection, and general remarks on applications, shortcomings, and special properties.
Table 20 gives a more detailed account of the perforrmance of the coating systems under
oxidizing conditions. The primary breakdown is by basic coating material, and second-
ary breakdown is by coating applicatica method,

Research and development effort has been in progress for the longest period of
time on coatings to protect molybdenum from oxidation, and by far the largest amount
of work has been done in this area. Mar~ ~f the coating sLortcomings found for molyb-
denum also have been found for tiie cthe . ractory metals. Many of the organizations
which have been working on protective c. .lings for molybdenum have also been consider-
ing coatings for columbiim, tantalum, and tungsien with varying degrees of effort. Dis-
cussion of coatings will be done by coating-base classification for each of the refractory
metals,
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Coatings for Molybdenum

Metallic Coatings

Fe, Ni, Co Base. Much work was done on the use of Fe~, Ni-, and Co-base
alloys as coatings for molybdenum in former years when the temperature require-
ments were much lower than they are today and when less was known about the iatri-
cacies of refractory-metal coating systems. The results of this effort have been

adequal’ely summarized b¥ Bartlett et al. Jaffee(q‘“, Harwood“73), and
others(43, 115,166, 245-247, 250) 1 story of the extensive effort by the General

Electric Co. to protect molybdenum turbine buckets, as related by Levinstein(43) and
Downey, describes the long road between laboratory investigations and hardware in
sarvice; molybdenum turbine buckets are not yet a reality.

Figures 19 and 20 show some of the results obtained on nickcl-chromium, nickel,
and Inconel coatings.

Major shortcomings of Fe, Ni, Co-base coatings are: (1) large thermal-
expansion mismatch which causes thermal fatigue in cyclic coeration, (2) rapid inter-
diffusion to form low-melting eutectics or brittle iatermetallics, and {3) relatively low

maximum use temperature.

Noble-Metal Bagse. Platinum, rhodium, and their alloys have been and are being
considered as coatings for molybdenum. Shortcomings which have been found are
(1) thermal-expansion mismatch, (2) interdiffusion during long-time exposure, anc
(3) suspected diffusion of oxygen through platinum to oxidize the molybdenum and cause

rupture of the coating during long-time use.

Results reported by Rhys(“*s) for platinum-clad molybdenum, with and without an
intermediate barrier layer, are given in Table 21.

TABLE 21. TIME TO FAILURE OF PLATINUM-CLAD MOLYBDENUM
SPECIMENS HEATED IN STILL AIR AT 2190 F (1200 ¢)(248)

Life, hr _

Type Maximum Minimum
Unbonded, no intermediate layer 650 375
Bonded, gold intermediate layer 2,010 930
Unbonded, alumina intermediate layer 5,050 4,070

Diffusion of oxygen through platinum has been reported orally by others; it also
has beer reported orally that a platinum alloy prevents or greatly retards oxygen

diffus.on.

e —
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FIGURE 19. EFFECTIVENESS OF VARIOUS THICKNESSES OF NICKEL DEPOSITED
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MOLYBDENUM IN AIR AT 1800, 2000, AND 2200 F (980, 1095,
AND 1205 C) (UNSTRESSED CONDITION)(41)
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Platinum and rhodium are being investigated currently for the high-temperature
short-time apLiications involved in re-entry.

Miscellaneous-Metal Base. Coatings classified in this category are the
chromium-base materials, chromium and Al-Cr-Si. The Al-Cr-Si compositions, al-
though having a chromium base, might alsc be looked upon as intermetallic coatings.
These coatings have appeared promising for different applications(4z) s and the sprayed
Al203/chromium plate/Mo system is of appreciable current interest.

Chromium plate by itself has been found to be of limited value for the protection
of molybdenum in a thermal-cyclic vibratory-stress environment at temperatures up
> 22090 F. (251} Apparently the rapid embrittlement of chromium at service tempera-
tures makes the plate highly susceptible to cracking under stress unless a restraining
cover coat is applied.

The System 300 coating uses a 3 to 4 mil chromium plate overlaid with 8 to
10 mils of flame-sprayed alumina.(171,232) This coating has shown much promise in
protecting molybdenum. It is relatively thick, and it cananot be applied to complex in-
ternal surfaces.

Chromium -nickel multilayered coatings have overcome some of the shortcomings
of the chromiurn plate. {(42) A report by Williams and 1Jammond(252) ghows use of the
benefits of both nickel and flame-sprayed Al;O3. Oxidation lives of 5-mil thick coat-
ings ranged from 300 to 500 hours under conditions of limited daily cycling from about
2000 F. Measures to increase the chromium content of the outer zone of the diffused
coatings were found to be effective in increasing the life and also appeared to improve
reproducibility. A fourfold increase in life to 1200 hours was achieved by applying a
3-mil topcoat of sprayed alumina.

Silicide-Base Coatings of Advanced Status

t is weil known that silicide-base coatings have been and continue to be under in-
tensive reseéarch and development for solving several current protection problems with

molybdenum. Table 19 shows that many organizations have been involved in this effort.

It is commonly held that vapor deposited silicide-base coatings on molybdenum
via pack cementation offer the best potential for protecting molybdenum in several cur-
rent and future space-vehicle applications. * Major effort on protective coatings today
is directed toward satisfying the requirements of these applications. There are five
coatings of this type which have attracted the most attention, viz., Disil, Durak-B,
PFR-6, Vought II or IX, and W-2.

Disil. (226b,244b) 1, connection with the Dyna-Soar program, four coating proc~

esses have been developed at the Boeing Airpiane Co. for the protection of molybdenum.

The Disil-1 coating is applied by pack-cementation siliconizing at about 1900 F
using a glass-sealed retort containing silicon and iodine. The coating is essentially

*There is a fluidized-bed vapor depotition process under development at the Boeing Aircraft Co. However, the information
released to date is too meager to be of value for making an assessmaat of the process or coating system produced therefror,
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MoSi,. Ductility of the substrate is not appreciably altered by the process nor is the

substrate measurably contaminated. However, the coated metal has less ductility than
the bare metal.

The Disil-2 coating is applied by a hot dip in molten Al-12Si. Diffusion occurs in
the hot-dip bath and excess aluminum is removed. Ductility and other substrzte prop-
erties remain essentially unchanged.

Disil-3 is a modification of the Dis’ . process. In Disil-3 the reacting iodine is
int oduced into an evacuated reaction chamber .t the coating temperature.

In the fluidized-bed process, volatilized iodine flows through a heated silicon bed
containing the article to be coated.

It is believed that the Disil-1 process is developed ¢~ the greatesi extent. Pre-

liminary design data for Disil-1 coated Mo-0.5Ti are given in Table 22.

TABLE 22. PRELIMINARY DESIGN DATA FOR L'SIL-1 COATED Mo-0.5Ti

Coating Thickness
Coating Weight
Temperature Capabilaty

0.9 mii/side
0.01 Ib/sq ft/side
Over 1 hour at 3000 F in moving air

Color Black
Roughness 15-60 rms
g 10 i 1 nour at 2000 F, preconditioning
7 08 §|5 min of 2500F, preconditioning
5 06 As cooted
o
tg-) 04
iix= 02
[ o
we O .
1600 2000 2400 2800
Temperature,F
A-39762
Hardness Very hard {off Rockwell scale)

Erosion Resistance

Amount of Recrystallization
Induced by Process

Part Dimensional Changes

Minimum Coatable Hole Diameter

Coating Thickness Control

Diffusion S.ability

Self-Healing Properties

Porosity

Thermal-Shock Resistance

Mechanical Properties

Good

Negligible

0 9-mil coating produces 0.75 mil growth/side
50 mils

0.5 mil

Good up to 2700 F

Good above 2500 F

Not porous

Good {1000 F/min heat-up, 200 F/mincool-down

Tensile yield and ultimate, % elongatiun and
Young's modulus being determined
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Perform:nce data for the Disil coatings have been reported as follows:

Coating Protective
Coating Thickness, Temperature, Life,
Process mils ____F hr Remarks
Disil-1 0.7, 0.9 2700 »>0.5 No failure
1.5 2700 5 No failure
1.5 2700 5 Edge failure
1.5 2700 <20 Substrate completely
oxidized away
2.1 2700 10 No failure
0.9, 1.5 3000 1 No failure
~ 3200 Shert times --
Disil-2 - 3000 1/6, at -
least
Disil-3 Coatings comparable in oxidation resistance to Disil~1

Durak-B. (226¢,253) This coating is the latest of a series of coatings developed
by the Chromizing Corporation. It is a modified cementation-applied coating for use on
molybdenum-~base alloys.

Preliminary tcsts and initial experience have indicated that Durak-B is superior
to earlier coalings in the Durak series with respect to reliability, reproducibility,
service life, and tolerance for surface imperfections in the substrate.

The following performance and property data have been reported:

Oxidation Tests:

Temp, F Life, hr

Slowly moving air, daily removal from Globar furnace for examination

2000 >7500, tests in progress
2400 225
2700 180

Oxygen atmosphere, 10 ft3/hr

2880 Heating time 20 sec, no hold at temp, 22 cycles, no failure
2880 Heating time 3 min 33 sec, 1 hr hold, no failure
2880 Heating time 4 min 10 sec, 8 cycles

Electric resistance heating, air atinosphere

2500 10-mirate heating and hold, 10 cycles, no apparent change

e el W B ”‘



Temp, F

Gas=air combustion he

2600

Thermal-Shock Tests:

2000

2500

Emittance:

Temp, F

98
Liie, hr
ating

30-minute heating time, 30-minute hold, 30-minute cooling,
10 cycles, no failure

A Mo-~0 5Ti cylinder, 2 inches in diameter x 1 inch long
having 31-1/4-inch holes drilled parallel to 1-inch length
and evenly spaced, was alternately heated to 2000 F (elec-
trical rcsistance heating) and quenched in compressed air
at 100 1b/sq in. to simulate a service condition. Earlier
Durak types of coatings failed at 20 cycles. Durak-B sur-
vived 43 cycles without failure, and testing was terminated.

Specimen resistance heated to 500 F and quenched with
liquid oxygen to -325 F for r cycles. Same specimen was
then heated to 2500 F and quenchcd with liquid oxygen to
-325 F in lcss than 1 second for 5 cycles with no detectable
change.

Spectral, 0.65 u, argon

1700-2600
2960-3140

Temp, F

1700
1880
2060
2240
2420
2600
>2600
2960-3140

0.86
0.75
Total
G.74
0.75
0.76
0.77
0.78
0.78
0.94 (Aerojet)(226°)
0.95

The mode of failure of Durak-B has been reported to be general and time-
temperature dependent, with no particular preference for edges and corners.

PFR-6. (222,226¢) The PFR-6 coating, formed in single-cycle codeposition
(S5i + Cb) pack cemeataticn, was developed by the Pfaudler Company. This coating was
selected fr.m several as the cne which should be optimized. Under Air Force sponsor-~
ship, research is currently in progress to scale up the PFR-6 coating process and to
optimize the coating performance by carrying out a statistically planned research

program.




Table 23 gives the reported life of PFR~6 at several temperatures as determined
by oxyacetyle.e torch testing. Preliminary data, shown in Figure 21, indicate that
thicker coatings result in longer life at 3000 F.

TABLE 23. COATING LIFE OF PFR-¢ AT SEVERAL
TEMPERATURES(226¢)

Temperature, F(a) Coating Life, hrlb)
2800 12.5
2909 4.4
3000 -
3125 2.1
3230 0.5

(a) Estimated true temperature based on emissivity of 0,8,
(b) Average of three tests at each teriperature using ¢xyacetylene torch.

Long oxidation tests at 1800 and 2000 F and cumulative oxidation testing at a
series of elevated temperatures have been carried out by the Climax Molytdenum
Company on PFR-6. The tests were carried out by heating each sample in a separate
compartment in an electrically heated muffle furnace. Air was introduced at the rear
of each compartment and was regulated to flow over the sample at a velocity of about
2" ¢ per min. During the test, samples were closely observed f{or evidencc of failure
inul.ated by evolution of molybdenum trioxide and were also inspected at intervais, ai
room temperature, for visible flaws. Data obtained at 1800 and 2000 F (Table 24) in-
dicate that PFR-6 exhibits a life of approximately 1000 hours in this temperature
range, although the reproducibility of the coating life could be improved. Within this
test region, however, minimum life was 812 hours and maximum life at least 1000

hours.
TABLE 24. COATING LIFE OF PFR-6 AT 1800 F AND 2000 F(a,b)(2262)
Total Hours Total Hours
Sample at 1800 F at 2000 F Remarks
i 500 ) 500 OK
2 50 312 Failure at surface and edge
3 500 312 Complete failure
4 500 336 Failure at one end
5 500 356 Failure due to small blister
6 . 500 500 OK
7 500 428 Failure at surface
8 60 - Coating was broken due to im-

proper handling

(d) Data courtesy of Climax Molybdenum Company,
(b) Hcating in electric muff*e.
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The cumulative oxidation data (Table 25) indicate that FFR-6 protects Mo-0.5 per
cent T substrase for time periods up to 25 hours within the temperature range 1800 to
2600 F. As much as 6 hours o *his test exposure was at 2500 to 2600 F. The wide
variations in coating life reported at elevated temperatures are probably associated

with the range of test temperatures.

TABLE 25. CUMULATIVE OXIDATION TESTS OF PFR-6(a,b){226¢)

Accumnulated Coating Life, hours, at Indicated Temperature
Sample 1800 F 2000 F 2200 F 2400 F 2500-2600 F 2700-2300 F

9 8 4 4 4 5. 5(c) --
10 8 4 4 4 6.0 5(c)
11 8 4 4 4 5. 5(c) --

12 8 4 4 4 6.0 5(c)

13 8 4 4 4 4.0 Not completed
14 8 4 4 4 5.0 Not completed
15 8 4 4 4 5.0 Not completed
16 8 4 4 4 4.0 Not completed

(a) Data courtesy of Climax Molybdennm Company.
(b) Heating in electric muffle.
{c) Failed,

It should be pointed out that the data in Tables 24 and 25 were obtained with
PFR-6 samples prepared in January, 1961. Since then the reproducibility of PFR-6
has been improved.

Thermal-shock tests on PFR-6 were also conducted by Climax. A specially con-
structed thermal-shock cycle apparatus was used in which the samples were heated
from 80 F to testing temperatures in 30 seconds, held at testing temperature for 15
seconds, then cooled to 80 F in 45 seconds by air blast. Every 10 cycles the samples
were allowed to cool in still 2ir so that failures might be detected. Results are pre-

sented in Table 26.

Data obtained from low-temperature ductility tests (Table 27) indicate that the
PFR-6 coating process does not severely impair the mechanical properties of che
substrate.

In the Pfaudler Laboratory, oxidatiun tests were carried out on bent samples to
determine the extent of demage brought about by bending. Samples were bent over a
1.5-in.-radius die at 150 F prior to the oxyacetylene torch test. Since in earlier,
more severe bending tests failure appeared on the concave side of the bent samples,
the torch flame was directed onto the concave side of the sample for the oxidation
tests. Asg in previous work, the 3000 F test temperature was measured by an optical
pyrometer assuming an emittance of 1.0. (Assuming an emittance of 0.8, the test
temperature would be 3125 F.) In addition to tlie Climax test results, these postbend
oxyacetylene torch test data (Table 28) indicate that the bend ductility of the PFR-6
coated Mo-0.5 per cent Ti substrate is adequate in the working range explored.

oot

S .
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TABLE 26. THERMAL-SHOCK TESTS OF PFR-6 FROM 80 F TO TEST
TEMPERATURE(2)226¢)
Thermal-Shock Cycles 11500 F Test",
Sample End A(b) End B True Temp, F Remarks
17 500+ 500+ 1780-1810 OK
18 500+ 500+ 1780-1810 OK
19 500+ 400 1780-1810 End B faiied due to
small blister
12000 F Test'";
True Temp, F.
20 500+ 500+ 2000-2080 OK
2} 500+ 500+ 2000-2080 OK
22 271 500+ 2000-2065 End A failed with

evolution of Mc 03

(2) Data courtesy of Climax Molybdeiium Company,
(b) The two ends of each specimen, designated A and B, were tested simultaneously.

TABLE 27. BEND DUCTILITY TEST OF PFR-6 COATED Mo-0.5 PER CENT Ti
AT LOW TEMPERATURES(a)(226c) .

Temperature, Bend Angle,
Condition of Sample(b) F degrees Remarks -

Uncoated -80 7 Failed
Mo-0.5% Ti -70 6 Failed
~-60 45 Failed

-20 150 Limit of fixture(c)

30 150 Limit of fixture(c)

78 150 Limit of fixture(c)
As coated 18 8 Failed
110 20 Failed
120 16 Failed
125 35 Failed

130 150 Limit of fixture(c)

150 150 Limit of fixture(c)
Coated samples exposed 78 4 Failed
for 500 hr at 1800 F 150 3 Failed
plus 25 hr at 2000 F 175 75 Failed

200 150 Limit of fixture(c)

(2) Darta courtesy of Climak Molybdenumn Cou.pany.
(b) 30-mil-thick substzate,
(c) No failure,
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POSTBEND LIFE OF PFR-6 IN THE

OXYACETYLENE TORCH(226¢)

Batch

Postbend Coating

Life

at 3000 F, hr(a,b)

1.53
1.48
1.95

1.47
1.57
1.38

1.68
1.85
1.98

+.82
1.57
1.80

1.42
1.98

(2) 3000 F assumiuy cuuttance of 1,0(3125 F assummng emittance of
0.8). Sample thermal shocked with 30 psi air blast every 0.5 hr,
(b) Oxyacetylene torch heating.

Vought 1II or IX. (226b,257) These coatings have been developed at the Chance
Vought Corporation. It is not known which coating currently is the most promising.

Figure 2Z shows weight losses measured for these coatings on Mo~-0.5Ti at 2800 F for

3.5 hours; presumably the coating systems were not run to failure. A iife of 8 hours
at 2800 F in static oxidation has be:n reported for a 16-mil sheet specimen of Mo-

0.5Ti with a 1.2-mil coating.

B

—o X

—

A !
© At each check point specimens
& 3— were cooled, weighed, ond reheated
- 1 k( e
§ 2 5 test temperature Vought IL
-
=
R=y
Q
= ol
0 l 2
Time, hr

3 &

A-39739

FIGURE 22. STATIC OXIDATION TESTS GN VOUGHT COATINGS FOR
Mo-0.5Ti AT 2800 F FOR 3.5 HOURS
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Sustained-load thermal-cycling test results for Vought-coated Mo-0.5Ti have
been reported as follows:

Load, per
cent of ultimate Time, min Temperature, Number
tensile strength  Heating At Temp Cooling ¥ of Gycles Remarks
60 5 5 10 80-2000 40 Nc failure
60 5 5 10 80-2800 4 N¢ failure

Table 29 gives results for repcated load tests; Table 30 gives room-temperature ten-
sile properties of uncoated and coated Mo-0.5Ti; and Table 31 gives tensile-elongation
data.

The reduction in tcnsile strength of coated Mo~0.5Ti (Table 30) has been r¢-
ported to be directly proportional to thc amount of substrate ""removed! during coating
(i.e., to the coating penetration depth). The coating does not seera to affect the sub-
strate adversely otherwise. This conclusior. is report 'd to hold for metal thicknesses
as small as 10 mils.

w-2.(22,221,226¢) Ty, W-2 coating was developed several years ago by the
Chron;;.ﬁ;)y Corporaticn. As a resuii, this coating has been evaluated more extensively
and by more different organizations than any other known coating for the protcction of
the refractory metals.

Optimization of the W-2 coating has been in progress under Air Force sponsor-~
ship for the purpose of establishing reliability and reproducibility. (221,226c) The
program was planned, executed, and analyzed by statistical procedures. Reference
should be made to the final report on this program for a full review of the objectives,
procedures, and results. (221)

OUne conclusion reached in the program was that properly rounded sheet edges
are a necessity if W-2 coated molybdenum is not to fail prematurely. It was found that
failures on edges were randomly distributed among oxidation test data. Because edge
preparation was not included as a variable 'n the study, and these failures were prema-
ture, analysis of the results was made with :.nd without edge-failure data.

Part of the optimization program involved predicting the life of the optimum
coating, and specifying the tolerance limits for these predictions. The predictions
made are affected by whether cdge failures are or are not included in the data. Tdge
failures influenced the average lives of the coatings and the shape of the distribution
curve for the oxidation-~test data. With edge failurcs included, the distribution curve
tended to assume an extreme-value configuration. Without edge-failure data, the dis-
tribution curve had the normal symmetrical shape The effects of edge failures can be
seen from the predictions listed in Table 32.
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TABLE 30. ROOM TEMPERATURE TENSILE PROPERTIES OF UNCOATED
AND VOUGHT COATED Mo-0. 5Ti(226b)
Test Yield Ultimate
Gage, Surface Temperature, Strength, Strength, Elongation,
in. Condition F 1000 psi 1000 psi )
0.016 Uncoated 78 122.0 135.4 9.6
0.016 Coated 78 103.5 113.3 9.6

TABLE 31. TENSILE-ELONGATION STUDIES OF VOUGHT COATED Mo-9. 5Ti(2260)

Test Maximum Elongation of
Gage, Temperature, Stress, Coating,
in. F 1000 psi % Remarks
0.016 78 110.0 1.5-2.0 No oxidation occurred on elongated
area upon subjection to a static
0.010 1600 18.8 2-3 oxidation test
0.016 2800 14.3 14-15
TABLE 32. PREDICTIONS OF MINIMUM LIVES OF THE OPTIMIZED
W-2 COATING BASED ON EXTREME-VALUE AND
NORMAL DISTRIBUTIONS(226¢)
Minimum Life at 2700 F, cycles(2)
Tolerance Extreme-Value Normal
Edges Limit Diswribution Distribution
Included 99.9 2.1 10,1
99.0 9.8 13. 4
95.0 15.4 16.3
Excluded 99.9 6.4 13.0
99.0 12.7 15.7
95.0 17.3 8.1

{a) One cycle involves 2 hours at 2700 F, using fumace heating,
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Because of the extensive evaluacions which have been made on W-2 ccated molyb-
denum, it is impractical and outs’de the scope of this repnrt to review all of the avail-
able infiormation. References to much of this information are as follows:

Catego y of Infermation References
Oxidation
Furnace 42,226b,235
Oxyacetylene torch 226b
Plasma torch 196,233,226b,237
Induction 232,234
Thermal Shock 42,171
Impact 171
Emittance 145,232

Mechanical Properties

Bend 42

Compression 235

Creep 235,259

Flexure and fatigue 171,231

Stress rupture 42

Tension 42,231,232,234,235,260

Torsion 235
Hardware

Corrugated core sandwich 234

GE-McDonnell test box 211,226b

Missile probes 258

Outer-wall heat shield 226¢

Wedges 226b,235-VII

Figure 23 shows the relationship between W-2 coating thickness and life of
ccated alloy sheet in cyclic furnace oxidation at 2700 F. The life of W-2 coated molyb-
denum sheet is shown as a function of temperature in Figure 24; it should be stated that
these data were reported in October, 1960, before the W-2 coating was optimized.

This statement holds also for most of the test results in existence at the time this re-

port was prepared.

Variation of tensile ultimate and yield stress, elongation, and Young's modulus

for W-2 coated Mo-0.5Ti tested in air is given in Figures 25, 26, and 27, respectively.

All of these tests, which were reported by Mathauser et al. (234), were performed at a
nominal strain rate of 0.005 iach per minute up to the yield stress and at an increased
rate of approximately G.05 inch per minute above the yield stress. In the elevated-
temperature tests, the specimens were heated to the desired test temperature and ex-
posed to air at temperature for 0.1 hour prior to loading.

Information from various sources on normal total emittance versus temperature,
normal spectral emittance versus wavelength, and variation of normal spectral emit-
tance versus wavelength with heating time in air have been summarized in DMIC
Memorandum 103.(145) Althourh there have been serious discrepancies in emittance

G ER ke w4
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data produced from different sources for the W-2 coating, probably due to, in part at
least, the severa. factors discussed earlier under Emittrnce, it now appears that 0.6 is
about the best value for the normal total emittance.

Ccatings With Other Base Classifications
and Unclassifiable Coatings

Information for three electrophoretic-type-coating efforts and one pack-
cementation diffusion-coating effort is presented briefly in this section.

The Vitro coating of MoSi,~6Ni applied to molybdenum by electrophoretic deposi-
tion and subsequent treatment (Tables 19 and 20, and Reference 180) has been reported
to give protection for 100 hours at 2600 F and for 20 hours at 2700 F'. This coating
system has been reported to be in the research status. The Narmco and Thiokol coat-
ings, which are applied by other me hods, appear to have a somewhat similar over-all
chemistry, but the reported upper use temperatures appear to be appreciably lower
than that reported for the Vitro cuaiing. These coatinos have been classified as
silicide-base coatings in Tables 19 and 20.

In two programs, recently sponsored by the Air Force, studies have been made
on cermaet-type coatings applied by electradeposition techniques involving simultaneous
electroplating and electrophoretic processes.

In the Value Engineering Co. program primary emphasis was on short-time
erosion resistance and secondary emphasis on oxidation resistance directed toward
rocket-nozzle applications. Data reported by Huminik(185) on coatings for molybdenum
are presented in Table 33 (also reported were coatings for tantalum and tungsten, these
will be presented in later sections).

Oxidation data on cermet electroplated c.oatmgs of Ni-§i0,, Cr-ZrOz, and
Ni-ZrOy on molybdenum, as reported by Wxthers 3,226¢) , are given in Table 20.
Depending on the metal-ceramic system, 5-mil coatings on molybdenum resisted oxi~
dation at 2500 F for 2 to 5 hours in furnace heating with slowly moving air. These
coatings have not been tested extensively, but, according to Withers(226c), they appear
to offer potential in coating applications. The amount of ceramic can be controlled and
graded from a very small amount to almost pure ceramic. This ability should be
advantageous in matching the thermal expansion of a substrate, in accommodating mis-
match by proper gradation, and in applying a virtually pure ceramic material on a
graded cermet.

In addition to the work on cermet-type coatings, the American Machine and
Foundry Co. very recently reported development work on diffusion coatings applied by
pack-cementation techniques and designated as Amfkotes. According to Withers(226c),
these coatings, which are applied in 5 to 20 hours in the temperature range of 1500 to
2200 F, are composed of various combinations ot elements including Be, B, C, My,
Al, Si, Ti, V, Cr, Fe, Ni, Zn, Zr, Cb, Mo, Ta, W, and Re. The following evaluation
results were reported for Amfkote-2, which agpparently is the most promising of the
series for molybdenum.

-y
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TABLE 33. CHROMIUM-ZIRCONIUM OXIDE AND CHROMIUM-ZIRCONIUM
BORIDE COATINGS FOR MOLYBDENUM(185)

Time to Oxidation
Coating Failure in Screening(b),
Thickness, Flame Test(a), 1 hr at Thermal
Specimen mils seconds 2000 F Shock(c)

Chromium-Zirconium Oxide

K 3.15 380 No failure No failure
L 3.25 390 Ditto Ditto

M 3.15 350 " "

N 4.95 495 " "

Chromium-Zirconium Boride

A 3.15 1500+ No failure No failure
B 3.30 1845+ Ditto Ditto

C 3.63 2000+ " "

D 4.95 2500+ Pinhole oxidation "

(a) Conducted on spzcimens 0.062 inch thick x 0,5 inch wide x 2,5 inches long. Specimen temperature maintained at
3860 F. Corrections for emittance and heat ivss were considered in reported temperatute, Flame chemistry was oxidizing,

(b) Electric-fumace heating,

(¢) Test consisied of cooling specimen to 0 F and then submitting it immediately to the flame test untii specimen was uni-
formly heated to 3860 F, This was followed by an immediate quench in cold water, Consifered to be more severe test
than actual rocket firing.

T
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Temperature, Oxidation

F Life, hr Heating Method
2800 19-45 Furnace
3000 8-9 Oxidizing flame
3200 8 Ditto
4200 3/4 "

Cyclic-oxidation resistance for greater than ten cycles was reported to be good and
self-healing was indicated above 2300 F. Normal total emittance was xeported as 0.76
at 750 ¥, 0.9 at 1139 F, and greater than 0.95 at 1337 F.

The life of Amfkote-3 coated molybdenum was reported as 264 hours at 2500 F;
resistance to thermal shock was indicated to be less for Amfkote~-3 .han for Amfkote-2.

Comparative-Evaluation Programs
on Coating Systems

Although the resuits piesented in this section are somewhat out of date, they are
included to indicate (1) general broad trends, (2) the types of programs which have been
carried out, and (3) the necessity for the establishinent of end-application categories
and associated stzudard evaluation techniques for protective-coatings systems.

With respect to the information in this section, the following points should be
borne in mind:

(1) Amfkote-2 has been announced only recently.
(2) Disil is new with respect to all but one of the evaluations presented.
(3) Durak-B has supplemented or superseded the Durak MG coating.

(4) PFR-6 is new with respect to all but one of the evaluations, and has not
been fully optimized as yet.

(5) Vought I or IX is new to all but one of the evaluations.

(6) W-2 has been optimized recently, and, with the possible exception of
one evaluation, the optimized W-2 was not available.

Programs Oriented Toward Aircraft Gas Turbines. (171,236,249) The first major

effort to protect refractory metals from oxidation was directed toward molybdenum for
use in aircraft gas turbines. This application was of major interest until space appli-
cations becamc important. At the present time, the protection of turbine buckets in jet
engines, although it remains unsolved, apparently has been relegated to a position of
secondary uaportance relative to the space-vehicle application.

Doane{249), of the Climax Molybdenum Company, reported evaluations of the
ductility and relative resistance to oxidation, thermal cycling, ballistic impact, and
erosion of unalloyed molybdenum and Mo-0.5Ti coated with the following materials:
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(1) Al-Cr-Si sprayed-metal coating
{2} Ni-Cr-B sprayed-metal coating
(3) Ni-5i-B sprayed-metal coating
(4) Composite coating of (1) and (3)
(5) Electroplated chromium
{6) Electroplated Cr-Ni composite
(7) Nicke) cladding.
The evaluation tests were conducted at 1800 F. Other tests included determination of
ambient-temperature ductility of coited molybdenum and oxidation tests at tempera-
tures up to 3000 F. The benhavior and nature of the general types of coatings studied
were summarized as follows:
(1) Al-bondced coatings. Theac coatings were characterized by excellent
bonding to base molybdenum through the formation of a MozAl-type
layer which delayed oxidation of the underlying molybdenum. In evalu-
ation tests at 1800 F, the coatings exhibited good resistance to oxida-
tion and thermal shock; moderate resistance to erosion; and poor re-

sistance to ballisiic impact. Oxidation tests at higher temperatures
indicated the coatings tv be useful at temperatures up to 26060 F.

(2) Ni-base coatings. These ductile coatings served well until cracks
occurred, allowing oxidation through the cracks and resulting in the
formation of nickel molybdate, which in turn accelerated failure under
thermal cycling conditions. In evaluation tests at 1800 F, the coatings
exhibited good resistance Lo oxidation and ballistic impact; and moder-
ate resistance tc¢ crosion and thermal shock. Oxidation tests at higher
temperatures indicated the coatings to be useful at temperatures up
to 2200 F.

{3) Cr and Cr-Ni electrodeposited coatings. Cracking of chromium pro-
moted pit-type attack on underlying molybdenum. The presence of a
nickel overlayer delayed this attack. In tests at 1800 F, these coat-
ings exhibited good resistance to ballistic impact and erosion, erratic
behavior in the oxidation test, and poor resistance to thermal shock.

It was stated that no one coating provided optimum protection under all evaluation-test
conditions, and it was considered probable that individual uses for molybdenum would
require coatings which emphasize one attribute in preference to others.

Giancola(236), of the WADD Materials Laboratory, reported an evaluation of pro-
tective coatiags for molybdenum nozzle guide vanes. Thirty-seven vanes were coated by
11 different organizations (only three were identified) for resistance to jet-engine op-
erating conditions. These vares were evaluated in an eng’ ‘e exhaust stream at 1860 o
1890 F for a total time of about 4 hours. The total tim« s broken down as follows:
three periods of 1 hr each {to evaluate coatings for res .e to cxidation and erosion),
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followed by three 15-minute anc five 2-minute thermal shock cycles. The test program
led to the following conclusions:

(1) Failure of electrodeposited metallic coatings occurred without exception
on the inside coating or at the edges of the guide vanes.

(2) The outside coating of electrcdeposited metallic coatings provided the
best protection against oxidation and erosion of all the coatings tested.

(3) Metallic coatings, in general, withstood erosion better than the non~
metallic aluminum-silicon-chromium dip and spray coating.

{4) Thinner coatings were less susceptible to thermal-shock cracking but
suffered more through erosion leading to oxidation.

(5) All coating materials proviied some degree of protection to molybdenum;
however, no one coating gave complete protection throughout the 4-hour
test period.
Mittenbergs et al. (23 1), of Baiielle Memorial Institute, investigated the fatigue
properties of coated molybdenum in tension-tension loading under various conditions of
temperature and stress concentration. Three coatiags were involved in the study:

(1) w-2
(2) Flame-sprayed Al-Cr-Si

(3) Nichrome-V-clad with a chromium diffusion barrier and with edges
protected by weld beads.

Fatigue behavior was investigated and tensile properties were measured on unnotched
and notched sheet specimens at 1800 F, ambient temperature, and -40 F. Testing of
the coated specimens at 1800 F was done in air. Tables 34 through 37 partially sum-
marize the information generated in this study. All coatings studied lowered the farigue
strength of unnotched and notched specimens at all three temperatures. The coatin,s
increased the notch sensitivity in all cases. Thus, the coatings were more detrimental
to the fatigue strength of notched specimens than to that of unnotched specimens.

In this program, the W-2 cualing proved to be the most reliable of the three coat-
ings investigated. The reliability of the Nichrome-V-clad molybdenum by itself proved
to be very good. However, the protection of the edges presented a critical problem.
Edge welds required considerable care and inspection. In addition, edge welds caused
undesirable notch effects at room and low temperatures. The Al-Cr-Si coating had
considerable variation and pocr adherence, and its reliability was low.

< e sman i gt
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TABLE 34. TENSILE PROPERTIES OF MOLYBDENUM SPECIMENs(2%1)

Average Data

0.2 Per Cent

itimate Offset
Suvrface Tensile Strength, Yield Strength, Elongation,
Condition 1600 psi 1000 psi per cent

Room Temperature

Unprotected 105.4 99.3 26.5
W-2 coated(d) 94.5 88.0 30.9
Al-Cr-Si coated(a) 89.5 80.0 31.2
Clad(b) 91.7/111.9 88.7/108.3 1.6
1800 F
Unprotected 51.6 44.2 9.0
W-2 coziedla) 45.7 42.2 11.8
Al-Cr-Si coatcdl@) 42.4 37.7 14.2
Clad(b) 39.6/48.3 35.6/43. 4 14.0
-40 F
Unprotected 121.2 (c) 0.06(d)
W-2 coated(@) 84.9 (c) old)
Al-Cr-Si coated(?) 119.4 (c) 0.10(d)
Clad(b) 56.3/68.6 (c) o{d)

(8) Stress values are “ased on cyoss section before coating,

(b) Of tae two stress values given, the first are based on specimen cross section, including the cladding, before eage weld-
ing, and the second refer to molyhdezum only. The latter are 1.22 times higher, with the factor of 1.22 determined
from average thickness measurements of laycrs in samples of clad material,

(c) Specimens failed before reaching 0.% per cent offset yield point,

(d) Determined from strzss-stzain recordings,
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Graham and Hall(””, of the General Electric Co., ¥PLD, conducted an investi-
gation of the following coatings on molybdenum at 2200 F by thermal shock, fiexure
{(fa*igue), and impact tests:

Coatin
Manufacturer Coating Materiall2) Process
Linde Air Products LM-5 MoSiy Sprayed (detcnation gun)
Climax Molybdenum Al-Cr-5Si Al-Cr-5i Flame sprayaed and

thermally diffused
Chromalloy Coxp. w-2 MoSi; + Cr Pack reaction

General Electric Co. System 300 Cr + Al;,0, Plating and flame
spraying

(a) Coating material reported by Graham and Haif*™D),

Thermal shock and flexure testing were conducted in the GE flame tunnel described in
the referenced report. The buckets were thermal cycled from 1000 to 2200 to 1000 F,

} utilizing a 2-minute cycle. One bucket of each coating set was cycled until failure was
observed. The other bucket of the same coating set was then thermal cycled 100 times,
impacted, and then cycled until failure was observed.

A Krouse mechanical fatigue machine incorporating a variable displacement head
there was an estimated outer fiber stress of 10,000 psi at 2200 F. The specimens were

was used to load the specimens for fatigue testing. The specimens were so loaded that
under observation during testing, and times of initial failure (observance of MoO3
smoke) and complete failure (specimen broke) were noted and are indicated in Table 38.

A "BB'-type air gun which propelled a 1/16-inch stainless steel pellet at an im-
pact velocity of 75C feet per second was used to impact test the specimens while they
were being exposed at various temperatures within the flame tunnel. As summarized
by Graham and Hall, '"the relative order of merit, as based on these tests would be,

beginning lowest, Linde LM-5, Climax Al-Cr-Si, Chromalloy W-2, and General
Electric System 300 which had the highest order of merit. " *

Programs Qriented Toward Space Vehicles. Comparative evaluation programs
of coatings for molycdenum in space-vehicle applications have generated information on
protective life as it is affected by temperature, reduced pressure, and strain, and on
the tensile and compressive properties of coated molybdenum. The organizaticus who
conducted these studies performed the evaluations, but in general, did not prepare the
coated specimens.

The Martin Company. (232,266) The effects of temperature, pressure, and strain
on the life of four coating systems was investigated by Wilks and Magalotti on a statisti-
cal basis using the following test conditions:

{1) Temperatures from 2000 F to the maximum at which the coatings
afforded protection.

*See the remarks by Seclig and by Graham and Hall fu 122 seudiun of this report on Reliability,
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(2) Pressures from 0.01 to 1 atmosphere.
(3) Strains from 0 to 1 per cent.
(4) Time at temperature to 1-1/2-hr maximum.

The experimental test program was formulated on the assumption that two basic
types of failure might be expected to occur in diffusion-type coatings: (1) cracking
failures and (2) diffusion failures. Cracking failures are characterized by discvete
separations in the coating, exposing the base metal to oxidation. This type of failure
is primarily a function of temperature and strain. Diffusion failures, in contrast, are
always time-dependent since, by definition, they occur as a result of gradual changes
in the protective barrier as diffusion progresses.

The following four coatings on Mo-0.5Ti were evaluated:
(1) W-2 (Chromalloy Corp.)

(2) Al-Si (National Research Corp.)

(3) Al-Cr-Si (Climax Molybdenum Corp.)

(4) GE System 300 coating (General Electric Co.}.
Three types of tesis were conducted:

(1} Tensile tests, at both room and elevated temperature, to evaluate the
strength and ductility of the coated material.

{2) Strain tests to determine the deformation which the coatings conrid
tolerate before cracking.

(3) Oxidation tests to evzluate the effects of temperature, pressure, and
strain on coating life. (Coating failure was signified by the appearance
of the volatile MoO3 oxide.)

The results of these studies are documented in a report(23z) prepared for the U. S.
Navy Bureau of Weapons.

The effect of temperature on tensile strength and ductiilty of coated Mo-0.5 per
cent Ti alloy is shown in Figures 28 and 29. The coatings drastically reduced the
room-temperature ductility of all samples. However, coated specimens did exhibit
ductility in the temperature range of 500 to 3000 F, but these tests provide no measure
of coating ductility as such. Strain-to-~coating failurz tests revealed the strains which
could be tolerated before cracking occurred. These strains, in general, first in-
creased gradually with temperature, then increased abruptly as shown by the data in
Figures 30 through 34. Data obtained from the Ai-Si and the Al-Cr-Si coatings sug-
gested that they exhibit ductility at somewhat lower temperatures than the W-2 coating.
However, differences observed in two lots of the same coating were as large, in some
cases, as differences among the various coatings.
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For tinie W-2 coating, tested at temperatures below 3100 F, failures did not, in
general, occur within the 90-minute maximum exposure time employed. Tests at
higher temperatures, however, revealed that temperature i3 a highly significant factor
in the time necessary for the coating to fail. The ambient pressure did not have any
measurable effect on coating life. Strain levels below those which crack the coating
had no measurable effect on coating performance. OQver-all data for “he W-2 coating
suggested that strain at the 2500 to 2650 F temperature ievel should be limited to some-
what less than 0.5 per cent, while at 2300 F and above, strains can be tolerated to at
least the 1 per cent level (Figure 34).

Tests on the Al-Si coating, conducted in the temperature range from 2500 to
3100 F, revealed that temperature is again the overriding factor influencing coating life
(Figure 35). Pressure and strain did not grossly affect coating performance within the
range studied. Tests conducted on the Al-Cr-5i coating, in the range of 2000 to 3100 F
gave extremely erratic results due to variations in the coated specimenrs. Coating fail-
ure, as revealed by the formation of the volatile molybdenum trioxide, was observed
during heating to the test temperaiures in numerous specimens. The GE 300 coating is
a duplex coating consisting of a 5-mil chromium plate and an additional flamc-sgrayed
layer of aluminum oxide. Tests indicated that this cocting has 4 limited but consistent
coating life o temperatures up to 3000 F, but the coating life decreases rapidly there-
after. Pressure and strain to 1 per cent above 2800 F did not grossly affect coating
periormance (Figure 30).

In summary, it was concluded that the W-2 coating exhibited the besi iemperature
capabilities with extended life to about 3000 F. The GE 300 coating had limited life at
3000 F, and the temperature capabilities of the Al-Si and Al-Cr-Si coatings were still
further restricted The W-2 coating had less strain tolerance before cracking at 2500
to 2650 F than the other coatings, but exhibited adequate ductility at higher tempera-
tures. All coatings were quite brittle at room temperature but exhibited ductility above
1600 ¥

North Amarican Aviation. (267) Simple test coupons of molybdenum TZM were
submitted to three suppliers for application of their protective coatings. Thc coated
coupons were then tested by: (1) a succession of 1-1/2~hour thermal cycles (each cycle
including 1/2 hour at maximum temperatures up to about 3000 F, and (2) a continuous
exposure to a high-velocity gas stream at temperatures up to about 3000 ¥. Based on
the screening tcst results, cost, and availability, the Durak coating was selected for
further testing. Twe of the significant screening-test results were as follows:

Sample Test Temp, F Results
TZM/Durak  Thermal cycle 2800 4 cycles with 1.6 per cent
weight loss; edge and surface
failure
TZM/Durak Erosion 3000 1.5 L.curs with 0. 05 per cent

weight loss; edge failure only

WADD/ The Pfaudler Company. (244b,226¢) Coupons of coated Mo-0.5Ti{1.5x3x
0.33 inch) were testad at The Pfaudler Company under the obsexvation of Mr. J. R
Mvers, of the Dynasoar Engineering Office, WPAFB. The coupons .ere tested in
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triplicate in Pfaudler's oxidizing oxyacetylene torch facility with cold-air blasts at
1/2-hour intervals. Additional procecdural details of the experimental work beyond
these are not known. Results were as follows:

‘ Coating Life at Indicated Temperature, hr
Coating Thickness, Cougon Average
Designation mils 2850 F 2960 F 2850 F 2960 F
Disil~1 1.5 1.00 0.47
1.23 0.50
1.30 0.58 1.18 0.52
PFR-6 2-2.5 2.13 1.07
2.38 1.10
3.12 1.37 ¢.54 1.18
Vougtt Il or IX 3.8-4 3.42 1.00
3.17 1.12
4.15 1.40 3.78 1.17
w-2 2-2.5 (0. 80) 0.35
1 68 0.40
1.72 0.42 1.40 c¢.39
(1.70)

Langley Field, NASA. (233,237) A number of leading-edge specimens of Mo~
0.5Ti, coated with Durak and W-2, were tested by Peters and Rasnick{233) in a 6-inch
subsonic low-pressure arc-powered tunnel and a 1,500-kw subsonic arc jet. The re-
sults indicated that these coatings provide adequate protection at temperatures up to
3000 F for the durations of the tests in these facilities, i.e., approximately 70 seconds
in the arc tunnel and approximately 10 minutes in the arc jet. Weight losses (<0.5 per
cent) experienced by a few of the coated specimens suggested that tests of longer dura-
tion in these environments mzy prove dcleterious and that the stability of the coatings
might be reduced under the low=pressure envircnmental conditions encountered during
re-entry.

Trout{237) tested models of coated Mo-0.5Ti in a Mach 2.0 air jet at an average
stagnation temperature of about 3800 F and a stagnation pressure of 105 psia for ap-
proximately 60 seconds or until the model failed. Conclusions reached were as follows:

(1) Under the test conditions, models of Mo-0.5Ti were successfully pro-
tected against oxidation by chrome plate, Chromalloy W-2, nickel
aluminide, and flame-sprayed molybdenum disilicide.

(2) Models of Mo-0.5Ti coated with chrome-nickel plate, flame-sprayed
zirconia-molybdenum larninate, and flame-sprayed alumina-
molybdenum laminate failed during the test.

Picatinny Arsenal. (196) Experimental probes of molybdenum were prepared with
eight different coatings and subjected to varying heat inputs for a total duration of
60 seconds in a small, water-stabilized plasma arc. The initial heat input was
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100 Btu's/’ft2)(s<c); the heat inpvt was gradually i rca. .dto 500 Btu's/ “+2)(-cc) after
25 seconds, then slowly decreasw.d te 400 Btu's/y:¥ ‘s2c afte © . icins. fhe tem-

peratures attainec on the leading-ed, : surfzces "ur tl t .ts were de.erminec with

an optical pyrorr 2er.

Unier thesc conditions of equal heat input, the sur- ice temperatu *es of the probes
varied c...siderably due to the different emissivities, thermal conductivities, decom-
pcsition rates, and densities. A probe coated with zirconium diboride {5 mils thick)
attainec¢ ne highest surface temperature (4400 F), due to lower thermal conductiviwy
and less heat capacity compared with most of the other coatings.

Coatings tested and results obtained are given in Table 39. Cu. of the eight coat-
ings tested, two of them (LM-5 and W-2) did not protect the molybdenum from catas-
trophic oxidation under the test conditions®. The coating which exhisited the least dam-
age was a flame-sprayed cermet coating of 90W-10Zr0O,.

Bell Aircraft Corporation. (235,Vol 1) The extensie investigations carried out
at Bell, under the direction of Anthony anu Pearl, to deterraine the feasibility of utiliz~
ing available heat-resistant materials for hypersonic leading-edge applications have
been well reported elsewhere. (235) During the initial survey phase of this program,
aviilable information was reviewed on 106 materials which incluced 22 refractory
metale and alleys and 30 protective coatings. Subsequently a screening-test program,
wtich included \hiree metals and five coating systems, was carried out to fill the gaps
in available data and to provide consistent sets of data upon which to base selections.
Using the data obtained experimentally and the methods develop2d for assessing suit-
ability for the desired mission, refractory-metal coating systemns selected for further
¢valuation from the then available materials were: W-2/Mo-0.5Ti and Durak MG/
Mo-0.5Ti.

in follow-up work at Bell on these two systems, which is reporied in detail in
Reference 235, Vol VII, the pertinent conclusions reached were as follows:

{1) Not even the most promising of the then available coating systems
possessed the high reliability required for use on c.ritical components,
such as leading edges, of manned, reusable hypersonic gliders.

(2) Of the two protective coatings evaluated on Mo-0.5Ti, W -2 and Durak
MG, the former appeared to offer superior resistance.

(3) A major problem 1n the protection of the molybdemun alloy by the two
coatings was the adequate protection of edges ard corners.

(4) Aveilable inspection techniques were inadequat¢ for determining the

acceptability of che coated refractory materials investigated.

Southern Research Institute. (235, Vol IV) 14 jine vith the objectives of the work
done at Bell, a mecharical-property study of bare and V-2 and Durak MG coated

*The repor: of this work w>r ..« “wremter, ayat Mov receatly (Mav-June 1961)(258) ¢ has been reported that W-2 suce
cessfully protected M+ -0, §Ti pro. .in .. ieam velocities abcve Mach 4 at tzmperatures of 3850 F for 45 seconds,

——
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Mo-0.5Ti was carried out by Kattus, Preston, and Lessley. Their findings were as
foilows:

(1) Both coatings had an cxtreme embrittling effect and a weakening effect
on the substrate at room temperature.

{2) At 1200 F and above, the coated material was equivalent in strength
and only slightly less ductile than the bare metal.

{3) Under tension and compression loads, the coatings absorbed, without
failure, elastic strain and varying degrees of plastic strain from less
than 1 per cent up to 18 per cent deperding on the conditions.

(4) Although the coatings could absorb considerable plastic strain under
many conditions, further research was needed to safely extend their
usefulness beyond small amounts of plastic strain at 2100 F and at
roomn temperature.

Figures 37 through 41 were selected from the numerous graphs presented by
Kattus, Preston, and Lessley on the mechanical propertits of W-2 and Durak MG
coated Mo-0.5Ti. They are self-explanatory with the exception of Figure 39. Due to
variances in the experimental results, an averaging analysis of the stresc - .train
curves for bar material was done at the 0.002 in/in/min strain rate. The curves in
Figure 39 represent the results of this averaging; and, as stated by the originators o:
this work, may be employed for coated or bare material in tenzion *r compression.

The Marquardt Corporation. Preliminary tensile properties reported for uncoated
and Durak MG, PFR-5, Pfaudler Cr, and W-2 coated Mo-0.5Ti are pcesented in Fig-
ures 42 and 43. No additional information on the identity of the Pfaudler Cr coating is
available.
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FIGURE 37, EFFECT OF TEMPERATURE ON TENSILE PER CENT ELONGATION
OF W-2 COATED AND DURAK MG COATED MOLYBDENUM-0.5 PER

CENT TITANIUM BAR, ARC CAST, FULLY
RECRYSTALLIZED{235, Vol V)
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FIGURE 42, PRELIMINARY ULTMATE TENSILE STRENGTH OF Mo-0,5Ti SHEET

UNCOATED AND WITH VARIOUS COATINGS(260)
Test Conditions:
Machine ~ E, T.T. M,
Method of Heating - Resistance
Time to Teat Temperature - 200 F/min
Hold Time at Temperature ~ 5 min

Strain Rate to YS ~ 0,001 in, /in, [dec
Strain Rate From YS to UTS - 0,01 in, /in, /sec

Atmosphere

Coated - Air
Uncoated - Argon-7% hydrogen

Sheet Thickness - 0,050 - 0,060 in,

Gage Length - 2,0 in,
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PRELIMINARY AVERAGE TENSILE ELONGATION OF Mo-0, 5Ti SHEET
UNCOATED AND WITH VARIOUS COATINGS(260)

Test Conditions:
Machine - E, T, T, M.
Method of Heating -~ Resgistance
Time to Test Temperature - 200 F/min
Hold Time at Temperature - 5 min
Strain Rate to YS -~ 0,001 in, /in. /sec
Strain Rate From YS to UTS - 0,01 in, /in, /sec

Atmosphere;
Coated - Air
Uncoated - Argon-7% hydrogen

Sheet Thickness - 0,050 - 0,060 in,
Gage Length - 2,0 in,
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Coatings_for Columbium

Major research and development on protective coatings for columbium ie recent
relative to thav for molybdenum. There is evidence to indicate that all coatings whica
appeared promising for molybdenum (and some which did not) were tried on columbium.
Usually a good translation from one system to the other was not effected. Thexe are
three reasons for this:

(1) Major differences in coating-substrate chemistry (see remarks under
Importance of Substrate Composition)

(2) Differences in thermal, physical, and mechanical properties

(3) Columbium (and tantalum) have appreciable solubility for oxygen
and nitrogen which severely embrittles the gubstrate, and this
""contamination' must be prevenied as well as gross oxidation.

As with molybdenum, eftort on protective coating. for columbium-base alloys has
been directed toward aircraft gas-turbine and space-vehicle applications, Also, a very
substantial amount of effort has been directed toward nuclear applications. One such
application involves a low heat flux and enthalpy with long-time exposure. The environ-
ment is moving air at temperatures up to 2500 F, velocities to 15 feet per second, and
pressures to 7 atmospheres, (273)

Due to security restrictions, much of the information generated for nuclear appli-
cations has not been made available for puhlication,

Metallic Coa.tings

Fe-, Ni-, and Co-base alloys have been investigated for the protection of colum-
bium. In general, they suffer the same shortcomings as outlined for molybdenum sys-
tems (Tables 19 and 20).

Electroplated chromium is difficult to apply tc some columbium-basge alloys with-
out excessive embrittlement. However it can be applied and used with a good deal of
reliability for short-time application at 2500 F. (5)

TRW Cr-Ti-Si(%01),  One of the recent major programs was carried out at the
Tapco Division of Thompson Ramo Wooldridge by Jefferys and Gadd. This program,
under sponsorship of the Air Force, had three major obiectives:

(1) The further development of the TRW vacuum vapor process and coating

{2) The comparative evaluation of the most promising coatings available
for columbium applied to the same substrate materials

(3) The general advancement of the state of the art of protective coatings
for columbium and develspment cf iest procedures for evaluating the
propertiee of 3 coating substrate system,

Information relative to the first obje~tive is presented in vhis section of the report,
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The TRW Cr-Ti-Si coating is applied by a pack process operated under vacuum at
2000 to 2450 F. The process can be operated Lo effect the transfer of the coating ele-
ments 1o the substraie. where they diffuse, via the normal vapor pressure of the elc-
ments or by a combination of normal vapor pressure plus volatile halide. Apparently,
the latter, which gives the "KF activated'' coating, is preferred because lower tempera-
tures and shorter times can be employed More important, a continuous phase of CbCr;
is formed and better alloying results in the coating, both of which appear to give much
improved performance. An extensive evaluation ot the variables in the process has been
reported in detail elsewhere(Z01)

Figure 44 shows a schematic profile of the Cr-Ti-Si coating on columbium applied
from an unactivated pack, and Figure 45 shows a schematic drawing of the coating
applied from th= activated pack.

Protective Life, Figure 46 shows the protective life of activated Cr-Ti-Si coatings
on D-31 alloy at 2500 ¥ a3 a function of gilicon-alloy-layer thickness. The protective
life of two activated coatings, Cr-Ti-Si and Ti-(Cr-Ti)-Si, on D-31, F-48, and colum-
bium at 2360 and 2500 F 1s given in Table 40, Clearly, very suostantial protection is
indicated.

The superior performance of the activated and titanium-pretreated Cr-Ti~Si coat-
ings on columbium substrates is due to iwo factors. The {irst is the formation of a con-
tinuous zone of CbCr, at the coating-diffusion zone interface that inhibits diffusion of
>xygen inward and colurnbium outwarc. The second is the formation of a highly alloyed
chromium-silicon region beneath the outer silicon layer which apparently heals tue -
thermal and mechanical cracks produced in the coating on thermal cycling and supplies
silicon to the outer SiO2 layer on the surface.

Coating capabilities of the unactivated Cr-Ti-~Si were investigated on D-31 zlloy at
temperatures of 2600 to 2800 F in air. Coated specimens were placed in platinum cru-
cibles and exposed in a Globar heated furnace. The specimens wers cycled to room
temperature for observation at 1,2-hour intervals for the first 3 hours of test and at 1-
hour intervals thereafter. All specimens at each temperature were initially exposed
together, and individual specimens were withdrawn at the indicated time intervals,
Table 41 lists the observations.

At 2600 F the coating surface gradually developed a glassy appearance with the
first evidence of localized failure observed after 15 hours of exposure. The oxidation
products of the coating formed a low-melting slag with Cb305 and melted in the region of
the failure.

At 2700 F the glassy surface developed in less than 3 hours, with ne evidence of
failure in 5 hours. A spot had failed cu: the specimen removed at 3 hours; however,
under low magnification in the microscope, it was observed that the region had appa~-
ently self-healed as a result of the glassy product on the ccating surface flowing over and
sealing the defect.

At 2800 F the coating surface was giassy after 1 hour with no evidence of coating
failure. However, after 2 hcurs the coating had failed and m-lting of the oxidation
products had occurrzd, partially destroying the specimen.
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PROTECTIVE LIFE OF ACTIVATED Cr-Ti-Si AND
Ti-(Cr-Ti)-Si COATINGS ON D-31, F-48 AND
UNALLOYED COLUMBIUM AT 2300 AND 2500 F(201)

Oxidation Protective Life(a); hours
Alloy Temperature Cr-Ti-5ilP) Ti-(Cr-Ti)-5i()
cb 2500 70-80 50
F-48 2500 70-80 >90
D-31 2500 80-90 >90
cb 2300 90-110 140 160
F-48 2300 90-110 240
D-31 2300 140- 180 240

(a) Indicates point of 1nit!
terminatad at 90 hour

1al failure, Minimum of two specimens per conditi. 1+ At 2500 F tests wete
s with no failures on any of the titanium-prea” ed. cimens. Specimens were

cycled to room temperature eight times in every 24-hour period and in = - thoroughly.

(b) Cr-T1 (KF activated),
&1 (KF activated),

(c) Ti (KF activated),
Cr-Ti (KF acuvated),
Si (KF activated),

8 hours at 2300 F
12 hours at 2150 F,

3 houts at 2200 F.
8 hours at 2300 F.
12 hours at 2150 F,

o

L AT 0 oy v K0 0
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TABLE 41, OXIDATION OF Cr-Ti-Si{a) COATED D-31 IN AIR
AT 2600 F AND ABOVE(201)

Temperature, Exposure(b)
F Time, hours Remarks
2600 1 No evidence of failure, rough surface
3 No evidence of f-ilure, rough surface
11 No evidence of failure, glassy surface
15 Spot failure, oxide product melted,
glassy surface
2700 1 No evidence of failure, rough surface
3 Spot failure, evidence of self healing,
glassy surface
5 No evidence of failure, glassy surface
2800 0.5 No evidence of failure, rough surface
1.0 No evidence of failure, localized areas
glassy
2.0 Partial destruction of the specimen by

melting of the oxide products

(a) Cr-Ti coated, 24 hours at 2350 ¥
Si coated, 16 hours at 2200 F,
(b) Cycled to room temperature at 1/2-hour intervals for the first 3 hours, and then every hout thereafter.
Tests terminated at indicated umes,
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Thermai-Shock Studies. Curved 60-mil D-31 alloy-sheet specimens were coated
with Cr-Ti-8i, Cr-Ti-Al Si, Cr-Ti-Si+Al203 (plasma sprayed), and Cr-Ti-Al-Si+Al,03
(plasma sprayed). The coating sheet specimens were thermal-shock and erosion tested
by heating to 2500 F in about 18 to 20 seconds in an oxidiuing oxyacetylene flame and
cooling rapidly in a Lkigh-velocity air biast in about 10 to 12 seconds to approximately
250 F. Cooling to lower temperatures involved more time and was not considered effec-
tive in producing further thermal shock. The heating and cooling rates were quite high,
and severe therm:l stresses werc imposed on the thin curved sheet sections and between
the coating and the base metal, On Leating, because of the contour, the outside (frout)
of the specimen was in compression and the inside (back) was in tension. On cooling,
the direction of the stresses reversed.

Specimens were tested for 100, 500, and 1000 cycles from 2500 to 250 F. Several
specimens were given an additional exposure at 2500 F for 1 hour to iutensify any coating
failure. No coating failures were observed for either the Cr-Ti~8i or the Cr-Ti-A1-5i
coating in 100 or 500 cycles. Metallographic examination indicated no oxygen contamina-
tion beneath the coatings prior to or after the l-hour exposure at 2500 ¥. However, a
large number of cracks appeared in the coating on the back side (compression on cooling)
of specimens tested 500 cycles., These cracks at this stage did not penetrate into the
diffusion z.ne. The plasma-sprayed AlpO3 outer coatings did not survive 100 cycles
from 2500 F. The layer cracked and spalled, Because of this poor behavior and the dif-
ficulties of plasma or flame spraying other than cylindrical forms, further work was not
attempted in this area and emphasis was concentrated on the more promising vacuum
vapor-deposited coaliug.

ter 1000 cycles, localizea coating failure was evident on the front side of the
Cr-Ti-Si and Cr-Ti~Al-Si coated specimens in the flame impingement area. Failure
was apparently due to the growth of cracks in the coating iayer. On prolonged cycling
these cracks propagate into the base metal, permitting oxidation to proceed beneath the
coating. As oxidation continues, the transition temperature of the ox rgen-affected zone
increases, rendering the metal adjacent to the cracks more susceptible to thermal shock,
and the cracks continue to propagate.

Hot-Gas Erosion Studies. In order to determine the stability and oxidation resist-
ance of the Cr-Ti-Si coatings under high velocity and high heat-flux conditions, coated
curved sheet specimens werc exposed to the exit stream of a 60 kv Thermal Dynamic
plasma flame generator. One set of reproducible conditions was chosen for a standard
test. These were as follows:

Geneiator and Gun Arsemhly:

Electrodes - tungsten
Nozzle opening ~ 13/64-in. wameter
Gas flow — 100 it3/hr N
25 £t3/hr O,
Amperes - 300
Vults — 66,
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Gas Stream:

Composition — 80% N, and 20% O, (simulated air)
Velouity = 3800 o 2200 ft/sec
Heat flux - 300 to 340 Bto/(ft%) (sec) (1/2 inch diameter cold

copper calorimeter).
Spevimen:

Distance from nozzle - 1 inch

Front-side surface temperature — 2500 to 2550 F

Back-side surface temperature — 2400 to 2430 F (argon cooled)
{temperatures were measured with an optical ;Z)yrometer)

Heat flux through specimen -~ 150 to 180 Btu/{fi%)(sec)
(based on an assurned thermal conductivity value for the
coating of 350 Btu/(h1){ft2)(F)/(in.).

Under these operating conditions, a deposit that reduced effective cooling was built
up in the throat of the nozzle after 30 minutes of continuo'1s operation, Severe pitting
occurred and in one case & noszle melted. During the long-duration exposures, the t«st
was stopped every 20 minutes to clean the nozzle. The specimen also received periodic
tnermal shocn cvery 20 minutes in cooling to room temperature. With this procedure
nozzles lasted for several 2~hour test runs totaiing 6 to 8 hours of operation,

A series of Cr-Ti-Si coated D-31 alloy test specimens was prepared, Specimens
were teste ' for 20 minutes, 1 hour (three 20~minute exposures), and 2 hours (six 20-
minute exposures) under the above conditions. No coating failures occurred on any of
the specimens up to 2 hours. To further evaluate the effect of the hot-gas erosion test
on th~> Cr-Ti-Si coating, specimens were further exposed up to 33 hours at 2500 F in the
cyclic-oxidation-furnace tests. No observable coating failures occ.rred on these speci-
mens afte - exposure at 25C0 F following the plasma test; however, microstructural
examinatiun of the specimens did reveal some oxygen penetration in the grain boundarics
of the base metal that was not present previously.

An uncoated D-31 alloy specimen exposed under the above conditions autoignited
and burned in 7 seconds. Unprotected tungsten and molybdenum sheet lasted about 12 tc
15 seconds.

In order to test the Cr-Ti-Si coating at higher surface temperatures, the operating
conditions of the plasma generator were held the same and the specimen was moved
closar to the nozzle. One specimen was tested for 1 hour and another for 2 hours at
2600 and 2650 F. No coating failure occurred.

One Cr-Ti-S8i coated specimen was moved closer to the nozzle in 50 F increments,
allowing 3 minutes at each position {or the temperature to stabilize. The specimen was
held above 3000 F for approximately 1C iuinutes at 2n estimatcd surface gas velocity of
2500 fi/sec. Melting of the surface nccurred above 3100 F and the specimen ignited and
burned.

intcrmetallic Coatings

Information on silicide~, aluminide-, and zinc-base coatings is presented in this
section, The silicide- and aluminide-base coatings have indicated much potential for
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protecting columbium-base alloys in the higher temperature ranges. Zinc-base coatings,
although they have some very unique properties, have a top temperature limit of zbout

2050 F.

Silicide-Base Coatings. Techniques used for applying silicide-base coatings to
columbium alloys have been vapor deposition (pack, fluidized bed, and vapor plating) and
flame spraying. As with molybdenum, the pack-cementation technique has been used
extensively and is very popular. For convenience of presentation, the coatinge applied by
vapor~-deposition techniques will be discussed first, in alphabetical order by coating

vendor, followed by the flame-sprayed coating.

The Thompson Ramo Wooldridge Cr-Ti~Si coating previously discussed could also

be classified as a silicide-base coating.

Boeng Airplane Company, (226b, 244b) silicide coatings are applied by the Disil-3
and fluidized-bed processes. The Disil-3 process, in which the reacting iodine is intro-
duced into an evacuated retort containing silicon and the substrate at 1900 F, was de-
signe . primarily for columbium to overcome contamination problems. As reported(‘zm’),
the ductility and substrate contamination should not be appreciably altered by the process;
however, tne coated metal has less elongation than the bare metal.

In the fiuidized-bed process, volatilized ivdine flows throngh a heated silicon ~ed
containing the substrate to be coated.

Oxidation lives of up to 3 hours at 2700 F have been reported for siliconized FS-82,

Chance Vought Corporation. (223} ynder Air Force sponsorship, Chance Vought
currently is carrying out 2 statistically designed development program to optimize its
coatings for columbium and to improve reliability and reproducibility, The pack-

cementation method is used,

Oxidation testing is being done primarily in a muiffle 1..race because it was found
that "the environment of the exposure can have a nrofound effect on the apparent dur-
ability of the coating, Previous experience has indicated that the common means of
heating the specimen in an oxyacetylene flame is unsatisfactory because of the difficulty
in determining the oxidizing characteristics of the flame",

Preliminary information from this program is giver. in Tables 42 and 43. Tenta-

tive conclusions reached thus far in the program are as follows:

(1) Oxidation-resistance tests indicate that a silicon first coat followed by
either a boron-chromium coating or a chromium-aluminum coat offers
the best promise for an oxidation-resistant coating at 2600 F,

(2) Limited bend tests indicate these coatings affect the minimum radius
to which the 0. 020 inch~thick Cb-1Zr columbium zlloy sheet can be
bent without breaking. Uncoated sheet was bent to less than 1/2-inch
radius at ~100 ¥ without breaking. Specimens coated with Si-B-Cr
failed when bent to a 1. I-inch radius at -100 F. The specimens

e et e e —
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TABLE 43. PRELIMINARY INFORMATION ON ROOM-TEMPERATURE
STRENGTH OF 0, 020-INCH-THICK COATED AND
UNCOATED Cb-1Zr COLUMBIUM(223)
0. 2% Offset Ultimate
Specification Yield Strength, Strength, Elongation
No. Coating psi psi in 1Inch, %
1 None 28,200 48,900 16
2 None 28,200 46,250 18
Avg 28,200 Avg 47,900 Avg 17
0-1 Formulation O 29,400 49,800 19
0-2 Formulation O 28,100 50,300 42
Avg 28,750 Avg 50,050 Avg 20
P-1 Formulation P 28,600 49,000 20
P-2 Formulation P 31,000 49,400 --{a)
Avg 29,800 Avg 49,200  Avg 20

Note:

Specimens were taken transverse to the rolling direction,

(a) Specimen broke ontside middle one-third.

g+ e gt

v
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coated with Si-Cr-Al failed when bent to a l-inch radius at -100 F.
However, it is believed this minimum radius is adequate for neces-
sary flexing operations on the coated sheet material,

(3) Load-cycle tests indicate the coatings have enough ductility at ele-
vated temperatures to afford protection to columbium specimens
stressed just below the yield :trength of the metal. This coating
ductility allows the coating to follow the expansion and contraction
of the metal without cracking and exposing the metal {0 oxidation.

(4) Metallographic examination shows there is no significant recrystal-
lization of the Cb~1Zr at coating-process temperatures now being
used.

Coating Formulations O and P (Table 42) have been selected for further evaluation,
A wide variation in coating life was noted between specimens coated in different runs
using nearly the same pack composition an< even between specimens coated in the same
run, It is believed that this can be remedied in large measure during succeeding months
of the program.

Chromalloy Corporation, (226¢) Modified W-2 coatings, applied to columbium-bzse
alloys by pack cementation have survived over 200 hours at 2000 F, and over 125 hours
at 2500 F. The greatest shortcoming of the coated columbium currently produced by
Chromalloy has been the brittleness induced in the substrate by the coating process.
effect is thought to be caused by the susceptibility of columbium-base alloys to embrittle-
ment by air, During the heat up portion of the coating cycle, the work pieces are con-
tacted by the residual air present in the retort. .

e
-~aarl

In soma columbivm materials it has been possible to restore ductility by a post-
coating heat treatment. Some alloys (particularly D-31) are severely embrittled by air,
and it has not been possible as yet to restore ductility by heat treatment.

Chromizing Corporation. (201) Durak Cb, a modification of Durak MG, is applied
from a retort pack using hydrogen as a carrier gas. The melting point and emittance of
Durak Cb is reported to be higher than that of modified W-2.

Few data are available for Durak Cb on columbium alloys. Specimens of a Cb-
6Ti-0. 75Zr alloy were coated with Durak Cb and oxidation tested by Boeing Aircraft
Company. The coated specimens showed some oxidation in 1 hour at 2500 F and com-
plete failure at 2700 F. Durak Cb coated FS-82 alloy sheect samples were evaluated by
the Martin Aircraft Company. The coated FS-82 sheet was exposed for 15- and 30-
minute cycles at 2950 F in air. In 15 minutes, no coaling failure was evident and com-
plete room-temperature ductiiity was retained. After 30 minutes the coating had failed
over 50 per cent of the specimen edge.

Fansteel Metallurgical Corporation. (201,254) 1y, silicide-base coatings for
columbium alloys have been investigated at Fanstcel: (1) S-2, or '"conversion' coating,
and (2) M-2, or "duplex' coating, The latter has given the better performance.

[ S
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The S-2 or "conversion' coating is formed by siliciding the substrate sv~face at
about 2550 F from a gas yhase containing silicon tetrachloride and hydrogen, using induc-
tion heating, Protection of columbium alloys at 2300 F for 20 hours has been reported
for s-2.

The M-2 or "duplex' coating is formed by: (1) deposition of MoO3 by im:mersing
the substrate in liquid MoO3 at 1470 F, (2) reduction of the MoO3 to molybdenum in
hydrogen at 1470 F, and (3) siliciding from a gas phase as for the S-2 coating, The
resulting coating consists of an outer layer of MoSi, and inner layers of substrate sili-
cides. Protection {rom oxidation ai 2300 F for about 40 hours has been reported.

Two modes of coating failure have been observed: (l) premature breakdown in
isolated areas due to imperfections, and (2) uniform breakdown characterized by uniform
scaling. In all cases, uniform breakdown occurred with the disappearance of the disili-
cide layer.

The lifetime to uniform tailure of conversion-coated FS-82 is shown in Figure 47,
for a 1.5 to 2-mil coating.

§|W
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FIGURE 47. LIFETIME TO UNIFORM FAILURE OF FANSTEEL CONVERSION
COATED Fs-82 ALLOY(254)

Similar "lifetimes' for different substrates at 2300 F were reported as follows:

Lifetime to
Uniform Failure
Substrate Coating at 2300 F, hr
Cb Conversion 7
Duplex (MoOj vapor treated) 25
Cb-32Ta-0, 7Zr (FS-82) Duplex (MoO3 liquid treated) 70
Cb- 20Ta-4.5W-0.62Zr Conversion 40
Converegion 37
Dupl 2x (MoOj3 liquid treated) 70
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Pfaudler Company. (226¢) Single-cvele and double-cycle pack-cementation pro. -
esses have been used at "faudler for coating columbium-base alloys. ‘

Coatings are applied to D-31, Cb-1Zr, FS-82, F-48, C-103, and columbtium by
two-cycle processes. The first cycle consists of a precoacing cementation treatment,
and the second cycle is a codeposition of silicon and an alloying element.

A single-cycle codeposition coating also is used for FS-82.
Table 44 summarizes the results to date votained from these coating systems.

The following problems and difficulties were reported to have been encountered but
overcome in providing protective coatings for columbium alloys:

(1) Occlusion of hydrogen by the substrate.

{2) Nitrogen contamination of the substrate due to use of ammonium salts
as activators in the pack-cementation techaique.

(3) Formation of undesirable products and hindered diffusion due to the
large amounts of alloying elements used to produce structural alloys.
For example, the diffusion rates of certain elements.are reduced by
the presence of titanium and zirconium in the substrate.

Union Carbide Metals Company and Linde Company. (44, 201) A coating of LM-5
(40Mo-408Si~-8Cr~-2B-2Al), which was primarily developed by Linde for molybdenum,
protect:d columbium in static exposure for about 1000 hours at 2100 F and for 100 hours
at 2730 F. The coaiing, which was 4 to 8 mils thick, was applied by the Plasmarc proc-
ess or by detonation gun.

Self~-healing properties and thermal- shock resistance were improved by putting a
4 tc 5 mil layer of D-945 {44Cbh-32Ti-15Cr-5V-4Al) between the LM-5 and the substrate.
This duplex coating system retained the static oxidation resistance of LM-5,

It was believed that the thermal-shock resistance and self-healing properties were
due to a small amount (5 to 10 volume per cent at 2200 F) of liquid phase in the inter-
mediate layer, and that this amount was sufficient tc absorb and to even out the shear :
stresses produced during thermal cycling. Some experimental evidence indicated that {
the amount of liquid phase decreased as a result of oxygen contamination. Detailed l
experimental results for these coating systems are reported elsewhere( ). ]

Inasmuch as the coating is applied by spray processes, its application is limited to
simple contigurations. Quality coatings .annot at present be applied to most ccmmer-
cially significant components. |

Aluminide-Base Coatings. The following techniques have been used to good advan-
tage to apply aluminide-base coatings to columbium alloys:

(1) Hot dipping followed by diffusion anneal
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(2) Paint (slurry dip, cold spray, brush) and diffusior anneal
(3) Pack cementation,

The paint and diffusion-anneal technique has had a recent upsurge of activity. The hot-
dipping tcchiiyue has been in existence for some time, and probably has been at least
superficially looked at by most people working in the protective-coatings field.

Boeing Airplane Company. (226b) e hot-dip process at Boeing consists of dipping
the substrate in a molten Al-Si bath and subsequently diffusing the coating at 2200 F in a
protective atmosphere. Substrate properties have been reported to be essentially un-
affected by the coating process. Oxidation protection has been obtained for over 1 hour
at 2600 F in static air.

Chromalloy Corporation. Pack cementation has been used to apply aluminide-base
coatings to columbium alloys. Some of these coatings “ave withstood 2500 F for over
25 hours, but they have not appeared to be inpervious to the diffusion of oxygen, In
some instances, weight gains of 100 or more mg have been recorded on apparently sound
specimens (1l inch x 0.5 inch).

General Electric Company, FPLD. Two aluminide-base coavings for columbiun,
alloys have been reporied by GE: Aldico coatings and the LB-2 coating.

Carlson(203) reported on the processing and performance of aluminum dip-coated
(Aldico columbium alloys. Time (1 to 13 min) and temperature (1500 to 2100 F) for
dipping in an Al-158i bath, in a graphite crucible and covered with Alcoa No, 30 brazing
flux, and posttreatment procedures were evaluated. The results indicated the optimum
dip time, temperaturc, and posttreatment to be respectively, 3 min at 1695 F and a
treatment in vacuum for 1 hour at about 1900 F. Alloys studied were F-48, F-50, FS-
82, Cb-7.5Ti~-5Mo and Cb-87i. Information on processing parameters and oxidation
resistance is presented in Figures 48 through 53. X-ray diffraction analysis of the coat-
ing on Cb-7.5Ti-5Mo after posttreatment indicated the presence of CbAl3 and (Cb, Ti)
Alj along with free silicon and aluminum; CbAlj and TiAlj arc isomorphous, Aldicc
coatings on substrates containing titanium were more oxidation recistant than those on
alioys not containing titanium.

The LB-2 coating was developed at GE, in conjunction with the McDonnell Aircraft
Company, to protect a comnlex repiica ¢f a fixed fin-deflecting rudder assembly inade
of F-48 alloy. Target requirement for the coaiing was protection for 4 cycles with a
total time of 2 hours at 2500 I*. Although the final procf of the merits of the coating
system, namely satisfactory performance in flighi, has not beer determined, there arec
good reasons for confidence that such performance will be forthcoming,

A test of the assembly was made at McDunnell on July 15, 1961, (226¢c) A1l test
objectives were not met because the heating equipment was overtaxed. The assembly
withstood several cycles of temperatures up to 2425 F and several load cycles up to
150 per cent of design ultimate load. There was localized skin wrirkling in 5 or 6 panels
of the assembly, and approximately 10 panel corners were warped. The coating held up
well, and no type of structural failuse appeared to be imminent.

————
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Substrate and posttreatment procedure the same as in Figure 48.
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An outline of the process used for applying the LB-2 coating was given under
“"Preparation of Coating Cwrstems, Paint and Sinter or Diffuse''. Preparation procedures
for the substrate prior to coating application were discussed in ""Refractory Metal Sub-
strates for Coatirg Systems, Importance of Substrate Pireparation'. The process is
esscntially a paint {(cold dip in slurry, cold spray, or brush) and diffuse technique. Other
process intricacies and details have been reported elsewhere(211-213), )

The as-prepared coating on F-48, after diffusion annealing, has a two-~layer
structure. The composition of the individual layers has not becn determined, but from
previous work at GE, it would appear that the layer adjacent to the substrate is pre-
dominantly complex intermetallics of (Cb,Cr);Al, (Cb,Cr)Al, and (Cb,Cr)Al,. The
outer layer would be primarily (Cb, Cr) Al2 and (Cb, Cr) Al3. The silicon present in the
prediffused coating serves primarily to improve the fluidity of the coating alloy in pro-
viding complete and uniform flow over all surfaces during the annealing treatment.

The LB-2 coating has been reported by GE(213,226D) 1 protect F5-80, FS-82, F-
48, F-50, and Cb-65 columbium-base alloys from oxidation and contamination for a
mininaam of 2 hours at 2500 F in static air« An F-48 panel was double coated and ex~
posed for 15 minutes at 2900 F; the appearance of the p~ncl after the test was excellent,
with no evidence of any oxidation. Boeing has been reported(244b) to have found a 1 <0
2-hour prorective life at 2700 F for FS-82 coated by the GE LB-2 coating, North
American Aviation, Los Ang’eles, reported the following results for single test coupons of
FS-82 coated with LB-2, (267)

Test Temperature, F Results
Thermal cycle(a) 2600 4 cycles with 0.6 per cent
weight gain, General failure.
Erosion(b) 2600 45 minutes with 5. 6 per cent
weight logs. Edge failure
only.

(a) A succession of 1,5~hour thermal cycles (each cycle including 0.5 hour at temperature) in a
stauc, sea-level, air environment,
(b) Continuous exposure to a high-velocity gas stream,

Tensile properties of LB-2 coated F-48 and FS-82B sheet are given in Figures 54
and 55, respectively.

North American Aviation, Inc., Los Angeles. A paint and diffuse aiuminide-base
coating also has been under development at North American for columbium-base
alloys, (226b,267) A coating slurry, composed of 2 mixture of aluminum and ceramic
powders in an organic vehicle, 1s applied +y spraying, dipping, or brushing. After
drying, the slurry-coated parts are heated to 1900 F in argon for 1 hour.

In preliminary oxidation testing, aluminized FS-82 alloy specimens were exposed
at 2600 F fo. 3 hours in a static oxidizing atmoaphere without visible harmful effects.

Tensile coupons of aluminized FS-82 were subjected to various elevated-
temperature exposures and then tested at rooin temperature. The tensile properties
thus determined are lisied below, in comparison with unheated materials:

- e




FIGURE 55, TENSILE PROPERTIES OF LB-2 COATED FS-82B ALLOY SHEET(275}

161

140 T T T T
130 | Heot S-91 - 0.040-inch material
Stress-relieved | hr at 2200 F in vacuum
120 Cooting: LB~2, opprox 2 mils/side
B 100 \\ === === Extropolated
o \ ‘\
g 100 S
2 4 NN
EF \\u‘\\~ /F'U
g 80 ~ ey V4
&) S~ ' \,~ - .Z
57 To - ] 50
60 o 7 40
Fty 0.2%
50 ! 2 30
40 Elor'\gotion\ \\ 20
1000 1400 1800 2200 28600 3000

~65 RT 600

FIGURE 54, TENSILE PROPERTIES OF LB-2 COATED F-48 ALLOY SHEET27%)

Temperature, F

90
70 ——-h_~_‘_~~ \\\
il
.‘-5 \
& 60 - >
o f’ty 0.2 % \\
8 o | S
- Control 29 — 0.120~-inch moteriol
©  40F stress-relieved | hr of 1900 Fin vocuum 40
%’ 30}-Conting: LB~2 approx 2 mils/side 30
~ = ~~— — Extrapolated i
2 - , _-Elongation 20
10 . 10
N
]

Temperature, F

0
600 1000 1400 1800 2200

Elongution in finch,

A-39748

E'ongation in | inch,

per cent

per cent

]




162

Exposure Strength, 1000 psi Elongation in

Temp, F Time, hr Ultimate 0. 2% Yield 2In., %

1850 1 64.9 45,0 23.5

1850 1

plus

2540 1-1/2 69.0 5i.8 22.9

1839 1

plus

2580 5 4.5 62.1 25.4
(Unexposed, uncoated base metal)(a) 68.4 47.6 19. 8
(Unexposed, coated)(? 64.0 43,7 18.5

(a) Conuol tests,

The above results are prellhiaiaary in nature and reprecent single-point data. How-
ever, the data indicate that strength has increased, without attendent loss of ductility,
with increasing exposure time., This apparent strengthening effect cannot be explained
at this date.

Pratt & Whitney Aircrait, Canel(zm’ 274). Several relatively successful coatings

specific to certain columbium alloys have Leew: developed at Canel. These coatings are
applied either by hot- dipping in an alumainum-base alloy followed by appropriate heat
treatment to produce mixed intermetallic compounds such as CbAly, CbSiz, and CbCr),
or by pack vapor-diffusion trezuments in which complex silicides, chromides and borides
ot suviybdenum, columbium, and titanium are formed in the surface layers of the
specimen,

The wide divergence of the various columbium alloys in chemical and metallurgical
properties often requires additional exploratory work before a coating developed for a
particular columbium composition can be successfully applied to specimens of a different
columbium alloy. Experimental coatings are screened by oxidation testing in stagnant
furnace air at elevated temperature, Successful coatings are then further evaluated over
a broad temperature spectrum in flowing air by resistance heating with thrice-daily
thermal cycling to room temperature. The ability of a coating to deform at service tem-
perature without loss of its protective pronerties is determined by performi-g stress-
rupture studies on coated specimens in a.r furnaces. The effects of various rates and
degrees of cold deformation on protectivity at high temperature are subsequently meas-
ured. Approximate impact and erosion resistance mav oe inferred from these tests, but
more exact measurements are necessary.

In hot-dip coating columbium alloys, prior conditioning of the spccimen surface is
important at dipping temperatures of less than 1650 F or if no flux is employed, but melt
temperatures above 1800 F permit increased pretreatment flexibility. Immersion times
vary with the melt temperature and the substrate compusition: columbium-20 weight per
cent titanium alloy achieves the desired coating thickness of 2 mils in less than 15 sec-
onas when dipped in aluminum-10 weight per cent chromiurn alloy at 1900 F, while un-
alloyed columbium requires 10 minute. t 1700 F and 2 minutes at 1900 F in the same
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melt. Posttreatment of hot-dipped aluminum-base coatings is an important aspect of the
method. Apparently, any kind of thermal treatment in the absence of air at temperatures
in the range 1600 to 1900 F improves hot-dip coating performance, but vacuum firing at
i900 F or pack calorizing at 1800 F are superior to heat treatment in inert gas. The
high degree of elevated temperature ductility of aluminum-~base hot-dip coatings on
columbium-20 weight per cent titanium alloy has been demonstrated during stress-
rupture tests conducted in air, Present data are inconclusive as to the extent of cold de-
formation pecrmiesible on parts that are to be subsequently heated in air. Impact and
erosion resistance have not been quantitatively measured but it is anticipated that the
former will be fair, considering the moderate seit-healing character of .his coating-
substrate combination, and that the latter will be good in air but poor under highly abra-
sive conditions. Coated columbium-20 weight per cent titanium rods seli-resistance
heated in {lowing air appear to be relatively insensitive to moderate thermal cycling and
do not demonstrate the catastrophic failure in the 1100 to 1400 F zone that is character-
istic of the intermetallic compound CbAlj.

Specimen preparation for the pack vapor-diffusion process consists of relieving
sharp edges and pickling in mixed acids. Two-to~three-mil coatings are produced on
most columbium~base compositions by firing ir. 2 mixture >f several mctals of the group
molybdenum, titanium, silicon, chromium, boron, tantalum, beryllium, gadolinium, zad
tin dispersed in an inert metal oxide together with a small quantity of accelerator such as
iodine for up to 24 hours at 2100 F. The process is flexible in all particulars except
accelerator concentration and firing temperature. No posttreatment is specified for
pack-coated parts. Earlier work involving binary systems from the group of elements
given above indicated that some coating-substrate combinations were subject to the catas-
trophic low-temperature failure previously described, but this condition was alleviated
by adoptivg ternary and higher mixtures and by introducing the idea of successive pack
firing in Jifferent binary compositions. Being constituted almost entirely of intermetallic
compounds, most of these coatings demonstrate room~temperature hardnesses in the
range 1200 to 1700 DPH and, for this reason, might not be expected to withstand strain
except at very high temperatures. Stress-ruplure tests performed in air have shown,
however, that considerable de{ormation is permitted if the strain rate is sufficiently
slow. On the basis of observea hardnesses, impact resistance should be marginal while
crosion resistance both to air and abrasive particles should be fairly high. A degree ot
self-healing has been encountered in certain coating-substrate combinations and efforts
are being made to relate this property to specific material ingredients and
concentrations.

Sylvania Corning Nuclear Corp. Considerable work has been done at Sylcor on the
protection of columbium-~base alloys from rxidation. Most of the information is classi-
fied. Hot dipping in an aiuminide-base baih followed by a diffusion anneal is a procedure
whicn has been used extensively.

Information on one coating, designated G-14, has been made available. This coat-
ing is applied by dipping in a molten Al-5Cr-5Ti bath at 1900 F, followed by a l-hour
diffusion anneal at 1900 F in an Al303-Al pack under ar, . which produces CbAlj plus
unknown phases in the coatings.

Protection of the following substrates under the indicated conditions has been
repurted:

vindid:

-

[ S

e,
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Total Number Stress, Elongation,
Substrate Temp, F(2) Time, hr of Cycles _psi__ . %
Ch-15W-5Mo-1Zr 2500 10 10 500 1.5
Cb-5Hf-1Ti~-12r 2600 10 10 400 3

(3) Resstance hcating with ssmultancous shur-off of current and opening cf air blast every hour,

The oxidation rate at 1400 F hag been reported to be relatively high, but protection
is provided for over 10 hours.

Zinc-Base Coatings. (269-272) The first reports in 1959 that wcrkers at the Naval
Research Laboratory had discovered that zinc would protect columbium from oxidation
caused much interest in this coating. Althougb it was found that the maximun. use tern-
perature of zinc-coated columbium is about 2050 F, aad therefore is of little interest ior
gas-turbine and space-vchicle applications but may fird some use in AEC applications,
the coating system exhibits some unique charecteristics.

It is not possible within the scope of this report to do complete justice tc the cut-
standing scientific thoroughness with vwhich the many coordinated efforts at the Naval
Research Laboratory investigated zinc-columbium base systems; these efforts and
results have been reported in detail elsewhere, (270-272) 314 a DMIC Memorandum sy~
marized the findings(ab"). Selected features of this work are presented here,

Fuadainental Properties of the Cb-Zn System. Figure 56 shows the columbium-
zinc phase diagram. Four intermetallics are present in the system: CbZn, CbZn)_s,
CbZnz, and CbZn3, which is the major phase formed when columbium is coated with
zinc. These intermetallics decompose by peritectic reactions, the temperatures of
which were determined by observations on Cb-Zn alloys encapsulated in silica, and thus
represent equilibrium temperatures under a pressure of 6 to 8 atmospheres of zinc
vapor.
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FIGURE 56 COLUMBIUM- ZING PHASE DIAGRAM(479)
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Vapor pressure curves for zinc and Cb-Zn intermetallics are presented in Fig-

ure 57. The position of zinc in 2 Hume-Rothery nlot for binary columbiim alloys is
shown in Figure 58.

Figure 59 shows liquidus- solidus lines for the system Cb205-Zn0O which becomes
of interest in an oxidizing atmosphere. The effects of oxide additions have been investi- .
gated qualitatively. It appears that several oxides, including those of copper, iron, and
nickel, lower the melting points in the Cb205-2Zn0 system.
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FIGURE 59, LIQUIDUS AND SOLIDUS LINES FOR THE SYSTEM ZnO-Nb305(270)

Preparaticn of the Zinc-Base Ceoating., Zinc coatings may be applied to columbium
by several different procedures:

(1) Vapor distillation of zinc onto columbium

(2) Hot dipping of columbium in molten zinc with a sulisequent interditfusion
treatment

(3) Aqueous electroplating of columbium with zinc followed by an inter-
diffusion treatment

(4) Cladding of columbium with zinc followed by an inte:diffusion
treatment.

Hot dipping has been found advantageous for making teruary or higher additions to the
coating system.

Vapor distiliation of zinc on columbiwn using evacuated silica capsules has been i
studied in detail. The growth of CbZ-3 on columbium with time is shown in Figures 60
and 61; the growth as a function of temperature is given in Figure 62.




k.

FIGURE 60,

FIGURE ol,

167

|2 T ! I

10 : :14OOF 1550 F 1800 F
° 1450 £1500F~ ]
E 8 A / 4
@ W !
2 7
S 6 / Legend
ke Legenc
= P ® 1400 F
& oa 2 1450 F
N Y o 1500 F
o 0 550 F

2 X 1600 F

f
0 L ]
0 4 8 12 16 20 24 28 32
Time, hours

GROWTH CURVES OF CbZn3 ON COLUMBIUM FROM THE VAPOR
AT SEVERAL TEMPERATURES(270)

14 r .
10050 F
21~ 1450 F 77 (/
/-
T 10 F
g A ///GOOF
ks / 4
£ /
CIO
~
0
(&

6
/ Legend
a A 1450 F _|
)/( o 1500 F
o 550 F
2 - >l< 1600 F —

B

‘¢ 2 4 € 8
Square Root of Tiine,hours A-39750

n

GROWTH CURVES OF CbZn3z ON COLUMBIUM FROM THE VAPOR
AT SEVERAL TIIMPERATURES, PLOTTED AGAINST THE
SQUARE ROOT OF TIME(279)

The straight lines demonstrate a parabolic rate of growth, and
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FIGURE 62. THE THICKNESS OF CbZnj; FORMED FROM THE VAPOR

IN 4 HOURS AS A FUNCTION OF TEMPERATURE(270)

Performance Characteristics, The transformations which occur in zinc-coaced
columbium as a function of time in air at 1600 and 1800 F are shown in Figures 63 and
64, respectively.
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FIGURE 63. AIR OXIDATION OF Zn~Cb

COATING AT 1600 F(270)

FIGURE 64. AIR OXIDATION OF Zn-Cb
COATING AT 1800 F(270)

ZnO spire forr. -cion (Figure 65) becomes a problem at 1800 F and above because of
the high vapor pressure of zinc, This problem may be reduced by "conditioning" the coat-
ing system in air at 1600 F or higher in stages to form a more rigid pressure-containizg
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envelope of ZnO and increase the amount of the more stable Cbzn; in the coaling. The
conditioning procedure car: vary depending on the desired service temperature, as indi-
cated for the data represented in Figure 66,

FIGURE 65. GROWTH OF SPIRE OF ZnO FROM A TAB OF CO.UMBIUM COATED
WITH ZINC AND DIFFUSED, EXPOSED TO STAGNANT AIR AT
1800 F(270)

Numerous tests were run in flowing combustion products on zinc-coated columbium
and Cb-1Zr at the Naval Aerorautical Engine Laboratory. (270} The more important
conclusions drawn from the tests were:

(1) The coating performed about as well in high velocity {up to 2480 feet
per second for 5 hours at up to about 2100 F) as it did in stagnant air.

(2) There were no apparent effects of combustion-gas velocity on the
performance of the coating.

(3) The temperature limit of the coating was around 2100 F (for 5-hour
periods) in burned propane and JP-4. Inburned hydrogen the limit
may be somewhat lower (~1900 F). The temperature limit of coated
Cb-1Zr may be slightly lower than that of coated columbium.

(4) Deposits of carlon and/or impregnated asbestos gasketing may cause
the coating to fail.

The most remarkable quality of the zinc-base coating on columbium has been its
ability to repair relatively large defects in itcclf This self-healing ability is believed
associated with the relativzly high zinc vapor pressure over the columbium-zinc inter-
metallic compounds. When a defect occurs, the underlying columibium immediately
begins to oxidize to CbpOs5. This oxide is rapidly permecated by zinc vaper from the
adjacent columbium-zinc compounds {(within 10 to 30 minutes at 1800 F). The zinc taen
oxidizes, forming a protective ZnO layer at the Cb;Og~air interface, arresting the
columbium oxidation reaction The repair action is completed when the zinc vapor reacts
with the underlying columbium metal to form a layer of the lower intermetallics. This
layer serves as a zinc reservoir for the protective outer ZnO scale.

The repair action of zinc coatings is shown in Figure 67. The upper sketch shows
a 1/2 x 3/4-inch coated specimen from which was millr 1 a 3/8-inch-wide area; all of the
Cb-Zn compounds w 2rc thus removed {rom this area. The bottom photo shows the
microstructure of this defected are- after exposure for 20 hours at 1800 F in air.
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COLUMBIUM(269)

Coatings were applied by vacuum distillation at 1600 F for sam-
ples exposed at 1800 F, and at 1900 to 2000 F for samples ex-

posed at 1900 F and 2000 F,

Samples exposed at 1800 F were

conditioned ? hours at 1600 ¥; samples exposed at 1900 and
2000 F were conditioned 24 hours at 1600 F plus 24 hours at

1800 F,
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a. Slotted Specimen A-39754

a. Slotted Specimen

b, Microstruciure of Cefected Area After
20 Hours at 1300 F in Air

FIGURE 67. SKETCH OF DEFECTED Zn-~-COATED COLUMBIUM AND

ZnO
Cb205

CbOZ
CbZn,

fICROSTRUCTURE OfF REPAIRED DEFECT AFTER

AIR ©XPOSURE(270)
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The temperature range in which gross flaws are healed is limited to that in which
the vapor pressure of zinc is relatively high. Tests made at 700, 1000, and 1300 F
showed that detects such as cut ends are not healed at low temperature; however, flaws or
cracks produced by thermal cycling are healed. At 1800 F specimens which have been
bent or cut in half healed rapidly on exposure,

The upper lirnit for self-healing ie estimated as 2048 F, the temperature . t which
CbZn decomposes in the coated system.

As would be expected for a self-healing coating, oxidation resistance of coated
specimens has been good within the temperature range of self-healing under cyclic and
impact testing.

Several pure columbium metal strips 0. 050 by 0. 50 by 2. 75 incnes were coated by
NRL and evaluated by the General Electric Company, FPLD. (171, The coating procedure
consisted of immersing the columbium specimens in molten zinc at 1025 F for 2 hours
and heat treating in air at 1600 and 1775 F for periods of 20 and 1 hours, respectively.
The coated flat specimens were exposed by GE to 50 thermal-shock cycles between 1000
to 2000 to 1000 F for a total time of 35 minutes at a gas +eiocity of 45 feet per second.
At 2000 F, the coating appeared to contain a great amount of liquid phase. No hardness
increase was detected at all in these tests, even within 3 mils of the zinc-columbium
intermetallic iayer. Conclusions reached in the GE evaluation under the conditions of
the tests were as follows:

(1) Zinc-coated columbium will survive at least 50 cycles, and no doubt
more, to Z000 F with: no significant metal contamination,

(2 This coating showed limited life at 2000 F, and no useful oxidation
resistance at 2300 F.

(3) The zinc coating on columbium offers unusual seclf-healing
characteristics.

The effects of alloy additions to the zinc coatings have been studied. Additions
evaluated include aluminum (8 to 75 per cent), cobalt (1 per cent), copper (20 per cent),
chromium (0.5 to 1 per cent), iron (1 per cent), magnesium (0.5 to 20 per cent), silicon
(0.5 per cent), titanium (3 to 10 per cent), and zirconium (3 to 10 per cent). The coat-
ings were applied to columbium Ly Lot dipping in the range 1000 to 1600 £, followed by
conditioning at 1600 F in air for 16 hours.

Aluminum, titanium, and zirconium were the only additions showing improvements
over the unalloyed zinc coating, and these improvements were mainly in the reliability
in the 1800 to 2000 F range.

Aluminum additions progressively raised the upper temperature limit for expo-
sure without early failure. The coating life at temperatures below 2000 F was slightly
reduced, however, and aluminum also reduced the self-healing properties. Coatings
containing mcre than 15 per cent aluminum were not self~healing. A coating of Zn-

10 per cent Al appeared to offer the best compromise. Coatings of this composition have
withstood 20 hours at 2200 F.

Titanium additions in the range 4 to 6 per cent appeared beneficial in reducing the
tendency to form spires at 1800 F. These coatings had good life at 1800 F, uut shoved
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no improvemeut over the straight zinc coating at 2000 F. A ternary addition of 0.5 per
cent aluminum to the bath reduces contamination hardening during subsequent exposure.
An increase in titanium content to 10 per cent reduces the coating life. Zirconium
additions to the bath produce effects similarly to those produced by titanium.

Zinc coatings were applied by hot dipping to binary columbium alloys conta:ning
aluminum (1 and 2 per cent}, iron (1 to 8 per cent), molybdenum (3 per cent}, titanium
(5 to 20 per cent), tungsten (7 and 10 per cent), vanadium (3 to 7 per cent), and zirco-~
nium (1 to 7 per cent). Zinc coatings were applied similarly to the following complex
alloys:

Cb-40Ta~-10Ti
Cb-30Ta-0,.07Zr
Cb-10Ti- 10Mo
Cb-40Ti~5A1-5Cr
Cb-15W-5Mo-12Zr.

All of these zinc-coated alloys behave similarly to zinc-coated columbium.
Zinc coatings could not be formed on unalloyed tantalum, molybdenum, or tungstes.

Some success was cbtained on vanadium, as will be described later.

Oxide-Base Coatings

Oxide-base coatings applied by spraying techniques generally have been porous
and have not given significant protection. It appears that these coatings require an
impregnat. »n with another material to be operable.

A notable case where this has been done, and also a case which represents some
designing of a coating system and an analysis of the factorr involved, is that of the
General Electric System 400, which has been reported by Hall and Graham(61), This
coating consists of flame-sprayed alumina impregnated with a baria-alumina- silicate
glass sealant, The oxide coating approach was chosen because of its potential refractori-
ness and chemical stability with columbium. Further, the known procedures used for
enamel-coating development appeared to be applicable for producing desired thermal
expansion, composition, and maturing requirements in the 2000 to 2600 F temperature
range.

An cutline of the coating-system preparation procedure is as follows:

(1) The columbium specimen is grit blasted to improve adherence of
the flame-sprayed alumina.

(2) Specimen is vapor blasted to clean surface.
(3) Flame-sgprayed alumina is applied.

(4) Glass slurry is applied.

(5) Slurry is dried.

(6) Slurry is fired in protective atmosphere at 2700 F to seal.
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Figure 68 shows the qualitative chemistry of System 400 on columbium as prepared
and after 660 hours in air at 2300 F.

The bonding between System 400 and the columbium substrate i» excellent, and is
believed to be chemical in nature. X-ray diffraction analysis of this system indicatee
that there is a layer of CbO between the columbium and the ceramic coating. Figure 69
is a graphical representation of the calculated expitaxizl fit and oriertation between CbO
and columbium. Because of the unit cell size of columbium (bcc, d = 4.% A) and CbO
(cubic, d = 4.21 A), a better {it is obtained by the diagonal placement oi CbO over the
columbium. There is some question as to the abnormal stability of the metastable CbO
at 2300 F. This compound is believed to remain stable because of the energy levels
established between the oxide and the metal which should effect the transformation equi-
librium. In addition, the CbO phase must always exist between columbiwm and its
higher oxides. X-ray diffraction analysis tends to substantiate a theory that, as the CbO
oxidizes to the higher valence state, the higher valence oxides are dissolved by the
System 400 coating oxides; CbpOs then precipitates from solution upon cooling.

CbO lattice

Ct lattice

Bond — Chemacal (ionic)

Crystal Fit - within 15 per cent per Goldschmidt's Law
Thermodynamic Properties — Stable due to bond
Diffusion Properties — barrier to oxygen

Mechanical — Good stress gradient of system 40C to Cb

FIGURE 69. EPITAXY OF CbO ON Cb{61)

Thermal-streas measurements were also made of the System 40G cocating on
columbium. The stresses were calculated from strain measurements of heated canti-
lever specimens. These measurements were done in nen-oxidizing atmospheres. Stress
calculations were made using measured elasticity values of sprayed and heat-t1eated
A1203, and some estimated modulus values of the composite system. As shown in
Figuve 70, the stress level of System 400 coating decreases from about 15, 000 psi ten-
gile at 70 F to 0 psi at 1600 F. This reduction 1s caused by the differential in thermal
coefficient of expansion of the coating and columbium., The stress is definitely not rc~
lieved by viscous flow since the coating is not soft at even 1700 F, as determined by
impact tests. The increase in the stress level of System 400 over flame- sprayed
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alumina is believed 0 be dne to two phenomena. The first is the increase of modulus of

elasticity from 1.5 to 45 million psi of the heat-treated alumina as compared with
sprayed . mina. This has been discussed elsewhere(6), The Al>0O3 phase is between

80-2d 90} rcc . the entire coating volume and should, therefore, contribute most
significan‘.y to . 3¢ <esultant stress of the entire uxide system. The second phenor.enon
is the te. lated stresses that are prodvced by the formation of new phases precipitating

from the nigu-iemperature glass-alumina system upon cooling, No measurements have
been made of volume changes which could cause stress to increase from zero at 1700 I
to 15,000 psi at 70 F.

The thermal-expansion coefficients of the System 400 coastituents are rhown in
Fugure 71; they are all appresximately of the same magnitude, with columbium having a
slightly higher coeffic* 1t than System 400. This would rormally indicate that the coating
would be under compressive stress after processiug. Hewever, as indicated above, the
coating is under tensil= stress caused by the inherent stresses resulting from flame

spraying Al>03.

Unalloyed columbium and F-48, F-50, FS-80, and FS-82 colunibium alloys have
been su- _essfully protected. Comprehensive test results of System 400 coating on pure
columbium are as fcllows:

Static-Oxidation Testing Life!®)

Test Temp, F Nominal Life, hcurs Maximum Life Obtained, hou-«
2300 500 1400
2500 100 --

Thermal Shock 1000 F-2300 F-1000 F ~ 2-Minute Cy-=le

Nominal Life, cycles Maximum Life, cycles

500 1000

Fiexure — 180-Mil Deflection With Thermal Cycles as Above

Nominal Life Maximum Life
l.0x106 1.5x106

2 Avesdn oh fasluen anle
veer sal.2IC

(2) As paiains 1o cxide gic. cnly.

Impact testing was done with a nitrogen-vressurized air rifle shooting a 1/16-inch
stainless steel pellet that was traveling at 750 feet pe: sezond at the instant of impact.
The results showed that the coating was brittle at 1700 F, plastic at 2300 F, and mushy
at 2500 F.

A screening test was developed to estalish the reliability of any given Systein 460
coating. After ~oating, the piece was subjected to a i0-hour static oxidaticn test at
2300 F. On the basis of a large number of samples, if a coated piece lid not show
sigins of failure in 10 hours it would last for a minimum of 500 hours a. this temperature,
Since the flame-sprayed aluminum oxide by itself affords no protection to the columbium
substrate, regions which aze not adequately impregnated by the glass sealant fail in a
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very short time, Therefore, the short-time oxidation test allows for quite reliable in-

spection of a coated picce,

The System 400 coating has been applied with good resuits to single specimens and
complex shapes.

It has the ‘cilowing limitations:

(1) The object being coated must have exposed surfaces capable of being
flame spraycd.

(2) The processing temperature is high (2700 F); some adjustment down-
ward may be possible.

(3) Application to thin sheets (10 to 20 mil) has not Leen possible without
contamination,

(4) Under impact conditions in the range of brittleness the coating may
not bz protective. *

Unclascifiable Coatings

According to Withers(Z26°), the following results were obtained at the American
Machine and Foundry Co. for diffusion-coated columbium processed by pack cementation:

Protective Life

Coating _ Gt 2500 F, hr
Amfkote-3 396
Amfkote-4 24

_nacse coatinge are reported to be less resistant to thermal shock than Amfkote-2, which
was discussed under coatings for molybdenum. Amfkote-4 has been reported to have
seli-healing characteristics.

Comparative- Evaluatiocn Program on Coating Systems

As a part of its Air Force sponsored program on protective coatings for colum-
bium, Thompson Ramo Wooldridge{201) hae heon conducting a2 comparative-evaiuation
program. Results from this program have not as yet become available.

Three substiates and six coatings are involved in the program. The substrates
dare;

{1) Unalloyed columbium
(2) F-48

(3) D-31.

*Bnitticness at the fowes temperatures is common i inost coat:ng systems,
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The six coatings, which were applied to the substrates by their respective veadors,

are;
Vendor Coating
Chromalloy Covporation Modified W-2
Chromizing Corporation Durak Cb

LB-2 (hot dipped or slurry
dipped aluminide)

General Electric Co., FPLD

Sylvania Corning Nuclear Corp. Sylcor Coating (hot dipped
aluminide)

Thompson Ramo Wooldridge Inc. TRW, Cr-Ti-Si

Vauglit Astronautics Multicycle pack-

cementation coating

Comparative evaluation of the six coatings or the three different substraces is be-
ing done by the following tests, the details of which will be published else vhere: /

(1) Cyclic oxidaticn
(2) Thermal shock-erosion oxidation
(3) Bend ductility

(4) Tensile- stress oxidation.
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C-atings for Tantalum

Major research on protective coatings for tantalum-base al.oys has becn in
progress for only about a year and a half; however, significant rcsults have been
achieved. Coating types and techniques previously used for columbium have, in some
cases, been used to good advantage on tantalum.

Aluminide-Base Coatings

uminum forms the oxidation-resistant MA13 with tantalum as it does with
colunbium. Numerous modifications of the pure TaAl3 have been explored and some
hzve been found to make a much better coating than TaAl,,

M.*als and Controls (Texas Instruments). (277) Roll cladding of aluminum and

aluminum-base alloys to tantalum followed by a diffusion-rez. ting anneal to form the
intermetallic coating has been under investigation at Metais and Controls®. High purity
aluminum, ¢S aluminum, and Al-125i have been used for ciaddings for subsequent re-
action with the substrate at 1500 to 1800 F for 1 hour in argon. Preliminary resuits
indicate that the procedure may have merit, but considerable development work is neces-
sary to permit comparison of the coated products with the current state of the art. Ed,e
protection may be a problem.

An extensicn of this work to form a multilayered tantalum-aluminide coating
composite also has been briefly explored for possibilities of forming a self-healing
coating.

An aerospace company has been reported to be evaluating products formed by
these methods.

Sylvania Corning Nuclear Corporztion. (209, 210) An extensive Air Force sponsored
program has been in progress at Sylcor to evaluale aluminide-base coatings on tantalum
alloys™®. Reference should be made to the final report on this work, which 1s in prep-
aratior, for a full account of the rescarch carried out by Sama and his associates.

Coatings Lave been applied in several ways: (1) hot dippiag in pure alurninum and
various aluminum alloys followed by a diffusion treatment, (2) hot dipping in tin »- <e-
aluminim alloys, (3) painling or spraying with lacquer suspensions of metal powder
and diffusing, and (4) pack ceinentation in mixed powders. Dipping temperatures were
in the range of 1700 to 1900 F. In all nonpack processes, initial coating was usually
followed by 2 diffusion anneal a2t 1900 F. However, Sn-Al dipped samples usually were
tested as dipned. Pack cementation was done at 1900 F for several hours. In all cases,
times and temperatures were adjusted to give approximately 2-mil-thick coatings.

® E+ploratory work has been done with molybdenum and columbfum substrates also.
“ Work on beryllide ccatings done at Sylcor will be presented in the ncx: scction.
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Evaluations have been made using furnace, self-resistance, and oxyacetylene
torch heating, undcr isothermal nd cyclic conditions, and with and without tensile
stress. Five important aspects of evaluation procedures should be noted from the over-
all program:

(1) Differences in performance have been observed hetween furnace
heating aad self-resistance heating.

(2) It was found in self-resictance heating that performance can be
a function of the type of current used, ac or dc. A "knuckle' of
material frequently formed at the negative electrode with direct
current, causiryg premature failure.

(3) Tests conducted at 2500 tc 3000 F on Sn-Al coated samples with
an oxyacetylene torch under oxidizing conditions gave results
which weie similar to those obtained with furnace heating,
although lives were somewhat shorter.

(4) In general it was observed that all coating compcsitions investigated
had materially shortened lives in cyclic exposure testing.

(5) Several aluminide-base coating compositions on tantalum have ex-~
hibited shorter lives at lower wewuperatures (~1430 I than they hav
at the higher temperatures; as was similarly indicated earlier for
aluminide-base coatings on columbium.,

The most promising coating to date appears to be a 2-cycle spray, diffusion-spray,
diffusion ¢2ating utilizing a composition of 50A1-50Sn; the coating produced by this
technique nas been designated 345. Most of the results for this coating have been ob-
tained using a Ta~10W alloy; little difference has bee» noted between unalloyed tantalum
and Ta-10W with aluminide-base coatings, Oxidation life of 34S coated Ta-10W is
shown in Figure 72, Thermali cycling accelerated oxidation as shown by Figure 73.

A remarkable feature of the coating formed from the 50A1-508n composition is its
ability to tolerate an abundance of physical abuse prior to oxidation without any decrease
in subsequent protectiveness. Samples bave performed well after receiving Vickers
hardness impressions, bending 90 degrees over a 2T radius, and twisting 360 degrees.
One sample was literally tied into a knot. None of these samples showed accelerated
attack at 2600 F for 10 hours. Apparewntly, after diffuzicn treatment at 1900 F during
preparation, the coating consists essentially of TaAlj3, but there is enough unreacted
Sn-Al to give a residual liquid phase at elevated temperatures which permits healinz of
defects.

On exposure at temperatures avove 1900 F, the TaAl3 interdiffuses rapidly with
the substrate and quickly converts to lower aluminides. For protection against oxida-
tion, it 15 essential that an oxide film be formed on the surface before this rap:d inter-
diffusion occurs to the extent that most of the TaAl3 phase is converted to TazAl.

The upper temperature limit of the 50A1~50Sn coating, which would be time
dependent, is thought to be in the range of 3000 to 3600 F.
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It was recently reported by Rosenbery(226°) that 50A1-505n coated Ta-1CW with-
stood 5 minutes in an arc plasma jet at 3340 F. Thermal cycling (2¢ seconds of heating,
20 seconds of cooling) produced failure ai about 2900 F' in five cf six tests. ™

Beryllide-Base Coatings

In conjunction with its extensive studies of aluminide coatings on tantaluirn, Sylcor
also investigated beryllide r.oatings. These were formed by a vapor-solid reaction
technique in a vacuum furnace at 1800 to 2200 F for from 2 to 25 hours. Samples were
placed between sheets o” beryllium rolled from powder. The relatively high vapor pres-
sure of beryllium at the temperatures used and ite rapid reaction with the tantalum
samples readily provided uniform 2-mil coatings.

Beryllide coatings on tantalum were found to resist oxidation for 10 hours at
256¢ F in both cyclic and isothermal exposure. However, samples siressed during
exposure failed quickly. The coatings were much superior on Ta-1)JW. Beryllide
coatings on this ailoy gave protection at 2500 to 2700 F Jor 10 hours and 13 cycles under
stresses producing 1 to 15 per cent elongation. At 2800 F, nmixed results were obtained,
but for the most part, samples lasted less than 5 hours. ’sothermally exposed samples
lasted much longer at all temperatures than did cycled san.ples.

Somewhat anomalous behavior was noted at lower temperatures. Many relatively
early failures occurred, especially at 2200 F. However, some samples lasted for
64 hours or more without failure.

I .ffusion effects on substrate thickness are shown in Figure 14. Rapid diffusion
was observed between the TaBej; coating and tantalum substrate at 2500 F and higher;
substrate thickness decreased from about 9 mils to 2 mils in 15 hours at 2500 F. Dif-
fusion cccurred much less rapidly in beryllide-coaied Ta-10W, as shown in Figure 14.
This can be contrasted with the aluminide system where little difference was observed
in diffusion rates between tartalum and Ta-10W substrates.

Silicide-Base Coatings

As with columbium, silicide-base coatings on tantalum have shown promise for
providing significant protection. To date these coatirgs have been applied by vapor
deposition using either the pack-cementation technique or depositien from a continuous
gaseous phase.

Battelle Memorial Institute. (45,190) In a program sponsored by the Air Force,

and parallel to that conducted at Sylcor, several coating cempositions have beer under
stady at Battelle for tantalum-base substrates. Alumunide and beryllide coatings were
excluded from the program by Air Force agreement due to the work being done at
Sylcor.

¢ prelimunary results reported by Rosenbery indicated that this coating may aiso have some promise for proteciing tungsten,
molybdenum, and columbium,
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FIGUPE 74. MICROSTRUCTURL OF SILICIDE-COATFD TANTALUM EXPOSED IN
AIR FOR 3.3 HOURS AT 2500 F(190)

T ual coaung thicknes,, 2,5 mils,
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FIGURE 75. MICROSTRUCTURE OF SILICIDE-COATED Ta-30Cb-16V ALLOY AFTER EXPOSURE IN
. AIR FOR 7 HOURS AT 2700 F (NO FAILUREX130)

Initia) c.ating thickness, about 4 mils. Coatng cracked from substrate dunog
sectioning.
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Silicide~base coatings applied by pack cementation evolved for more exteasive
study after a brief experimental . arvey of scvcral materials and techniques. Several
variables in the pack-cementation method have been found to affect the life of the re-
sultant coating system; some of these were discussed briefly under Preparation of
Coating Systems. Additicn of modifying elements to the basic siliciding pack and
changes in substrate composition have been found to produce profound changes in the
mechanism and degree of protection achieved. This work is still in progress, and
reference should be made to the final report on the program for a full account of the
findings by Klopp, Maykuth, and Ogden.

T... =fifect of substrate composition on the mechanism of protection is shown by
Figures 74 and 75. Siliziding of tantalum produced a coating, thought to be TaSi,,
which did not form a truly protective oxide film on the surface, but rather allowed con-
trolled but continuous oxidation of the coating. In contrast, siliciding a Ta-30Cb-10V
substrate produced a coating which, during oxidation, formed 2 thin protective glassy
film that gave a sound protective mechanism and prevented continued destruction of the
coating via oxidation. A similar effect was observed with a Ta-10Hf-5W substrate vith
a silicide coating containing a small amount of aluminum. Interdiffusion between the
coating and the substrate at high temperatures was found to occur in silicide coated
tantalum as shown in Figure 76.
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FIGURE 7¢. GROWTH OF SUBSILICIDE .47ER DURING
EXPCSURE TO AIR OF SILICiDE-~COATED
TANTALUM AT 2500 AND 2740 F

Initial thickness of suusilicide is 0. 08 rmal.

Modification of silicide-base coatings by deposition of boron or manganese
followed by siliconizing hias given superior ox.®ation protection. The most promising
coating to dat- in this program is a coating formed by depositing manganese by pack
cementation followed by siliciding, also in a pack. The coating formed in this manner
on fantalum gave excellent protection at 2700 F for 24 hours, via glass formation, in
isorhermal testing with no visible sign of the beginning of failure. The substrate re-
tained a 0 T bend ductility after exposure.
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Coinparative evaluation oi silicide, aluminum-modified silicide, and manganese-
‘ modified silicide coatings on tantalum, Ta-10W, Ta-10H{-5W, and Ta-30Cb-7.5V is in
progress. The evaluation includes static, cyclic, and defect testing over the range
1200 to 2700 F.

Chromalloy Torporation. (226¢) Silicon-base coatings have protected tantalum for
at least 1 hour at 2700 F. As was the case for columbium, embrittlement of the sub-
strate has been a problem with the currently applied techniques.

Fansteel Metallurgical Corporatioi. (254) Coatings were applied to unalloyed
tantalun: and to Ta-10W by siliciding from the gas phase, using incduction heating, either
the subatrate (giving a Yconversion'' coating) or a previously applied coating of molyb-
deram on the subsirate (giving a "duplex' coating}, as described previously for
columbium.

The coatings obtained were less effeciive in protccting tantalum and Ta-luW than
they were for the columbium substrates studied. It was proposed that the rates of cxida-
tion were lower on columbium than on tantalum due to lower diffusion rates. Repor:ed
"lifetimes" to uniform failure were as follows for 1.5 to 2-mil coatings:

Lifetime to Uniform

Substrate Coating Tailure at 2300 F, hr
Ta Conversion <1
Duplex (MoO3 vapor treated) )
Ta-10W  Conversion 15

Coatings With Other Base Classifications
ana Unclassifiable Coatings

Data reported by Huminik(lss) of Value Engineering for cermet-type coatings on
tantalum, applied by electrodeposition technigues involving simultanecus electroplating
and electrophoretic processes. a2se given in Table 45,

Withers (2204} of the American Machine and Foundry Company reported the
following results for diffusicn-coaicd tant: lum processed by pack cementation:

Protective Life

Coating at 2500 F, hr
Amfkote-3 275
Amfkote-4 312

These coatings are said to be less resistant to thermal shock than is Amfkote-2. de-
. veloped for molybdenum, and Ampfote-4 is said to have self-healing characteristics,
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TABLE 45. CHROMIUM-ZIRCONIUM OXIDE AND CHROMIUM-ZIRCONIUM
BORIDE COATINGS FOR TANTALUM(185)
Time to Oxidation
Coating Failure in Cereening'\V/,
Thickness, Flame Test(a B 1 Hr at Therma.
Specimen mils seconds 2060 F Shock (©)
Chromium-Zirconium Oxide
O 3.15 400 No failure No failivr,
P 3.20 375 Ditto Ditto
Q 3. 14 365 " "
R 4.79 450 " "
Chromium-Zirconium Boride
E 2.57 1200+ No failure No failure
F 3.15 1450 Ditto Ditto
G 2. 14 1350 B "
H 1.98 1175 " "

(4) t.onducted on specimens 0.062 inch thick x 0.5 inch wide x 2.5 inches long. Specimen temperature maintained .t 3800F.,
Corrections for emittance nd heat loss were considered 1n reported temperature, Flame chemistry was oxidazing.

(b) Electnic-fumace heaung.

(c) Test consisted of cooling specimen to OF and then submuting 1t immediately to the flamc test until specimen was uniformly
heated to 3860F. This was followed by an immediate anench 1n cold water. Considered to be more severe test than actual

rocket firing,
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Coatings for Tungsten

The status of protective coatings for tungsten is not nearly so well advanced as for
the other three principal refractory metals, There are two reasons for this, JFirst,
offorts have not beon as hcavily concentrated in this area. Secondly, protoction require-
ments call for service temperatures upwards from 3000 or 3300 F, and all of the prob-
loms encountered in protecting the other refractory metals at lowcr temperatures be -
come magnified by these higher temperatures,

Metallic Coatings

Goetzel, Venkatesan, and Bunshah{46) briefly investigated rhodinm plate over
tungsten, Brittleness of the coating coupled with thermal-axpansion mismatch were
problems,

Introducztion of intermediate layers was done with the aim of providing better ac~
commodation for the expansion mismatch, and also possily to promote formation of
liquid phases for defect tolerance,

A mulitiple coating consisting of a first inner layer of chromium, a layer of silicon,

a second layer of chromium, and a thin layer of rhodium after heat treatments protected
*horiated tungsten at 3000 I ‘or periods up to 20 minutes with self «resistance heatiny.

Silicide-Base Coatinu_

W2 Processed 50W-50Mo. Chromalloy Corporation recently reported that a 50W-
50Mo alloy coated by the W-2 process survived over 60 hours at 2700 F, (2261)

New York University. As a continuation of the work on rhodium-plated tungsten,
Goetzel and Landler{4/) studied silicide-coated tungsten with a target of 10 hours of
protection at 3300 F,

Several techniques for siliciding were considered, and the pack method was chosen
. as the most practical, as weil as the one giving the most reliable and renroducible results
Temperature, tirne, and especially pack composition were found to b variables affecting
the integrity of the WSi; coating, Figure 16, presented earlier, shows some of these
effects on coating thickness, Highest integrity, coupled with a thickness of about 1.5
mils of coating, was obtained with packs containing 10 per cent NaF, 5 per cent NH4CI,
semiconductor-grade silicon powder, and no inert filler, and a siliconizing cycle of 4 to
8 hours at 1850 to 1950 F,

Pack-siliconized tungsten wires, tested with sel{-resistance heating, were capable
of withstandir.g oxidation at 3300 F for periods of various duration up to and exceeding
10 hours, Failures could be grouped into three categories, namely, pinholc defects in
the coatings, formation of a low-molting phase, and the so-called "disilicide peat".
Pinhols failures were vbserved to occur when the external glass coat formed during the
oxidation test was too thin to cover the pinhole or imperfection in the coating sufficiently
to prcvent oxidation of the substrate and escape of the highly volatile WO3. The forma-
tion of a liquid phase at 3300 F indicated the possible existence of a ternary eutectic in
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a W-S1 system with another impurity such as oxygen, nitrogen, or a metallic element
contained in the silicon of the pack, The WSi;-W4Siz eutectic is reported to melt only
at 3700 F. The disilicide pest, subject of extensive study by several investigators in the
case of molybdsnum, was found in a series of special experiments to be a manifestation
of a low~tempera‘ure oxidation of tungsten before effective sealing of the WSi; layer,
through dense oxide or glassy conversion coatings could be achieved.

The availadle expcorimental evidence points to geod houskeeping as the most effec-
tive way of reducing the frequency and efiectiveness of the first and second type of
failures,

The third tvpe of failure, disilicide pest, represents a serious shortcoming in the
unmodified WSi, coating, This occurred in parts exposed to temperatures between 1200
and 2280 F for prolonged periods, It caused a destruction of the disilicide layer over a
period of 5 to 15 hours, depending on the coating thickness. With the self-resistance
heating method, which was used, the grip ends were kept cold, and therefore areas of
the coated specimens were within the pest temperature range. This was the actual life~
determining factor in tests where other failures caused by improper preparation tech-
niques had been eliminated,

Coatings up to about 2 mils thick formed glassy layers which generally did not
crack during cooling. WSi; coatings which were thicker than about 2 mils always ex-
hibited cracks during the rapid temperature changcs cncsuntered in cooling trom 3300 F,

After 10 hours exposure at 3300 F, 1,5 to 2-mil coatings of WSi, were completely
converted to W3Siz, with a protective glassy layer on top, due to interdiffusion with the
tungsten substrate,

Preliminary attempts to deposit ZrO, on top of siliconized wires by mecans of
plasma-arc-spray method remained largely unsuccessful because of poor adhesion,
Where bonding was obtained, no improvement in life under high-temperature oxidizing
conditions could be ascertained,

General Telephone and Electronics Laboratories, An Air Force~sponsored pro-
gram(50) is currently in progress at GT&E to define end evaluate those variables which

are the determining factors in protecting tungsten from atmospheric conditions above
3000 F.

In conjunction with this program, silicide-base coatings on tungsten have been
selected, on the basis of preliminary screening tests, for intensive study.(189)

Pack cementation is the principal method of coating preparation. Samples of
tungsten to be coated are outgassed in vacuum at 1830 F after pickiing in an HF-HNO;
acid mixture to remove any surface contamination. Tybical specimens coated are
0,040-inch-diameter tungsten rods in lengths of about 3 to 3-1/2 inches. These tungsten
rods are packed in 2 mixture counsisting of 90 per cent, 325-mesh silicon powder and
10 per cent sodium fluoride, A v. -eous~-silica tube is used as a container with each end
plugged with Fiberfrax insulation. This tube is then placed within a Globar furnace in
dry hydrogen and heated at 1920 F for times up to 16 hours. Approximately a 4 ~-mil
coating is obtained in 16 hours. The majority of tests have been carried out on coated
0.040-inch-tungsten rods, heated by self-resistance to failure under static conditions.

A few cycling tests were made with greatly shortened lifetimes. Under usual test
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conditions, temperatures vary from the apparent test temperature at the center of the
specimen to about 400 or 570 F at ‘he water-cooled grips,

It soon became clear that, except at the highest test temperature 3304 F, failure
usually occurred in the low-~temperature region of the specimens, at temperatures be-
tween 2190 F and 2460 F. Goetzel and Landier{47?) eazlier reported a disilicide pest
range from 1200 to 228C F, It has been found possible to extend substantially low-tem-
perature life by modifying the silicide coatings. At 3304 F failure occasionally occurred
in the center of the specimens, and examination of the specimens aiter failure re-
vealed craterlike eruptions in the clear glassy oxide coating, suggesting the remnants of
broken bubbles. Tests attempted at temperatures above 3304 F failed, either through
eutectic melting of the coaung or through pronounced bubbling of the coating.

A real variable affecting specimen life has been the thickness of the coating. Even
in specimens that failed by pest formation, ihe rate of oxidation appeared to be diffusion
controlled, Table 46 shows the average test lives observed of silicide and two modified-~
silicide coated 40 -mil-diameter tungsten rods,

TABLE 46, TEST-LIFE RANGE OF SILICIDE COATINGS ON
40-MIL DIAMETER TUNGSTEN ROD(189)

Coating
Temperature Thickness, Oxidation Time, hours
C B mils Si Si-1tAl Si-"'B!
1095 2003 X 1.5-3 5.5 6
~2 6,5 - >10(a) - >10
3-4 8 ->10 >10 -
1370 2498 1 c- 2.5 0-6 6
~2 0->10 . >10
3-4 7.5 « >10 >10 -
1650 3002 1 0- 1.5 1 7
~2 4- 5 -- 6 - 26
3-4 6 - 9 >10 up to 26 --
1818 3304 1 0-17.5 0 4.5
~2 4 -7 - >10
3-4 0 ->10 >10 -

(a) >10--Test terminated after 10 hours - specimen intact.

University of Illinois, (48,49,158) Aq part of a more extensive invesiigation on
ceramic-type coatings, Bergeron ct al. examined WSiz coatings on tungsten, It was
found in some tests that the coatings provided good protection from oxidation for periods
up tc 10 hours by way of formation of a protective layer of vitreous SiOQ 2. Disilicide
pest also was encountered in this work.

The reliability of these coatings was poor because cracks which were frequently
present in the coating exposed the tungsten to air, and rapid oxidation occurred. The
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reliability of the coating was reported to be vastly improved by duplexing siliconized

specimeuns with a zircon-glass coating.

Oxide-Base Coatings

Thompson Ramo Wooldridge, Inc, , has a current Air Force »sponsoredprogram(s 1}
on the development and evaluation of coatings for the protection of tingsten from oxidation

at temperatures in excess of 3300 F, Thecl 1of materials reported to be of frimary

intere- ¢ :s the complex oxides,

Members of the Depa:iment ol Ceramic Engineering at the University of Illinois
conducted a broad investigation of cerainic coating systems {or the protection of tungsten
at 3000 ¥, (48,49,158) Included in the investigation were W1, coatings as indicated
above, ceramic crystala ina giass matrix, zirconia-clad coatings, vapor-deposited 5i0,
and other combinations of metal, ceramic wrystals, and glass coating systems. The
coating system considered to be the most protective of those studied was one consisting
csscntially of 35 per cent glass and 65 per cent zircon.

The procedure used in preparing this coating on tungsien was as follows:

(1) Degassing of tungsten in vacuum (5 x 10->mm Hg)

Temp, E Time, min
3000 5
3500 5
3800 5

{2) Brushing of milled slurry outo tungsten wire and air drying

(3) Firing
Temp, F Time, min Atmosphere
1900 1 Vacuum, 2 X 10~% mm Hg
2150 5 Ditto
2400 3 "
2600 2 "
2850 2 Argon pressure slightly

>1 atm

Three separate coating applications involving Steps (2) and {3) were made to insure
uniformity and continuity, Thickness of the resulting coatings was 6 to 8 mils,

The coating system maintained oxidation resistance for 10 hours at 3000 F {optical,
3150 to 3200 F true temperature) with muffle heating, The zircon-glass coating
converted to monoclinic zirconia and glass after long periods of time at 3000 F,

The mechanism of failure or degradation of this type of coating appeared to be due
to a gradual migration of oxygen through the coating to the tungsten, whers various
tungsten oxides were formed, These oxides then migrated to the coating surface and

volatilized,
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Results reported by Huminik(185) of Value Engineering for cermet-type coatings
on tungsten, applied by electrodeposition techniques involving simultaneous electroplat-
ing and electroploretic processes, are given in Table 47,

TADLE 47. CHROMIUM-ZIRCONIUM OX1DE AND CHROMIUM-ZIRCONIUM
BORIDE COATINGS FOR TUNGSTEN(185)

Time to Oxidation
Coating Failure in Screening(b),
Thickness, Flame Test(?), 1 Hr, at Thermal
Specimen mils seconds 2000 ¥ Shock(c)

Chromium-Zirconium Qxidc
S 3.30 425 No failure No failure
T 4,63 475 Ditto Ditto
U 4.61 470 " 2
w 4,64 510 " m

Chromium-Zirconium Boride
1 3.15 1600+ No failure No failure
J 3,30 1775+ No failure No failure
e Specimen damaged in preparation
Y Specimen damaged in preparation

— —

(a) Conducted on specimen 0,062 inch thick x 0.5 inch wide x 2.5 inches long, Specimen ternperatute maintained at
3860 F. Cormections for emittance and heat loss were considered 1n reported temperature, Flame chemistry was

Jd
vALLZingG.

(b) Elcctric-furnace heating.

(c) Test consisted of cooling speciwen to 0 F and then submitting 1t immediately to the flame test until specimen was
uniformly heated to 3666 F. This was followed by an immcdiate quench in cold water. Considered to be moce
severe test than actual rocket firing,

PR ——"
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Coatings for Vanadium

Relatively little eifort has been put into the development of protective coatings for
vanadium-base alloys.

The Naval Research Ldboratory(mo) briefly explored the potential of the zirc
coating for protecting V-50Cb-5Ti and V-20Cb-5Ti. The nature and performance of tae
zinc coating on columbium was discussed previously. Results from these studies can
be summarized as follows:

(1} Both alloys develnped an intermetallic coating on dipping in zinc
at 1080 F,

{2) A diifusion anneal in air at 1400 F was more satisfactory than the
usual 1600 F anneal given to zinc-coated columbium-base alloys. The
lower temperature anneal was a necessity in the case of V-20Cb-5Ti.

(3) In the absence of sizable flaws, the coated V-.2Cb-5Ti alloy was
oxidation resistant for at least 24 Lours at temperatures including
1600 F but less than 1800 F, The coated V-50Cb-5Ti alloy withstood
24 hours at temperatures including 1800 F but less than 2000 F.

{4) When sizable flaws were present, neither of the coated alloys was
healed effectively at temperatures of 1600 F or higher. At lower
temperatures, an oxide covering developed over the flaws and at
least a measure of protection seemed to be conferred,

Klicker and Bomberger(w), of the Crucible Steel Co, of America, under Air
Force contract, attempted to protect vanadium sheet from oxidation by coatings pre-
pared from oxide combinations with V20g5. The coatings were prepared by mixing the
appropriate amount of oxides with a resin binder and sufficient trichloroethylene to
give the proper consistency for dipping. Twenty-eight of the more refractory oxide
combinations with V,0g were applied to vanadium sheet, but they appeared to offer
little protection as coatings,

A program currently is in progress at the Armour Research Foundation under
sponsorship of the NaV( Bureau of Weapons to develop coatiugs for protection of
vanadium-base alloys. 238)

E
3
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CURRENT STATUS OF PROTECTIVE COATINGS

Applications and Environments

Thore are many types of hardware and applications for which it is desirable to
use coated refractory metals, Two general areas of application of particular interest
at the present time are (1) gas-turbine technology(43,179,278,279) and (2) space-
vehicle technology. The former provided the major initial motivation for research and
development on protective coatings; and the latter has become the focus of attention and
probably will continue to be in the forr.eeable future, A third area, that of nuclear-
energy applications, is not so well defined in the open literature because of security
restrictions; but it is believed that present time-temperature-. sthalpy-mass [low re-
quircments are similar to those for currently desired gas-turbine tachnology,

As previously indicated, there has been a continuing desire to increase the oper-
ating temperatures for gas turbines, It appears probable that any major increase in
temperature can only be brought about through the use »f refractory metuls with reli-
able protective coatings. Turbine buckets (rotor vanes; experience the most severe
combination of temperature and stress of any of the turbine parts. They must with-
stand very high centrifugal as well as superimposed vibratory stresses at elevated
temperatures, In addition, they must withstand the blast of hot gases with entrained
corroding, impacting, and eroding materials, Also, they must exhibit good resistance
to thermal shock and thermal cycling, Much work has been done to provide reliabi.
coatings for molybdenum and, it is believed, columbium alloys for turbine-bucket use,
There is not now known to be a gas turbine operating with refractory-metal buckets,
Time-‘emperature requirements to make such a turbine practical are believed to be
50 to 100 hours at 2000 to 2500 F with allowance for about a 300 F transient
svertemperaturu,

The major emphasis at the present time on developing protectiva coatings for the
refractory metals is oriented toward space-vehicle applications, Environmental factors

and operating requirements for these applications, where known, have been reviawed by
several people(147,179,180,226,280-291),

Figure 77, prepared hy Pellini and Harris(290) gives a generalized ovientation of
the various types of space vehicles, The vertical dotted line at about t = 4 minutes sepa-
rates (generally) pulse heating and steady-state heating conditions. The lines defining
the vehicle zones are not rigid boundaries but indicate generally expected locations,

The upper half of the various zones may generally be considered as relating to stagnation
points, and the lower half as relating to the 1-foot back positions, The chart also
hroadly separates vehicles by nature of thuir flight, Drag re-entry vehicles are grouped
in the upper left corner, Thrust flight vehicles, noted on the chart as '"Defensive
Missiles'', are grouped in the lower left-hand corner, Lift flight vehicles, including the
cruise and glide subdivisions, are grouped in the right side of the chart. The aerody-
namic heat-flux inputs for the lift flight systems, representedonthe chartby ""Space Ke-
entry Glide'', may exceed the melting point of any known material, This limit ie noted
by the horizontal dotted line marked "Limit of Fixed Wall", The heat input limits for

the drag re-entry class of vehicles might extend to over 10,000 Btun/(sq)(ft)(sec).
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The lines defining the vehicle zones are not rigid boundaries but indicate
generally expected locations,
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Table 48, reported by Walton(286) , gives approximate environmental conditione
for various applications of high-temperature coatings., A similur type of listing, but
varying in some of the values of the parainaters, is prescnted in Table 47, which was
reported by Sterry(281), Table 50 is a partial listing of the material requiromants for
glide re-entry vehicles reported by Braun(281),

TABLE 48, APPROXIMATE ENVIRONMENTAL CONDITIONS FOR VARIOUS APPLICATIONS
OF HIGH-TEMPERATURE COArINGS(286)

Applications

Variable(® Ballistic Nose Cone Leading Edge Ramjot Domcs
Time, min 0,5-2 30-120 1-240 30-120
Sutface Temp, F 4500 1 ablating 25005002 2600 to ablating - 2800 to ablating
Max Particle Velocity, ft/ec 2500 2200 1000 2600
Gas Enthalpy, Bw/Ib 6200000 7000-10, 000 500-2000 6000-10, 000
Heat Flux, Buu/(ft2)(sec) 200-4090 10-300 3+100 10-500
Gas Composition Alr (dimcc,) Alr (dissoc.) (v bustion Afr (dissoc,)

Aunusphere
Mau Klow, Ib/(fi2)Xsee) 1000 1000 10-180 1000
Temperatiire Programming, sect®  0,1.0,8 600-6000 18-30 0.1-60
Pressure Programming(c) 10°31020.91n, Hg  10"3t029,9in. Hg 1to3atmin16sec 10°3 1029.9 In.Hg
Cyclical Operation No Yes Yes Yes
Spectmen Configuration Coues Cylinders Cones Cones
Plates Cones Plates Plates

Plates

——

(a) Numbects arc only approximate and represent no actual present ot future application exactly.
(b Time to reach i ivimum temperatuce,

(c) Range f pressure which can passibly be achieved in a realistic experiment and not actually encountered,

TABLE 49, i0GH-TEMPERATURE COMPONENT ENVIRONMENTS(281)

e e e e e e e e e e e e e

Max 1leat Flux, Stagnation
Component Btu/(ft2Xsec) Temperature, F Time/Cyele, min Atmosphere
Nosccaps (ballistic re-entry) 200-4000 3000-14000 U, 0-2 O:xidizing
Nosccaps (glide re~entry) 100 -300 3000-6000 10-00 Oxldizing
Leading edges (glide re-entry) 20-60 1800-3000 10-90 Oxldizing
Skin panels (glide re~entry) 10-25 1500-2500 10-30 Oxlidizing
Ramjet liners 10-300 2000~-5000 1-120 Oxidizing and reducing
Rocket nozzles and jetavaton 2000-4000 4000 to 6600 0,08-4 Oxidizing and reducing

oventually 7000 P

rmm——— e e s s
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TABLE 50, PARTIAL LIST OF MATERIAL REQUIREMENTS FOR
GLIDE RE-ENTRY VEHICLES(281)

—— —

Nose Cap and Leading Edges_

1. High Melting Point

6000 F nose cone
4000 F leading edge

2, Oxidation resistant: no catastrophic alteration for
1 hour at the above temperatures

3, Erosion reainrtant up to 35,000 fps

4., Thermal shock resistant for AT = 100 */sec

5. High radiating surface: high emissivity, E # 0.9
6 Suitable attachment method

Primary Structure and Skin Panels

1. High strength=to-weight ratios at service temperatures
up to 3600 F

2, Oxidation resiatant: no catastrophic alteration after
8 hrat 3000 F

3. Erosion resistant up to 35,000 fps
4, Low thermal expansion
5. High radiating surface: high emissivity, E % 0,9

6. Weldable

7. Suitable for attachment of mechanical fastenings

Mention was made earlier in this report of the importance of considering emis-
sivity in coating systems. Figure 78 shows the significance of this aspect,

Status of Coating Systems

The status of coating systems involving the four principal refractory metals can

best be presented at this time from the standpoint of three different temperature-time
applications as follows: '
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Temperature,

F. Time, hr
2000-2500 50-100
2500-3000 Up to saveral
Over 3000 Up to several

App'ication

Turbojet
Ramjet, re-entry vehicles
Superorbital vehicles

Each coatiug class can be further broken down into ''promising" and "intererting" sys-
tems, A promising system is defined as one which appears to have potential {5~ ac-
complishing a class of mission based on the evaluation results obtained from more than

oneé source,

An interesting system is defined as one which appears to have the potential

for accomplishing a class of mission based on the svaluation results from only a single

source,

The itemized breakdowns are as follown:

Substrate
Base

Mo
Cb

Ta
w

Substrate
Base

Mo

Cb

Ta

Class 1 Coatiﬂl (2000-2500 F, 50-100 Hr)

Promising Systems

Sprayed Al;O3 over Cr plate

Interesting Systems

Glass impregnafod Al,03, sorayed

Class II Coatings (2500-3000 F, up to Several Hours)

Promising Systems

Interesting Systems

(1) Silicide + additives, pack
~cementation

(2) Sprayed Al;03 over Cr
plate

(1) Aluminide + additives,
various methods

(2} Cr-Ti + Si, vapor diffusion,
modified pack cementation

(3) Silicide + additives, pack
cementation

(1) Pt, electroplated

(2) Al-Si, sprayed

(1) Aluminide + additives, various
methods

(2) Silicide + additives, pack
cemeontation

(3) Beryllide, vapor diffusion

(1) Silicide ¢+ additives, pack
cementation '

(2) Zircon + glass, paint and sirter
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Class III Coatings (Over 3000 F', up to Several Hours)

Substrate Promising Systema Interesting Systems
Mo .- --
Ta -- -a
w ' .- Silicide + additives, pack cementaticn

The pack-cementation and the paint (slurry dip, spray, or brusn) and diffuse tech-
niques appear to offer the greatest potential at the present time for producing coated
hardware involving complex geometry, Noteworthy coating systems have been produced
Ly hot-spraying techniques, but these methods of application have been limited to rela-
tively simple geometry,

The present status of protective coatings for refractory metals must be termed
predominantly one of research and development, Coatings for molybdenum have beea
under investigation for the longest period of time and h.vo received the most attention,
Some of these currently are commercially available, Substantial progress has been
made during the past 2 ycars on coatings for columbium and tantalum., Because tungosten
will find its major role in applications at temperatures over 3000 F, and because lcas
woik has been dune on coatings for tungsten than for the other metals, much additional
research and development work remains to be dore heforc practical hardware wili he a
reality,

Many problems remain unsolved and, as the current research and development
progra ns progress, new problems will be uncovered, All of these problems must be
attacked by sound research programs if the rofractory metals are going to be reliably
protected from oxidation, and thus find their role as structural materials,

Problem Areas

Research and development programs on protective coatings frequently take con-
siderable time before they proceed from simple static oxidation testing to advanced
evaluations under simulated service environments, Among the problemﬁ frequently
encountered are: (1) thermal-expansion mismatch, (2) pinholes, (3) difficulty of corner,
edge, and recess protection, (4) pcor boading, (5) excessive diffuaion, (6) interconnect-
ing porosity, (7) brittleness, (3) lack of defect tolerance, and (9) low-temperature pest
failures,

The primary needs in the protective coating of refractory metals are;

{1) New concepts for coating systeins and methods of preparing coating
systems

(2) Systematic data on effects of proccssing variables in coating systems

(3) Target properties for usc by coating producers
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(4) Fundamental data on composite material properties such as diffusion
rates, bonding, mechanic:cl compatibility, and pertinen’ phase
equilibria

(5) Information on detailed mechanism of failure in various coating
systems

o~
ol
~—

Roduction of brittlenecs in coating systems

(7) Improved defect tolerance in coating systems and better quantitative
standards for defect tolerance (self-healing)

(8) Uniform and discriminating evaluation procedures for various
applications

{a) Screening
(b) Simulating service

{9) Elimination of degradatiun uf substrate properties due to coating
process and/or presence of coating

(10) Procedures for coating structures joined mechanically
{11) Improved reliability of coatiny systems
{a) Adequate inspection procedures

(b) Better procedures for estimating reliability
levels

(12) Adequate repair methods
(13) Better coating systems with promise for Class [ service
(14) Better coating systems for Class III service.

Philosophy of the Development of
Frotective Coatings

The genera] problem of protecting the refractory raetals from oxidation can be
broken down into two major subproblems:

(1) Finding coating materials which have the ruquired oxidation resist-
ance in their own right and which have the required chemical,
phys.cal, and metallurgical properties to be compatible with the
suhstrate alloy to be protected

(2) Developing a process for putting the coating materia. *nd the

alloy substrate together into a workable system which will reliably
accomplish a specified mission,
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The history of coatings research a« detv lopmient has shown that neither of these
problems is simple and easily solved, Yet v have good reason to believe thai the
problen.s are solvable,

There is not now and probably never will be a2 umiversal coating that will provide
oxidation resistance to al: structural refractory-metal alloys in all of the contemplated
applications. Hence, early in any research program, it is important to specify the
exact alloy substrate to be protected and the geornetry of the hardware to be used, It
is likewise very important to specify the exact environment in which protection nust be
achieved, These specifications set limits or boundaries to the over-all problem and
allow the research worker to classify materials roughly as potentially promising or not
promising as coatings. The specifications also permit the establishment of realistic
evaluation procedures for judging the merits of dif‘erent coatings,

Realistic evaluation is necessary because, if the testing conditions ares more
seveic than the intended service corditions, some usefu' systems for solving a partic-
ular problem may be overlooked. On the other hand, if the test conditions are less
severe than those of the service environment, as is most frequently the case, coating
systems could weil be carried through needl:ss and cos-ly development programs which
would not contribute to the solution of the particular prsblem at hand,

Some of the properties considered in selecting potential coaiing materials ave:
oxidation resistance, thermal-expansion characteristics, elastic modulus, thermal
conductivity, tensile or fracture strength, stability toward chemical reaction and i.:*~:-
diffusion with the substrate, thermai-shock resistance, and gaseons-transport
characteristics.

#lthough each application for a coated system has its own set of environmental
factors, coated systems generally must be evaluated with respect to one or more of the
following conditions: tension, compression, impact, fatigue, creep, bending, vibra-
tion, shear, elongation, thermal shock, erosion, hypersonic air flow, notch sersitivity,
>nd defect tolerance, Also, in re-entry applications, the emissivity of the coated sys-
tem can be of major importance,

After a good coating system has been produced, there remain problems of edu-
catior of personncl, inspection, and repair. Coated systems, in general, do not with-
stand much physical abuse, and a special educational progra: is frequently required
for production personnel, Even with special educational programs, coated systems
ray suffer damage or be produced with flaws, Reliable nondestructive test methods
are urgently needed in the current state of the art of protective coatings for the refrac-
tory metals,

Recommendations

(1} Protection of the refractory metals from oxidation should be viewed
as a major materials problem,

(2} In view of the progress which has been made by the empirical approach
to date, and in view of the urgency of solving current problems, scme
of this type of approach should be continued, Programs of this nature
should be oriented toward providing protection to a specific realistic
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3)

(4)

{5)

(6)
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substrate composition and configuration to be used in accomplishing
a specific mission,

It is believed that the empirical approach to the uver-all problem is
rapidly reaching the point of diminjshing returns. Silicide-base and
alumimde-base coatings applied by pack cernentation are reaching
the point where some research and development efforts are being
duplicated without producing any major advances in the state of the
art, An integrated program should be carried out for the purpose of
identifying the fundamental factors and properties which are neces-
sary to produce a reliable coating system,

Most current coating systems do not fail uniformly. Rather, they
fail at randomly located areas which frequently are not centers of
macroscopic stress concentration, It iz believed that the perform-
ance of current systems could be improved by research to identify
the causes of such random failures, a2ad that such a program is
vitally needed if the long-term requirements for protected reiractory
metals are to be met,

Most programs on the development of protective coatings have striven
for "oxidation resistance without much cuncern for the relative me-
chanical ard thermophysical properties of the coating and substrate,
There is substantial experimental and theoretical evidence that these
properties are of great importance to the performance of a coating
system., Once a substrate has been selected, its properties are rela-
tively fixed, A long-range research program should be carried cut
with the objective of finding ways of adjusting the mechanical and
thermophysical properties of known oxidation-resistant materials to
better natch those of the substrate without impairing the inherent
oxidation resistance.

Of vital ‘mportance is the establishment of a set of standardized
realistic evaluation procedures for different classes of missions,
not only for coating systems which have reached an advanced status,
but also for screening purposes in small-scale research investi-
gations. Action in this area is needed to bring some order into a
field of technology which currently has much chaos.
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